GENERAL NOTES GENERAL NOTES NOTES:

THESE DRAWINGS HAVE BEEN PREPARED FROM THE LATEST INFORMATION AVAILABLE ON EXISTING: 12 ALL WORK AND CONSTRUCTION SHALL COMPLY WITH REQUIREMENTS OF "CAL—OSHA”. ALL 1. [F THE CITY BUILDING INSPECTOR DETERMINES NON—COMPLIANCE WITH ANY ACCESSIBILITY PROVISIONS, A
CONSTRUCTION A DEMOLITION FOR THE PROTECTION OF PEDESTRIANS SHALL COMPLY WITH COMPLETE & DETAILED REVISED PLANS CLEARLY SHOWING ALL EXISTING NON—=COMPLYING CONDITIONS &
1. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND SITE CONDITIONS PRIOR TO STARTING WORK AND REQUIREMENTS OF THE CURRENT CALIFORNIA BUILDING CODE. THE PROPOSED MODIFICATIONS TO MEET CURRENT ACCESSIBILITY REQUIREMENTS onhcgzo SITE PLAN, \
SHALL NOTIFY THE ARCHITECT OF ANY DISCREPANCIES OBSERVED. 13. GENERAL CONTRACTOR TO VERIFY ALL DIMENSIONS PRIOR TO COMMENCING WORK. FLOOR PLANS, DETAILS, ETC.) WILL BE SUBMITTED TO THE DEPARTMENT FOR REVIEW & APPROVAL AZTEC-CADinc
2 THE CONTRACTOR AND HIS SUBCONTRACTORS ARE RESPONSIBLE FOR REVIEWING THE CONTRACT 14 CONTRACTOR SHALL DETERMINE, COORDINATE, AND ACCOMMODATE ALL UNDERGROUND SERVICES 2 THE OCCUPANT LOAD OF THE SHOP MUST BE POSTED ON A SIGN IN A CONSPICUOUS PLACE NEAR MAIN \ y
DOCUMENTS IN DETAIL INCLUDING DIMENSIONS FOR THE PURPOSE OF DETERMINING THAT CAN BE (ELECTRICAL, GAS, TELEPHONE, ETC.....) EXTIOR EXIT—ACCESS DOORWAY.
PERFORMED AS SHOWN PRIOR TO PROCEEDING WITH THE WORK. |F ANY CONFLICTS ARISE, THE 15. PRIOR TO COMMENCEMENT OF ANY CONSTRUCTION CONTRACTOR SHALL VERIFY EXISTENCE AND 3 PARKING & ACCESSIBLE PATH OF TRAVEL ARF EXISTING AND FULL COMPLIANCE WITH ALL ADA 4 ~
CONTRACTOR IS RESPONSIBLE FOR OBTAINING A CLARIFICATION FROM THE ARCHITECT PRIOR PROCEEDING LOCATION OF ALL ABOVE AND BELOW GRADE UTILITIES (LE. PLUMBING, ELECTRICAL, TELEPHONE, CATV, REGULATIONS. %
WITH THE WORK N QUESTION OR WITH RELATED WORK. GAS, ECT..) ANY DISCREPANCIES IS ASSUMED UTILITY LOCATIONS SHALL BE BROUGHT TO THE =2
3. DIMENSIONS ARE TO THE FACE OF STUDS UNLESS OTHERWISE INDICATED TO BE FINISH DIMENSIONS. ATTENTION OF THE ARCHITECT PROJECT INFORMATION S BZ =
4. "TYPICAL™ MEANS IDENTICAL FOR ALL SAME CONDITIONS UNLESS OTHERWISE NOTED. "SIMILAR™ MEANS 16 NO HAZARDOUS MATERIALS WILL USED ON SITE =5 Mﬂ wm
COMPARABLE CHARACTERISTICS FOR THE CONDITIONS NOTED. VERIFY DIMENSIONS AND ORIENTATION ON 17 ALL PLUMBING IS EXISTING TO REMAIN AND NO PLUMBING WORK 1S PROPOSED UNDER THIS PERMIT. OWNER NAME: eV LLC n._u Hm g7
THE PLANS. ALL WORK NOT DETAILED OR NOTED SHALL BE CONSTRUCTED IN ACCORDANCE WITH OTHER 18, NO REVISITING GAS PIPING LAYOUT DUE TO KITCHEN EQUIPMENT THAT BEING MOVED TO UNDER HOOD. . v = 55 83
SIMILAR WORK SHOWN ON THE DRAWINGS AND TYPICAL DETAILS. 19, ALL LIGHTING 1S EXISTING TO REMAIN. . NN 8% 232
0. THE CONTRACTOR SHALL PROVIDE PROTECTIONS OF ALL EXISTING SURFACES, FINISHED, APPLIANCES AND R ARG T ARG ~< m mu
EQUIPMENT NOT INDICATED TO BE DEMOLISHED ANY SHALL BE RESPONSIBLE FOR THE REPAIR OR . ER:
REPLACEMENT OF ANY SUCH ITEMS DAMAGES DURING THE PERFORMANCE OF THE WORK. FIRE NOTES SHUPLR T MARACER AUURE S0, 2801 COUNTRYWORD LN, WEST COVINA, CA 91791 M
6. MANUFACTURERS' SUGGESTED INSTALLATION METHODS AND SPECIFICATIONS SHALL BE FOLLOWED EXCEPT 1. DURING CONSTRUCTION, AT LEAST ONE FIRE EXTINGUISHER SHALL BE PROVIDE ON EACH FLOOR LEVEL AT MANAGER TELEPHONE: 6519—850- 2508
WHERE SPECIFICALLY NOTED OTHERWISE. EACH STAIRWAY, IN ALL STORAGE AND CONSTRUCTION SHEDS, IN LOCATIONS WHERE FLAMMABLE OR
/. UTILITIES EXISTING OR TEMPORARY SHALL BE LOCATED AND MARKED BY THE CONTRACTOR TO AVOID COMBUSTIBLE ARE STORED OR USED, AND WHERE OTHER SPECIAL HAZARDS ARE PRESENT PER CFC SECTION TENANT NAME: CINDY U J
DAMAGE OR PERSONAL INJURY. 331151 ~
8 THE CONTRACTOR SHALL NOTIFY THE ARCHITECT OR DESICNER OF ANY SITE CONDITIONS NOT REFLECTED 7. BUILDING UNDERGOING CONSTRUCTION, ALTERATION, OR DEMOLITION SHALL CONFORM TO CFC CHAPTER 34. . o=
ON THE WORKING DRAWINGS OR DIFFERENCE FROM MAXIMUM OR MINIMUM DIMENSIONS [INDICATED. WELDING, CUTTING, AND OTHER HOT WORK SHALL BE IN CONFORMANCE WITH CFC CHAPTER 3o. D W@uwm mzimﬂ§>%mx R0, NATIONAL LITY, LA 91390 g B
INCLUDING RETAINED EARTH HEIGHT, CONFLICT IN GRADES, ADVERSE SOIL CONDITIONS, GROUND WATER 5. ADDRESS IDENTIFICATION SHALL BE PROVIDED FOR ALL NEW AND EXISTING BUILDINGS IN A LOCATION THAT — M 5
PRESENT, DEEPENED FOOTINGS, UNCOVERED AND UNEXPECTED UTILITY LINES, ETC..... IS PLAINLY VISIBLE AND LEGIBLE FROM THE STREET OR ROAD FRONTING THE PROPERTY. WHERE ACCESS IS TELEPHONFE: 8587315793 ] = S..
9. DRAWINGS AND SPECIFICATIONS REPRESENT FINISHED STRUCTURE.  THE CONTRACTOR SHALL BE BY WAY OF A PRIVATE ROAD AND THE BUILDING ADDRESS CANNOT BE VIEWED FROM THE PUBLIC WAY, AN 4 A - AWA W
RESPONSIBLE FOR MEANS AND METHODS OF CONSTRUCTION INCLUDING SHORING AND TEMPORARY A APPROVED SIGN OR MEANS SHALL BE USED TO IDENTIFY THE STRUCTURE. PREMISES INEBRIATION SHALL OO ADDRE 1635 SWEETWATER RD. NATIONAL CITY. CA 91950 S =
BRACING.  HE SHALL TAKE ALL NECESSARY MEASURES TO INSURE THE SAFETY OF ALL PERSONS AND CONFORM TO CBC SECTION 501.2 “ SUITE H v N = <
STRUCTURES AT THE SITE AND ADJACENT TO THE SITE. OBSERVATION VISITS TO THE SITE BY THE 4 OPEN FLAMES, FIRE, AND BURNING ON ALL PREMISES IS PROHIBITED EXCEPT AS SPECIFICALLY PERMITTED = = =
ARCHITECT OR ENGINEER SHALL NOT INCLUDE REVIEW OF THESE MEASURES. BY THE CITY OF NATIONAL CITY AND CFC 308. APN: 567161 70-00 M H 85
10, ALL MATERIALS AND WORKMANSHIP SHALL CONFORM TO THE REQUIREMENTS OF THE LATEST APPROVED — m
11. THE DRAFTER ON RECORD SHALL HAVE NO LIABILITY WITH RESPECT TO THE STRUCTURAL, MECHANICAL, - B Nn_u/ vTh
PLUMBING OR ELECTRICAL SYSTEMS DESIGN DEPICTED HEREIN.  CONTRACTOR SHALL VERIFY ALL CODE 1. PROPOSED NEW DOOR (0) BUILDING AREA: 10.000 SF. ) U L=
COMPLIANCE AND FIELD CONDITIONS PRIOR TO CONSTRUCTION. CONTRACTOR SHALL NOTIFY OWNER OR 2 PROPOSED NEW WINDOW w H N © -
OWNER'S REPRESENTATIVE IN WRITING SHOULD ANY DISCREPANCIES, UNFORESEEN CONDITIONS, OR (C) TENANT AREA 1300 SF P % =
CONFLICTS COME TO HIS TENSION. USE OF THESE PLANS SIGNIFY COMPLIANCE AND AGREEMENT WITH NOTE: ALL WORK IS WITHIN TENANT SUITE OF THE “ o ¥el m
THESE TERMS. EXISTING BUILIDNG. SEE SHEET 1 FOR FLOOR PLAN SROPOSED AREA: 0 SF Z
\_ J
PROPOSED AREA OF WORK CONSTRUCTION TYPE: TYPE V-B (NON-SPRINKLED) ( N
PROPOSED NEW DOOR AND PROPOSED 2
NEW WINDOW WITHIN TENANT SUITE OF OCCUPANCY GROUP: B/RETAIL
THE EXISTING BUILIDNG. SEE SHEET 1 4
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PROJECT DESIGNED BASED ON THE FOLLOWING CODES: ) U2
2019 CALIFORNIA ELECTRICAL CODE AOWQ D)
\ 2019 CALIFORNIA MECHANICAL CODE Aozov
2019 CALIFORNIA PLUMBING CODE Aowov
2019 CALIFORNIA FIRE CODE Amﬁov
2019 CALIFORNIA BUILDING CODE Aowov
2017 NATIONAL ELECTRICAL CODE Azmov
/ 2019 CALIFORNIA ENERGY CODE
2019 CALIFORNIA GREEN BUILDING STANDARDS Ao?ommmzv
AND ALL CITY OF NATIONAL CITY AMENDMENTS.
J
| AM THE @m@@zmx\oézmx IN RESPONSIBLE CHARGE OF THIS TENANT IMPROVEMENT PROJECT
| HAVE INSPECTED THE m?m\%mzﬁmm AND DETERMINED THAT EXISTING CONDITIONS ARE IN REVISION )
FULL COMPLIANCE WITH CURRENT SITE ACCESSIBILITY REQUIREMENTS TO THE EXTENT - 08/10/21
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NOTES:

1. IF THE CITY BUILDING INSPECTOR DETERMINES NON—COMPLIANCE WITH ANY ACCESSIBILITY -
PROVISIONS, A COMPLETE & DETAILED REVISED PLANS CLEARLY SHOWING ALL EXISTING A_.Hv 11-6
NON—COMPLYING CONDITIONS & THE PROPOSED MODIFICATIONS TO MEET CURRENT ACCESSIBILITY \
REQUIREMENTS czohCQZQ SITE PLAN, FLOOR PLANS, DETAILS, Eo,v WILL BE SUBMITTED TO THE >N%molo>cgo
DEPARTMENT FOR REVIEW & APPROVAL. Yoo g, PR R "k L )
7. THE OCCUPANT LOAD OF THE SHOP MUST BE POSTED ON A SIGN IN A CONSPICUOUS PLACE NEAR
MAIN EXTIOR EXIT=ACCESS DOORWAY. 4 ~\
5. PARKING & ACCESSIBLE PATH OF TRAVEL ARE EXISTING AND FULL COMPLIANCE WITH ALL ADA W
REGULATIONS. = 7
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