EQUIPMENT SYMBOLS

EMERGENCY POWER OFF STATION (EPO)
PULL BOX, SIZED PER N.E.C. OR AS NOTED.

EXHAUST FAN, OR MOTOR LOAD. REFER TO MECHANICAL, PLUMBING OR
KITCHEN DRAWINGS FOR SPECIFIC LOAD REQUIREMENTS OR AS NOTED.

TRANSFORMER - SEE PLANS FOR MORE INFORMATION.
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SERVICE ENTRANCE OR DISTRIBUTION EQUIPMENT - SEE PLANS FOR MORE INFO.

HP-RATED FUSED DISCONNECT SWITCH. SEE MOTORIZED
EQUIPMENT SCHEDULE FOR SIZE.

XH HP-RATED COMBINATION STARTER/DISCONNECT SWITCH. REFER TO
MOTORIZED EQUIPMENT SCHEDULE STARTED AND DISCONNECT SIZES.

[ H HP-RATED NON-FUSED DISCONNECT SWITCH. REFER TO MOTORIZED
EQUIPMENT SCHEDULE FOR DISCONNECT AND STARTER SIZES.

] ELECTRICAL PANELBOARD OR LOAD CENTER. REFER TO PLANS IF SHOWN AS
SURFACE- OR RECESSED-MOUNTED.

N\

CIRCUIT BREAKER - SEE SINGLE-LINE DIAGRAM FOR MORE INFO.

UTILITY COMPANY METER OR EMON/DMON METER WITH "CT's" AND "PT's"
AS REQUIRED. SEE SINGLE-LINE DIAGRAM FOR MORE INFO.

£

—o [T FUSED SWITCH - SEE SINGLE-LINE DIAGRAM FOR MORE INFO.

4||| GROUND - SEE PLANS FOR MORE INFO.

$ab STANDARD 20A SINGLE-POLE SWITCH, WALL MOUNTED AT +48" A.F.F. MAX.

a,b - DENOTES TWO SWITCHES AND THEIR RESPECTIVE CONTROL IDENTIFICATION.

3 - DENOTES 3-WAY SWITCH
4 - DENOTES 4-WAY SWITCH
M - MOTOR STARTING

S - PROJECTION SCREEN

BRANCH CIRCUIT
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CONDUIT CONCEALED WITHIN BUILDING WALLS OR CEILING SPACE.

CONDUIT ROUTED BELOW FINISHED GRADE AND / OR CONCRETE SLAB.

INCLUDE CODE SIZED COPPER BOND CONDUCTOR (NOT SHOWN ON PLAN)

IN ALL NON-METALLIC CONDUIT RUNS.

HOMERUN TO DESTINATION AS INDICATED. REFER TO CONDUIT SYMBOL
ABOVE.

INDICATES CONDUIT DROP WITHIN BUILDING WALL. REFER TO CONDUIT
SYMBOL ABOVE.

INDICATES CONDUIT RISER WITHIN BUILDING WALL. REFER TO CONDUIT
SYMBOL ABOVE.

CONDUIT STUB OUT, CAP AND MARK
CONTINUATION

FLEXIBLE CONNECTION

LOW-VOLTAGE WIRING BETWEEN OCCUPANCY SENSORS

] DENOTES #12 THHN/THWN ISOLATED
GROUND WIRE U.O.N.

[ DENOTES #12 THHN/THWN EQUIPMENT
GROUND WIRE U.O.N.

ALL HOMERUNS AND BRANCH CIRCUITS
SHALL HAVE GROUND WIRE - U.O.N..
£\

CROSS LINE DENOTES QUANTITY OF #12
THHN/THWN CONDUCTORS - U.O.N..

NO CROSS LINE DENOTES 2#12 & 1#12G
THHN/THWN CONDUCTORS - U.O.N..

CONDUIT SHALL BE 1/2" MIN. - U.O.N..

FLOOR BOX SYMBOLS

B SINGLE SERVICE DEVICE IN FLOOR BOX. PROVIDE DEVICES PER PLAN.
[ 1T 1 TWO SERVICE DEVICE IN FLOOR BOX. PROVIDE DEVICES PER PLAN.
[ 1 T 1 THREE SERVICE DEVICE IN FLOOR BOX. PROVIDE DEVICES PER PLAN.

SMOKE & CARBON MONOXIDE
DETECTORS

CEILING MOUNT SMOKE DETECTOR
@ CEILING MOUNT CARBON MONOXIDE DETECTOR

ANNOTATIONS

PANEL OR EQUIPMENT CALLOUT.

MECHANICAL EQUIPMENT CALL OUT WHICH INDICATES TYPE OF
EQUIPMENT AND UNIT NUMBER. REFER TO MECHANICAL
DRAWINGS FOR LOCATION AND ELECTRICAL REQUIREMENTS.

LIGHTING FIXTURE CALL OUT. REFER TO LIGHTING FIXTURE
SCHEDULE FOR MORE INFO.

O
DETAIL REFERENCE CALL OUT.
]
/N

KEY NOTE REFERENCE.

REVISION REFERENCE.

LIGHTING SYMBOLS

=

RECESSED-MOUNTED LIGHTING FIXTURE.

EMERGENCY RECESSED-MOUNTED LIGHTING FIXTURE.

SURFACE-MOUNTED FIXTURE WITH JUNCTION/OUTLET BOX.

EMERGENCY SURFACE-MOUNTED FIXTURE WITH JUNCTION/OUTLET BOX.

HARD-LID CEILING RECESSED-MOUNTED FIXTURE WITH JUNCTION/OUTLET
BOX.

HARD-LID CEILING EMERGENCY RECESSED-MOUNTED FIXTURE WITH
JUNCTION/OUTLET BOX.

SURFACE/PENDANT-MOUNTED STRIP LIGHTING FIXTURE.
EMERGENCY SURFACE/PENDANT-MOUNTED STRIP FIXTURE.

RECESSED-MOUNTED DOWNLIGHT FIXTURE.

EMERGENCY RECESSED-MOUNTED DOWNLIGHT FIXTURE
SCHEDULE.

RECESSED-MOUNTED WALL WASH LIGHT FIXTURE.

WALL MOUNTED LIGHTING FIXTURE AND OUTLET BOX. REFER TO LIGHTING
FIXTURE SCHEDULE AND PLANS FOR MOUNTING HEIGHT.

WALL/CEILING/UNIVERSAL-MOUNTED EXIT SIGN WITH JUNCTION/OUTLET BOX

REFER TO PLANS FOR NUMBER OF FACES AND CHEVRONS.

POLE MOUNTED LIGHTING FIXTURE. SEE LIGHTING FIXTURE SCHEDULE FOR MORE INFO.

®

WALL-MOUNTED DIMMER AT +48" A.F.F.(MAX). SEE SWITCH SYMBOL FOR SUBSCRIPTS.

CEILING/SURFACE-MOUNTED OCCUPANCY SENSOR WITH SWITCH PACK AND SLAVE PACK AS
REQUIRED. CHEVRONS INDICATE EITHER 1- OR 2-WAY DIRECTIONAL SENSORS.

WALL-MOUNTED OCCUPANCY SENSOR AT +48" A.F.F. (MAX.) WITH DUAL-RELAY UNLESS SHOWN
OTHERWISE ON PLANS.

WALL-MOUNTED LOW-VOLTAGE OVERRIDE SWITCH AT +48" A.F.F. (MAX.) REFER TO LIGHTING
CONTROL PANEL FOR MORE INFO.

WALL-MOUNTED LOW-VOLTAGE LOCAL SWITCH AT +48" A.F.F. (MAX.) LOWER CASE TEXT (a.,b) - DENOTES
TWO SWITCHES AND THEIR RESPECTIVE CONTROL IDENTIFICATION. COMPATIBLE WITH WATTSTOPPER
OCCUPANCY SENSORS EQUAL TO WATTSTOPPER #DCC2.

©
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SWITCHING PHOTOSENSOR WITH SWITCHPACK AND OUTLET BOX. LOWER CASE TEXT ("X") REPRESENTS
CONTROLLED SWITCHLEG/FIXTURE.
WALL-MOUNTED TIME SWITCH AT +48" A.F.F. (MAX.) EQUAL TO WATTSTOPPER #TS-400 OR TS-400-24

LOW-VOLTAGE). REFER TO PLANS FOR VOLTAGE USE.

WALL-MOUNTED VACANCY SENSOR AT +48" A.F.F. (MAX.) WITH DUAL-RELAY UNLESS SHOWN
OTHERWISE ON PLANS.
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ABBREVIATIONS

A
ADA

A.F.F.
A.F.G.
AWG
AlC.

A.F.C.
A.FCLL.

AF/AT
AS/AF
ATS

CEC
CKT.
CONN
C.0.
CSFD
CT

(D)

DIA
DISC
DIST
E.C.
EMT
EWC
E.G.
(E)
FT or'
FA
FLA
GEC

GFP
GFCl

GND
HOA
HACR

HID
HPS
HP
IN. or"
I.G.
IDF

JBOX

AMPERE
AMERICAN WITH DISABILITIES
ACT

ABOVE FINISH FLOOR
ABOVE FINISH GRADE
AMERICAN WIRE GAUGE
AMPERES INTERRUPTING
CAPACITY

AVAILABLE FAULT CURRENT
ARC-FAULT
CIRCUIT-INTERRUPTER

AMP FRAME, AMP TRIP

AMP SWITCH, AMP FUSE
AUTOMATIC TRANSFER SWITCH
CONDUIT

CALIFORNIA ELECTRICAL CODE
CIRCUIT

CONNECTED

CONDUIT ONLY
COMBINATION SMOKE FIRE
DAMPER

CURRENT TRANSFORMER
EXISTING DEVICE TO BE
DEMOLISHED

DIAMETER

DISCONNECT

DISTRIBUTION

ELECTRICAL CONTRACTOR
ELECTRICAL METALLIC TUBING
ELECTRIC WATER COOLER
EQUIPMENT GROUND
EXISTING

FOOT OR FEET

FIRE ALARM

FULL LOAD AMPS
GROUNDING ELECTRODE
CONDUCTOR

GROUND FAULT PROTECTION
GROUND FAULT CIRCUIT
INTERRUPTER

GROUND

HAND-OFF-AUTO

HEATING AIR CONDITIONING
REFRIGERATION

HIGH INTENSITY DISCHARGE
HIGH PRESSURE SODIUM
HORSEPOWER

INCHE(S)

ISOLATED GROUND
INTERMEDIATE DISTRIBUTION
FRAME

JUNCTION BOX

K
KCMIL
KWH
KW
KVA
LCL
LG
LPS

M
MAX.
MCA
MCB
MCC
MEFR.
MH
MIN.
MLO
MOCP

MTD
NEC
NEMA

NF

NIC

NL

NO. or #
N.T.S.

P

PC

PDU
PH.or @
PT

PVC

SFD

SQ.

TC
TEL/DATA
TV
T.V.S.

TYP
U.V.PS.
U.O.N.
U.PS.

\

VA
VD

W

WP

W
XRFR/

IRANISE

KELVIN

THOUSAND CIRCULAR MILS
KILOWATT HOUR

KILOWATT

KILOVOLT AMPERES

LONG CONTINUOUS LOAD
LIGHTING

LOW PRESSURE SODIUM
METER

MAXIMUM

MINIMUM CIRCUIT AMPS
MAIN CIRCUIT BREAKER
MOTOR CONTROL CENTER
MANUFACTURER

METAL HALIDE

MINIMUM

MAIN LUGS ONLY
MAXIMUM OVER-CURRENT
PROTECTION

MOUNTED

NATIONAL ELECTRICAL CODE
NATIONAL ELECTRICAL
MANUFACTURER'S ASSOCIATION
NON-FUSED

NOT IN CONTRACT

NIGHT LIGHT

NUMBER

NOT TO SCALE

POLE

PHOTOCELL

POWER DISTRIBUTION PANEL
PHASE

POTENTIAL TRANSFORMER
POLYVINYL CHLORIDE
SMOKE FIRE DAMPER
SQUARE

TIME CLOCK

TELEPHONE AND DATA
TELEVISION

TRANSIENT VOLTAGE SURGE
SUPPRESSION

TYPICAL

UNDERGROUND PULL SECTION
UNLESS OTHERWISE NOTED
UNINTERRUPTIBLE POWER
SUPPLY

VOLTS

VOLTS AMPERES

VOLTAGE DROP

WIRE

WEATHERPROOF

WIRE

TRANSFORMER

O

WALL-MOUNTED VACANCY SENSOR WITH DIMMING AT +48" A.F.F. (MAX.) WITH DUAL-RELAY UNLESS
SHOWN OTHERWISE ON PLANS.
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APPLICABLE CODES & STANDARDS

2019 CALIFORNIA BUILDING CODE WITH STATEWIDE AMENDMENTS
2019 CALIFORNIA ELECTRICAL CODE WITH STATEWIDE AMENDMENTS
2019 CALIFORNIA ENERGY CONSERVATION CODE

2019 CALIFORNIA GREEN BUILDING STANDARDS

UNDERWRITERS LABORATORIES (UL)

2020 LA CITY ELECTRICAL CODE

POWER SYMBOLS
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DUPLEX RECEPTACLE FLUSH IN CEILING.

DOUBLE DUPLEX RECEPTACLE FLUSH IN CEILING.

ISOLATED GROUND DUPLEX RECEPTACLE FLUSH IN CEILING.
HALF-SWITCHED DUPLEX RECEPTACLE FLUSH IN CEILING.
ISOLATED GROUND DOUBLE DUPLEX FLUSH IN CEILING.
DUPLEX RECEPTACLE 20A DEDICATED FLUSH IN CEILING.
SIMPLEX RECEPTACLE FLUSH IN CEILING.

SPECIAL RECEPTACLE FLUSH IN CEILING.

DUPLEX RECEPTACLE, WALL MOUNTED AT +18" A.F.F. OR AS NOTED.
X" "X" DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.

GFCI DUPLEX RECEPTACLE WALL MOUNTED AT +18" A.F.F. OR AS NOTED. "WP"
INDICATES WEATHERPROOF. SEE PLANS FOR SPECIFIC TYPE OF WEATHERPROOF BOX
AND COVER PLATE. "X" DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.

GFCI DUPLEX RECEPTACLE WALL MOUNTED AT +6" ABOVE COUNTER OR SINK.
REFER TO ARCHITECTURAL ELEVATION FOR ADDITIONAL INFORMATION.

DOUBLE DUPLEX RECEPTACLE, WALL MOUNTED AT +18" A.F.F. OR AS NOTED.
X" "X" DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.

GFCI DOUBLE DUPLEX RECEPTACLE, WALL MOUNTED AT +18" A.F.F. OR AS NOTED. WP
? INDICATES WEATHERPROOF. SEE PLANS FOR SPECIFIC TYPE OF WEATHERPROOF BOX

AND COVER PLATE. "X" DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.

ﬁ: DEDICATED 20A, DOUBLE DUPLEX RECEPTACLE, WALL MOUNTED AT +18" A.F.F. OR AS
"X"  NOTED. "X"DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.

@ IG  ISOLATED GROUND DUPLEX RECEPTACLE WALL MOUNTED AT +18" A.F.F. OR AS NOTED.

"X "X" DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.
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ISOLATED GROUND DOUBLE DUPLEX WALL MOUNTED AT +18" A.F.F. OR AS NOTED.
"X" DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.

DEDICATED 20A, DUPLEX RECEPTACLE, WALL MOUNTED AT +18" A.F.F. OR AS NOTED.
"X" DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.

HALF-SWITCHED DUPLEX RECEPTACLE WALL MOUNTED AT +18" A.F.F. OR AS NOTED.
"X" DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.

SIMPLEX RECEPTACLE, WALL MOUNTED AT +18" A.F.F. OR AS NOTED.
"X" DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.

SPECIAL RECEPTACLE, WALL MOUNTED AT +18" A.F.F. OR AS NOTED. REFER TO
PLAN NOTES. "X" DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.

JUNCTION BOX 4"SQUARE x 2-1/8" DEEP MIN., MOUNTED IN ACCESSIBLE CEILING.
SEE PLANS FOR SPECIFIC APPLICATION.

JUNCTION BOX 4"SQUARE x 2-1/8" DEEP MIN., WALL MOUNTED AT +18" A.F.F.
OR AS NOTED. "X" DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.
JUNCTION BOX MOUNTED IN ACCESSIBLE CEILING SPACE FOR PREWIRED
FURNITURE SYSTEM WITH FLEX CONNECTION.

JUNCTION BOX WALL MOUNTED AT +18" A.F.F. FOR PREWIRED FURNITURE SYSTEM
WITH FLEX CONNECTION.

THERMOSTAT JUNCTION BOX WITH 1/2"C.O. TO ASSOCIATED HVAC UNIT.

TELEPHONE/DATA & SIGNAL SYMB.
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TELEPHONE MUD RING, WALL MOUNTED AT +18" A.F.F. (MIN.). STUB UP 3/4" C.O.

6" ABOVE THE ACCESSIBLE CEILING.

PROVIDE OUTLET BOX ON DEVICES MOUNTED ON RATED/INSULATED WALLS.
"W" = WALL MOUNTED PHONE AT +48" A.F.F. (MAX)

"P" = PUBLIC (PAY) PHONE PER TELEPHONE UTILITY COMPANY REQUIREMENTS.
PROVIDE 1"C.O. (MIN.) TO THE MAIN TELEPHONE BACKBOARD.

"X" DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.

DATA MUD RING MOUNTED AT +18" A.F.F. MINIMUM OR AS NOTED. STUB A 3/4"
C.O. UP 6" ABOVE THE ACCESSIBLE CEILING. PROVIDE OUTLET BOX ON
DEVICES MOUNTED ON RATED/INSULATED WALLS. "X" DENOTES MOUNTING

HEIGHT IF HIGHER THAN +18 A.F.F.

COMBINATION TELEPHONE AND DATA MUD RING WALL MOUNTED AT +18"
A.F.F. (MIN.). STUB A 1" C.O. UP 6" ABOVE THE ACCESSIBLE CEILING. PROVIDE
OUTLET BOX ON DEVICES MOUNTED ON RATED/INSULATED WALLS. "X"
DENOTES MOUNTING HEIGHT IF HIGHER THAN +18 A.F.F.

FLUSH-MOUNTED TELEPHONE OUTLET BOX IN CEILING.

FLUSH-MOUNTED DATA OUTLET BOX IN CEILING.

FLUSH-MOUNTED COMBINATION TELEPHONE AND DATA OUTLET BOX IN CEILING.

TELEPHONE/DATA CONDUIT RUN WITH 3/4"C MIN.

TELEPHONE/DATA CONDUIT RUN WITH 1"C MIN.

TELEPHONE/DATA CONDUIT RUN WITH 1-1/4"C MIN.

TELEPHONE/DATA CONDUIT RUN WITH 1-1/2"C MIN.

TELEPHONE/DATA CONDUIT RUN WITH 2"'C MIN.

WALL-MOUNTED COMBINATION TELEPHONE AND DATA BOX FOR
CONNECTION TO FURNITURE SYSTEM MOUNTED AT +18" A.F.F. PROVIDE
OUTLET BOX ON DEVICES MOUNTED ON RATED/INSULATED WALLS.

COMBINATION TELEPHONE AND DATA BOX MOUNTED IN ACCESSIBLE
CEILING SPACE FOR CONNECTION TO FURNITURE SYSTEM.

TELEPHONE TERMINAL BACKBOARD SIZED AS INDICATED.

WALL-MOUNTED TV OUTLET AT +18" A.F.F. (MIN.), WITH 3/4"C.O.
STUB-UP é" ABOVE THE ACCESSIBLE CEILING WITH BUSHING. PROVIDE
OUTLET BOX ON DEVICES MOUNTED ON RATED/INSULATED WALLS.

CEILING-MOUNTED TV OUTLET.

CCTV CAMERA. SEE SPECIFICATIONS FOR MORE INFO.

SCOPE OF WORK

PROVIDE POWER AND LIGHTING DESIGN FOR PRE-FABRICATED RESIDENTIAL UNITS

(BY OTHERS)
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SECTION 26 00 00 - ELECTRICAL REQUIREMENTS

PART 1 - GENERAL
1.1 RELATED DOCUMENTS

A.

DRAWINGS AND GENERAL PROVISIONS OF CONTRACT, INCLUDING
GENERAL AND SUPPLEMENTARY CONDITIONS AND DIVISION-1
SPECIFICATION SECTIONS, APPLY TO WORK OF THIS SECTION.

1.2 SCOPE:

A.

PROVIDE ALL ELECTRICAL WORK FOR A COMPLETE AND OPERABLE SYSTEM
AS SHOWN ON THE DRAWINGS AND AS SPECIFIED IN THIS SECTION,
INCLUDING BUT NOT LIMITED TO THE FOLLOWING

1. SITE INVESTIGATIONS PRIOR TO BIDDING TO ESTABLISH EXISTING
CONDITIONS.

2. SWITCHBOARDS, PANEL BOARDS, DRY TYPE TRANSFORMERS, AND
FEEDERS FOR POWER AND LIGHTING AS SHOWN ON THE DRAWINGS.

3. COMPLETE GROUNDING SYSTEM AS REQUIRED.

4. LIGHTING FIXTURES AND LAMPS, POWER BRANCH CIRCUIT WIRING,
INCLUDING DISCONNECT SWITCHES, TIME SWITCHES, CONTACTORS,
PHOTOCELL CONTROLS, RELAYS, OUTLETS, DEVICES, PLATES, MATERIALS,
ETC., FOR A COMPLETE INSTALLATION AS SHOWN ON THE DRAWINGS.

5. A TELECOMUNICATION SYSTEM INCLUDING CONDUITS, BACKBOARDS,
TERMINAL CABINETS AND GROUNDING.

6.  CUTTING AND PATCHING AND SEALING OF PENETRATIONS.
7. FLASHING OF CONDUITS AT ROOF PENETRATIONS.

8. PROVIDE MATERIALS AND LABOR FOR ELECTRICAL WORK AS SPECIFIED IN
OTHER SECTIONS.

9. RECORD DRAWINGS.
10. TEST OF ALL ELECTRICALLY-OPERATED EQUIPMENT.

11. COMPLETE 1-YEAR GUARANTEE OF SYSTEMS, MATERIALS AND
WORKMANSHIP.

12. PAINTING OF EXPOSED CONDUIT OR EQUIPMENT.
13. CUTTING AND PATCHING.

1.3 QUALITY ASSURANCE

A.

IN ADDITION TO THE REQUIREMENTS OF ALL GOVERNING CODES,
ORDINANCES AND AGENCIES, CONFORM TO THE REQUIREMENTS OF THE
FOLLOWING GUIDELINES AND STANDARDS:

1. INSTITUTE OF ELECTRICAL AND ELECTRONIC ENGINEERS - IEEE
NATIONAL ELECTRICAL MANUFACTURERS' ASSOCIATION - NEMA
UNDERWRITERS' LABORATORIES, INC. - UL
NATIONAL FIRE PROTECTION ASSOCIATION - NFPA
AMERICAN SOCIETY FOR TESTING AND MATERIALS - ASTM
AMERICAN NATIONAL STANDARDS INSTITUTE - ANSI
NATIONAL ELECTRICAL CODE - NEC, 2017 EDITION
NATIONAL ELECTRICAL SAFETY CODE - NESC
INSULATED CABLE ENGINEERS ASSOCIATION - ICEA

. AMERICAN INSTITUTE OF STEEL CONSTRUCTION - AISC

. OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA)

12. ELECTRONICS INDUSTRIES ASSOCIATION/ TELECOMMUNICATIONS
INDUSTRY ASSOCIATION (EIA/TIA)

13. 2019 CALIFORNIA ELECTRICAL CODE - CEC
14. 2019 CALIFORNIA ENERGY CODE
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1.4 JOB CONDITIONS

A.

DRAWINGS:

1. THE DRAWINGS ARE DIAGRAMMATIC AND INDICATE THE LOCATIONS OF
THE COMPONENTS OF THE WORK, AND FURTHER INDICATE THE REQUIRED
SIZE AND POINTS OF TERMINATION OF THE CONDUIT, NUMBER AND SIZE
OF WIRES. PROVIDE ALL CONDUIT, WIRE AND NECESSARY CONNECTIONS
FOR THE COMPLETE ELECTRICAL SERVICE, COORDINATING CONDUIT
RUNS WITH BUILDING STRUCTURE, AND ALL WORK OF OTHER TRADES.

2. UNLESS OTHERWISE APPROVED BY THE ARCHITECT, THE FOLLOWING
CONDITIONS SHALL BE ADHERED TO:

a. GROUP OUTLETS AND WIRING DEVICES WITHIN CLOSE PROXIMITY
HORIZONTALLY OR VERTICALLY FOR A UNIFORM AND NEAT
APPEARANCE.

b. ALL EQUIPMENT AND MATERIAL LOCATED OUTDOORS OR IN
HAZARDOUS OR OTHER SPECIAL AREAS SHALL BE UL LABELED FOR THE
CONDITIONS TO BE ENCOUNTERED.

c. OUTLETS IN GYPSUM BOARD ARE TO BE SYMMETRICAL WITH RESPECT
TO WALLS AND OTHER ARCHITECTURAL FEATURES.

d. DO NOTLOCATE PANELBOARDS, CABINETS, OUTLETS OR OTHER
APERTURES IN TWO-HOUR RATED WALLS.

€. PRIOR TO INSTALLATION, THE OWNER RESERVES THE RIGHT TO
RELOCATE ANY OUTLET OR DEVICE WITHIN SIX FEET OF THE LOCATION
INDICATED ON THE DRAWINGS AT NO ADDITIONAL COST.

1.5 PERMITS, FEES AND INSPECTIONS

A.

OBTAIN AND PAY FOR ALL PERMITS AND LICENSES REQUIRED FOR THE
ELECTRICAL WORK, AND ARRANGE AND SCHEDULE ALL REQUIRED
INSPECTIONS. OBTAIN PERMITS PRIOR TO COMMENCING ANY WORK.

PAY ALL FEES OR CHARGES LEVIED BY THE UTILITY COMPANY OR CITY FOR
PERMANENT OR TEMPORARY SERVICES TO THE PROJECT OR ANY OTHER
IMPOSED FEES.

1.6 COORDINATION

A.

VERIFY AND COORDINATE ALL SIZES OF EQUIPMENT TO BE INSTALLED WITH
THE MANUFACTURER OF EQUIPMENT, INSURING ADEQUATE CLEARANCES,
VENTILATION AND ACCESS.

COORDINATE WORK OF MECHANICAL TRADES WITH WORK REQUIRED AS A
PART OF THIS SECTION, AND VERIFY QUANTITY, SIZES AND LOCATION OF ALL
WORK.

COORDINATE THE WORK OF ALL OTHER TRADES, VERIFYING ALL REQUIRED
CLEARANCES, PROPER SLEEVES, SUPPORTS, DOOR SWINGS AND OTHER ITEMS
AFFECTING THIS WORK. DETERMINE IN ADVANCE THE METHODS OF
INSTALLING AND CONNECTING ALL EQUIPMENT, OUTLETS AND OTHER ITEMS.

INCLUDE ALLOWANCES FOR SITE CONDITIONS AND CIVIL, ARCHITECTURAL
AND OTHER DRAWINGS.

1.7 SUBMITTALS

A.

B.

EQUIPMENT ORDER LIST:

1. AFTER AWARD OF CONTRACT, DELIVER TO THE ARCHITECT SIX (6) COPIES
OF A COMPLETE LIST OF EQUIPMENT AND MATERIALS ORDERED GIVING
DESCRIPTION, PLATE NUMBERS, DATE OF ORDERS AND REQUESTED
DELIVERY DATES. ARRANGE DELIVERY OF PROPER QUANTITIES SO THAT
THE PROGRESS OF THE WORK WILL NOT BE DELAYED.

MATERIAL LIST:

1. SUBMIT COMPLETE MATERIAL LIST FOR ALL PRODUCTS TO BE USED IN THIS
WORK.

C.

RECORD DRAWINGS:

1. MARK AND DIMENSION ACTUAL ROUTINGS OF ALL UNDERGROUND
CONDUITS INSTALLED EXTERIOR TO BUILDINGS AND ALL FEEDERS UNDER
BUILDING SLABS. DIMENSION THE TERMINAL LOCATION AND SHOW ITS
DEPTH BELOW FINISHED GRADE FOR EACH UNDERGROUND STUB-OUT.
PROVIDE OWNER WITH ONE SET REPRODUCIBLE AS-BUILT DRAWINGS
UPON COMPLETION OF PROJECT.

1.8 GUARANTEE

A.

ALL MATERIALS AND EQUIPMENT FURNISHED AND INSTALLED UNDER THIS
SECTION OF THE SPECIFICATIONS SHALL BE GUARANTEED IN WRITING FOR A
PERIOD OF ONE (1) YEAR FROM THE DATE OF FINAL ACCEPTANCE OF THE
BUILDING AGAINST DEFECTIVE MATERIAL, DESIGN AND WORKMANSHIP.
UPON RECEIPT OF NOTICE FROM THE OWNER OF THE FAILURE OF ANY PART
OF THE WORK DURING THE GUARANTEE PERIOD, THE AFFECTED WORK SHALL
BE REPLACED PROMPTLY WITH NEW WORK BY AND AT THE EXPENSE OF THE
CONTRACTOR AND AT NO COST TO THE OWNER.

PART 2 - PRODUCTS

2.1  MATERIALS

A.

EXCEPT WHERE SPECIFICALLY INDICATED OTHERWISE, PROVIDE ONLY NEW
MATERIALS HAVING ALL LEGALLY REQUIRED APPROVALS AND/OR LABELS.

PROVIDE MATERIALS COMPLYING WITH THE STANDARDS OF NATIONALLY
RECOGNIZED ORGANIZATIONS (SUCH AS ANSI, NEMA AND UL).

PROTECTION: TAKE ALL MEANS NECESSARY TO PROTECT THE MATERIALS
BEFORE, DURING, AND AFTER INSTALLATION.

REPLACEMENTS: IN THE EVENT OF DAMAGE, IMMEDIATELY REPAIR DAMAGED
OR DEFECTIVE WORK AT NO ADDITIONAL COST TO THE OWNER.

2.2 MAIN SWITCHBOARD

A.

B.

C.

—

PROVIDE MAIN SWITCHBOARDS CONTAINING SERVICE, METERING, CURRENT
TRANSFORMER COMPARTMENT, MAIN DISCONNECT AND DISTRIBUTION
SECTION AS INDICATED AND AS REQUIRED.

ENCLOSURES:

1. TOTALLY ENCLOSED SECTIONS BOLTED TOGETHER TO FORM A SINGLE
FLOOR-STANDING ASSEMBLY, NEMA TYPE 1 FOR GENERAL PURPOSE FOR
INDOOR INSTALLATION, AND NEMA 3R GENERAL PURPOSE FOR
OUTDOOR INSTALLATION, FRONT ACCESS ONLY UNLESS INDICATED.
PROVIDE SERVICE PULL SECTIONS WHERE REQUIRED AND SIZE AS
REQUIRED BY THE SERVING UTILITY. SECTIONS 20 IN. HIGH AND ALL OF THE
SAME DEPTH WITH REAR WIRE-WAY IN DISTRIBUTION SECITIONS. LEGAL
GAUGE SHEET STEEL FINISHED MANUFACTURER'S STANDARD GRAY BAKED
ENAMEL. IT IS THE CONTRACTOR'S RESPONSIBILITY TO FURNISH A
SWITCHBOARD TO FIT THE SPACE INDICATED.

2. PERMANENT PLACARD(S) MARKED PER THE SPECIFICATIONS AND PER NEC
(OR CEC-WHERE ADOPTED) SECTIONS 225.37, 230.2(E), 690.56(B) & (C),
692.56, 700.8, 701.9, AND 702.8 DENOTING PRESENCE OF ADDITIONAL
SERVICES, PHOTOVOLTAICSYSTEMS, FUEL CELLS, EMERGENCY OR
STAND-BY POWER SOURCES AS APPLICABLE.

BUSBARS:

1. RECTANGULAR CROSS-SECTION, FULL HEIGHT IN-EACH DISTRIBUTION
SECTION WITH HORIZONTAL CROSS BUS BARS BETWEEN SECTIONS. SILVER
PLATED COPPER OR TIN PLATED ALUMINUM BUSSING, JOINTS AND
CONNECTIONS, THROUGHOUT. ALL BUSSING SHALL HAVE MINIMUM
WITHSTANDING RATING EQUAL TO THE AVAILABLE FAULT CURRENT
INDICATED. ALL HORIZONTAL BUSSING SHALL BE RATED AT FULL
CAPACITY IN ALL SWITCHBOARD AND DISTRIBUTION SECTIONS.
WHENEVER FUTURE SECTIONS OR SPACE FOR FUTURE EXPANSION IS
INDICATED ON THE PLANS, PROVIDE BUSSING AND COVERED OPENING IN
SWITCHBOARD AS REQUIRED FOR FUTURE EXPANSION.

2. LUGS SUITABLE FOR USE WITH ALUMINUM OR COPPER CONDUCTORS
LISTED FOR USE WITH 75° CELSIUS AMPACITY CONDUCTORS.

LUGS:

1. LUGS FOR ALL EXTERNAL AND INTERNAL CONNECTIONS, PLATES OR
OTHERWISE SHALL BE SUITABLE FOR EITHER COPPER OR ALUMINUM
CONDUCTORS LISTED FOR USE WITH 75 DEGREE CELSIUS AMPACITY
CONDUCTORS.

CIRCUIT BREAKERS:

1. CIRCUIT BREAKERS AS INDICATED. SERIES RATED MINIMUM INTERRUPTING
CAPACITY SYMMETRICAL RMS AMPERE RATING AS SHOWN ON
SINGLE-LINE DIAGRAM.

a. CIRCUIT BREAKERS: MOLDED CASE, THERMAL MAGNETIC TYPE, PAD
LOCKABLE IN THE "OFF" POSITION.

2. CIRCUIT BREAKERS FOR SERVICE ENTRANCE EQUIPMENT RATED AT 400
AMPS OR GREATER SHALL BE PROVIDED WITH A SOLID STATE MAIN OVER
CURRENT DEVICE AND BUSSING RATED AT 100% OPERATION.

FUSED SWITCHES:

1. QUICK-MAKE, QUICK-BREAK, VISIBLE BLADE, HORSEPOWER RATED,
SPRING PRESSURE FUSE CLIP AND BLADE JAW CONTACTS, PADLOCKABLE
IN THE "OFF" POSITION, WITH POSITION-INDICATING OPERATING HANDLES
AND DEFEATABLE COVER INTERLOCK TO PREVENT ACCESS TO THE FUSES
UNLESS THE SWITCH IS IN THE OPEN POSITION. MINIMUM INTERRUPTING
CAPACITY, WITH SPECIFIED FUSES, OF 100,000 SYMMETRICAL RMS
AMPERES AT ALL VOLTAGES 600 VOLTS AND BELOW.

FUSES:

1. CURRENT LIMITING, REJECTION TYPE WITH MINIMUM 100,000
SYMMETRICAL RMS AMPERES INTERRUPTING CAPACITY, BUSS OR EQUAL
BY BUSSMAN, UNLESS OTHER CLASS OR TYPE INDICATED. PROVIDE 10% BY
VOLUME BUT MINIMUM OF THREE SPARE FUSES FOR EACH SIZE AND TYPE
SHOWN ON SINGLE LINE DIAGRAM AND MOUNT IN A SUITABLE CABINET
EQUAL TO BUSSMAN SFC SPARE FUSE CABINET, BEHIND A HINGED DOOR
WITH NAMEPLATE ENGRAVED "SPARE FUSES". LOCATE CABINET NEAR
SWITCHBOARD. CABINETS SHALL HAVE 3 SHELVES MINIMUM WITH CURVED
UP EDGES FOR STORAGE OF FUSES.

METERING PROVISIONS:

1. SEQUENCE OF METER TO MAIN, PULL SECTION LANDING LUGS, BUS BARS
AND PROVISIONS FOR CURRENT TRANSFORMER AS REQUIRED BY SERVING
UTILITY.

DISTRIBUTION SECTIONS SHALL BE CONVERTIBLE TYPE WITH FULL LENGTH
RECTANGULAR BUSSING AND CROSS BUSSING OF CAPACITY AND POLES AS
REQUIRED ON THE DRAWINGS AND BRACED TO WITHSTAND SYMMETRICAL
SHORT CIRCUIT CURRENT INICATED ON SINGLE-LINE DIAGRAM.

ENDS OF SWITCHBOARD SHALL BE LOUVERED. EACH SWITCH OR BREAKER
SHALL HAVE AN ENGRAVED BAKELITE NAMEPLATE INDICATING EQUIPMENT
OR PANEL CONTROLLED. PROVIDE GOULD AMP-TRAP FUSES OR EQUAL BY
BUSS OR ECONOMY, OF PROPER SIZE FOR EACH SWITCH. INSTALL WITH
REJECTION CLIPS.

SERVICE SWITCHBOARDS SHALL BE AS MANUFACTURED BY, EATON, SIEMENS,
G.E., MYERS OR SQUARE D.

USE LEVELING SCREWS TO SET THE SWITCHBOARD PLUMB AND TRUE.

SUBMIT SWITCHBOARD SHOP DRAWINGS TO THE SERVING UTILITY FOR
APPROVAL PRIOR TO FABRICATION. SECURE CONFIRMATION THAT THE
PROPOSED SWITCHBOARD COMPLIES WITH THE ELECTRICAL UTILITY

COMPANY REGULATIONS. A

SUBMIT SHOP DRAWINGS PER THE SPECIFICATIONS FOR THE SWITCHBOARDS,
DISTRIBUTION BOARDS, TRANSFORMERS, PANEL BOARDS AND ALL OTHER
DEVICES AS SHOWN ON THE SINGLE LINE DIAGRAM PRIOR TO FABRICATION.
IF SHOP DRAWINGS ARE NOT PART OF THE SUBMISSION DOCUMENTS, ONLY
APPROVED DRAWINGS WILL BE ACCEPTED.

O. CONTRACTOR TO VERIFY EXISTING CONDITIONS INCLUDING SECONDARY

FEEDERS FROM UTILITY TRANSFORMER AND ANY OTHER ASSOCIATED EXISTING

FEEDERS, IF BEING REUSED, TO ENSURE LENGTH OF FEEDERS IS SUFFICIENT TO LAND

IN LUGS OF NEW EQUIPMENT. COORDINATE WITH SERVING UTILITY COMPANY
APPROVED METHODS OF EXTENDING FEEDERS AS REQUIRED.

CONDUCT, WITH THE ASSISTANCE OF THE SWITCH GEAR MANUFACTURER OR A

QUALIFIED POWER SYSTEM STUDIES ANALYST, AN ELECTRICAL HAZARD ANALYSIS

CONSISTING OF AN ARC FLASH STUDY, SHORT CIRCUIT STUDY AND A
COORDINATION STUDY TO DETERMINE APPROPRIATE LEVEL OF PERSONNEL
PROTECTIVE EQUIPMENT (PPE) AS REQUIRED BY NFPA 70E & IEEE STD 1584, AND
TO ENSURE PROPER COORDINATION (INCLUDING GROUND FAULT
COORDINATION) EXISTS BETWEEN ALL OVER CURRENT PROTECTIVE DEVICES
SHOWN ON THE SINGLE LINE. IN ADDITION:

1. THE STUDY SHALL INCLUDE ALL PORTIONS OF THE ELECTRICAL SINGLE LINE
DIAGRAM. NORMAL SYSTEM CONNECTIONS AND THOSE THAT RESULT IN
THE MAXIMUM FAULT CONDITION SHALL BE ADEQUATELY COVERED IN
THE STUDY. PERFORM THE STUDY WITH THE AID OF A DIGITAL COMPUTER
PROGRAM, SKM CAPTOR OR EQUAL. THE STUDY SHALL INCLUDE
SELECTIVE COORDINATION SO THAT THE DEVICE CLOSEST TO THE FAULT
WILL TRIP BEFORE ANY OF THE UPSTREAM DEVICES TRIPS. THE GROUND
FAULT PORTION OF THE STUDY SHALL DEMONSTRATE COORDINATION OF
THE MAIN BREAKER AND ANY FEEDER GROUND FAULT DEVICES WITH
DOWNSTREAM CIRCUIT BREAKERS, 30A OR LESS.

2. THE CONTRACTOR SHALL BE RESPONSIBLE TO ADJUST SETTINGS OF ALL
DEVICES, TO INCLUDE GROUND FAULT SETTINGS, TO ACHIEVE SYSTEM
COORNINATION. THE CONTRACTOR SHALL FIELD ADJUST SETTING
ACCORDINGLY UTILIZING A QUALIFIED MANUFACTURER'S
REPRESENTATIVE.

3. THE CONTRACTOR SHALL SET GROUND FAULT RELAYS TO THE SHORTEST
AVAILABLE DELAY DURING THE CONTRACTUCTION PHASE.

4. PERFORM ARC FLASH ANALYSIS STUDY TO DETERMINE THE FLASH
BOUNDARY, FLASH HAZARD CATEGORY, PPE REQUIREMENTS, AND
MINIMUM ARC RATING (CAL/SQUARE CM). THE ABOVE INFORMATION
SHALL BE INDICATED AT EACH ARC FLASH SOURCE ONA NBEC, OR CEC
WHERE ADOPTED, COMPLIANT ARC FLASH HAZARD LABEL(S) AS
MANUFACTURED BY BRADY.

5. A GROUND FAULT SYSTEM TEST SHALL BE CONDUCTED BY AN
INDEPENDENT TESTING AGENCY PER NEC (OR CEC-WHERE ADOPTED)
230.95(C). THE GROUND FAULT SYSTEM TEST SHALL BE PERFORMED IN THE
PRESENCE OF THE LOCAL AUTHORITY HAVING JURISDICTION.
VERIFICATION OF THE DEVICE SETTINGS PER THE COORDINATION STUDY
SHALL BE PERFORMED BY THE SAME INDEPENDENT TESTING AGENCY. THE
GROUND FAULT TEST RESULTS SHALL BE DELIVERED TO THE ENGINEER OF
RECORDS.

6. RESULT OF THE COORDINATION STUDY SHALL BE SUBMITTED AS PART OF
THE OVERALL SWITCH GEAR SUBMITTAL AND SHALL INCLUDE PROTECTIVE
DEVICE TIME VERSUS CURRENT COORDINATION CURVES, GROUPING
APPROPRIATE DEVICES TOGETHER, TABULATIONS OF RELAY AND CIRCUIT
BREAKER TRIP SETTINGS, FUSE ELECTION, AND COMMENTARY REGARDING
SAME.

2.3 PANEL BOARDS
A. PROVIDE PANEL BOARDS WITH RATINGS, COMPONENTS AND FEATURES IN

ACCORDANCE WITH THE SINGLE-LINE DIAGRAM AND PANEL SCHEDULES
ON DRAWINGS.

ENCLOSURES:

1. WITH BARRIERED TOP OR SIDE SECTION HAVING SEPARATE HINGED
LOCKABLE DOOR WHERE INDICATED. MAINTAIN 2 IN. OF SOLID TRIM
BETWEEN DOORS.

2. LEGAL GAUGE SHEET STEEL BOX, GALVANIZED FOR FLUSH BOX, DOOR
AND TRIM MINIMUM NO. 12 GAUGE STEEL, FLUSH OR SURFACE TYPE AS
INDICATED. HINGED LOCKABLE DOOR WITH CONCEALED HINGES AND
FASTENERS. WEATHERPROOF WHERE LOCATED OUTDOORS.

3. FINISH: PARTS EXPOSED TO VIEW TO HAVE ONE COAT ZINC CHROMATE
AND ONE COAT HAMMERTONE GRAY OR MANUFACTURER'S STANDARD
GRAY BAKED ENAMEL.

4. LOCKS AND KEYS: FURNISH FLUSH TYPE LOCK AND TWO KEYS WITH EACH
PANEL BOARD. ALL LOCKS SHALL BE KEYED ALIKE.

5. SIZES: MINIMUM 20 IN. WIDE UNLESS INDICATED. SURFACE MOUNT 5-3/4
IN. DEEP UNLESS INDICATED. TOP AND BOTTOM GUTTERS MINIMUM 6 IN.
HIGH. PROVIDE 12 IN. HIGH GUTTER WHERE DOUBLE LUGS ARE REQUIRED
OR WHERE CABLE SIZE EXCEEDS BUS SIZE.

6. PROVIDE ADDITIONAL SIDE GUTTER SPACE OR SEPARATE BARRIERED SIDE
SECTION WITH COVER WHERE REQUIRED FOR FEED THROUGH LUGS.

7. BUSBARS: BUS SHALL BE SILVER PLATED COPPER OR TIN PLATED
ALUMINUM. PROVIDE SPLIT BUS BARS WHERE INDICATED. NEUTRAL BUS
ELECTRICALLY ISOLATED FROM ENCLOSURE.

8. LUGS: LUGS FOR ALL EXTERNAL CONNECTIONS SHALL BE SUITABLE FOR
COPPER CONDUCTORS. SHOP DRAWINGS MUST INDICATE QUANTITY
AND SIZES OF LUGS BASED ON ACTUAL CONDUCTORS TO BE USED AS
SHOWN ON THE PLANS.

9. GROUND BUS: WHENEVER GROUND CONNECTORS ARE INSTALLED OR
REQUIRED, PROVIDE A SEPARATE EQUIPMENT GROUND BUS IN PANEL
ELECTRICALLY CONNECTED TO THE ENCLOSURE.

10. WHERE INDICATED AS RECESSED MOUNTED, PROVIDE SPARE CONDUITS
STUBBED UP INTO ACCESSIBLE CEILING SPACE AND SHALL BE CAPPED
AND MARKED. PROVIDE (2) 1" CONDUITS FOR THREE SPARES OR SPACES.

11. PANEL BOARDS SHALL BE MANUFACTURED BY EATON, SIEMENS, G.E.,
MYERS OR SQUARE "D".

12. WHERE PANEL SCHEDULE IS INDICATED TO INCLUDE:

A. 200% NEUTRAL: PANEL BOARDS WITH NEUTRAL BUSSES TO HOLD 200%
OF THE CAPACITY OF THE PHASE BUSSING OR IT SHALL BE FULL SIZE IN
RECTANGULAR SHAPE.

B. DOUBLE LUGS: DOUBLE LUG KIT AT THE SAME END OF PANEL BOARD
AS THE PANEL BOARD MAIN LUGS.

C. 1.G.BUS: PANEL BOARDS WITH A DRILLED AND TAPPED ISOLATED
GROUND BUS FOR NUMBER OF ISOLATED GROUND CONDUCTORS
SHOWN AND FOR SPARES AND SPACES AS SHOWN ON THE PANEL
BOARD SCHEDULE.

13. CIRCUIT BREAKERS:

a. MOLDED CASE CIRCUIT BREAKERS SHALL BE BOLT-ON DEVICES ONLY
AND SUITABLE FOR 75 DEGREE AMPACITY CONDUCTORS. PLUG-IN
TYPE BREAKERS ARE NOT ACCEPTABLE. TANDEM CIRCUIT BREAKERS
ARE NOT ACCEPTABLE.

b. MOLDED CASE CIRCUIT BREAKERS SHALL BE THERMAL-MAGNETIC,
QUICK-MAKE, QUICK-BREAK, TRIP FREE. MULTI-POLE BREAKERS SHALL
BE COMMON TRIP. MAIN BREAKERS TO BE BUS CONNECTED TO MAIN
BUS BAR AND HORIZONTALLY MOUNTED.

c. PROVIDE CIRCUIT BREAKER ACCESSORIES AS INDICATED ON THE
DRAWINGS OR PANEL SCHEDULES.

d. WHERE INDICATED ON PANEL SCHEDULE A.l.C RATING AS "SERIES
RATED" PROVIDE CIRCUIT BREAKERS SERIES RATED WITH THE AVAILABLE
FAULT CURRENT OF THE UPSTREAM SYSTEM.

e. CIRCUIT BREAKERS SERVING MECHANICAL OR HVAC EQUIPMENT
SHALL BE "HACR" TYPE BREAKER AND UL LISTED.

14. CIRCUIT IDENTIFICATION:

a. CIRCUIT NUMBER ON BLACK-ON-WHITE LAMINATED PLASTIC TABS OR
OTHER PERMANENT TYPE NOT READILY CHANGED FROM THE FRONT.

. UNDER THE PANEL DESIGNATION, IN 1/4 IN. HIGH LETTERS, INDICATE
THE VOLTAGE AND PHASE, EXAMPLE:

"277/480 VOLT, 3 PHASE, 4 WIRE, 100A BUS"

2.4 TRANSFORMERS

A.

8.

E.

TRANSFORMERS 15 KVA AND LARGER SHALL BE OF THE VENTILATED TYPE
AND HAVE A UL RECOGNIZED 220° C INSULATION SYSTEM. THE KVA
RATINGS SHALL BE BASED ON AN ALLOWABLE 150° C WINDING
TEMPERATURE RISE ABOVE A 30° C HOT SPOT.

"K" RATED TRANSFORMERS SHALL HAVE CLASS 220 INSULATION WITH 115
DEGREE CELSIUS TEMPERATURE RISE ABOVE 30 DEGREE CELSIUS AVERAGE
AND 40 DEGREE CELSIUS MAXIMUM WHEN OPERATING AT FULL LOAD
WITHOUT LOSS OF LIFE.

TRANSFORMER DESIGN KVA RATING SHALL BE SUITABLE FOR A 30°
AVERAGE, 40° MAXIMUM AMBIENT TEMPERATURE.

CORE AND COIL:

1. CORE CONSTRUCTION SHALL BE OF NON-AGING GRAIN-ORIENTED
SILICON STEEL TO MINIMIZE HYSTERISIS AND EDDY CURRENT LOOSED.
CORE LAMINATIONS SHALL BE TIGHTLY ASSEMBLED.

2. WINDINGS SHALL BE WOUND OF HIGH QUALITY COPPER OR ALUMINUM
AS SPECIFIED ON TRANSFORMER SCHEDULE.

3. VENTILATED WINDINGS SHALL BE ARRANGED TO BRACE COIL LAYERS AND
PROVIDE MAXIMUM VENTILATION. CORE AND COIL ASSEMBLIES SHALL BE
CONSTRUCTED TO PROVIDE SHORT CIRCUIT WITHSTAND CAPABILITY AS
DEFINED BY ANSI AND NEMA STANDARDS. THE COMPLETE ASSEMBLY
SHALL BE INSTALLED ON VIBRATION DAMPENING PADS TO REDUCE NOISE
AND SECURELY BOLTED TO THE ENCLOSURE BASE. A FLEXIBLE
GROUNDING CONDUCTOR SHALL BE INSTALLED BETWEEN THE CORE AND
COIL AND THE TRANSFORMER ENCLOSURE.

4. TRANSFORMER DESIGN KVA RATING SHALL BE SUITABLE FOR A 30°
AVERAGE, 40° MAXIMUM AMBIENT TEMPERATURE.

5. CORE AND COIL SEALING PROCESS:

a. THE COMPLETE CORE AND COIL ASSEMBLY SHALL BE IMPREGNATED
WITH NON-HYDROSCOPIC THERMO-SETTING POLYESTER VARNISH TO
PROVIDE A HIGH DIELECTRIC AND FLAME RETARD ANT SEAL.

b. THE SHIELD OF VARNISH TO THE COILS SHALL EFFECTIVELY IMPREGNATE
THE ENTIRE CORE AND COIL ASSEMBLY THAT RESULTS IN' A UNIT WHICH
IS VIRTUALLY IMPERMEABLE TO MOISTURE, DUST, DIRT, SALT AIR AND
OTHER INDUSTRIAL CONTAMINANTS.

c. ENCAPSULATED CORE AND WINDINGS SHALL BE CAST IN A RESIN
COMPOUND TO PROVIDE A MOISTURE-PROOF, SHOCK-RESISTANT,
HIGH DIELECTRIC SEAL.

6. CORE LAMINATION CLAMPING ANGLE SHALL BE OF ADEQUATE THICKNESS
AND HARDNESS TO INSURE A TIGHT AND RIGID CORE ASSEMBLY TO
ELIMINATE MOVEMENT OF CORE PLATES. WELDED CORE DESIGNS SHALL
INCLUDE MULTIPLE BEADS AS NECESSARY TO INSURE A TIGHT AND RIGID
CORE ASSEMBLY TO ELIMINATE MOVEMENT.

7. PROVIDE FULL CAPACITY TAPS IN THE HIGH-VOLTAGE WINDINGS AS
FOLLOWS:

a. BELOW 15 KVA THREE PHASE STEP-DOWN TRANSFORMERS: 2 - 5% FULL
CAPACITY BELOW NORMAL.

b. 15KVA THROUGH 500 KVA STEP-DOWN TRANSFORMERS: 2 - 2-1/2%
FULL CAPACITY ABOVE NORMAL AND 4 - 2-1/2% FULL CAPACITY
BELOW NORMAL.

c. 750 KVA AND ABOVE STEP-DOWN TRANSFORMERS: 2 - 2-1/2% FULL
CAPACITY ABOVE NORMAL 2 - 2-1/2% FULL CAPACITY BELOW
NORMAL.

d. STEP-UP AND DUAL PRIMARY TRANSFORMERS: PROVIDE NEMA
STANDARD TAPS.

FURNISH LUGS OF APPROPRIATE SIZE.
ENCLOSURES:

1. VENTILATED ENCLOSURES SHALL BE OF HEAVY GAUGE STEEL
CONSTRUCTION OF NEMA 3R CONSTRUCTION FOR OUTDOOR USE WITH
THE ADDITION OF WEATHER SHIELDS AND NEMA 1 FOR INDOOR
INSTALLATION. FRONT AND REAR COVERS SHALL BE REMOVABLE TO
PROVIDE ACCESS TO TERMINAL COMPARTMENT(S). TERMINALS SHALL BE
FULLY SIZED TO CARRY THE TRANSFORMER FULL LOAD CURRENT AND
SHALL BE ARRANGED TOL ACCEPT UL LISTED CABLE CONNECTORS.

2. ENCLOSURE WIRING SPACE AND POSITIONING OF TERMINALS SHALL
ALLOW FOR ADEQUATE CABLE BENDING SPACE.

3. FINISH ENCLOSURE IN ANSI 61 GRAY PAINT.

4. EACH TRANSFORMER SHALL HAVE A SECURELY ATTACHED NAMEPLATE
PROVIDING COMPLETE ELECTRICAL RATINGS, WIRING DIAGRAM, TAP
CONNECTIONS AND CATALOG NUMBER, AS APPLICABLE.

SOUND

1. UNLESS OTHERWISE SPECIFIED, SOUND LEVELS SHALL BE IN ACCORDANCE
WITH VALUES ALLOWED BY NEMA ST-20.

ACCESSORIES:

1. PROVIDE WEATHER SHIELDS FOR VENTILATED TRANSFORMERS INSTALLED
OUTDOORS CONFORMING TO THE REQUIREMENTS OF NEMA 250, TYPE 3R.

TRANSFORMERS SHALL BE GROUNDED TO A CODE APPROVED GROUND
SOURCE PER NEC OR CEC WHERE ADOPTED. ARTICLE 250.30.

TRANSFORMERS SHALL BE MANUFACTURED BY EATON, SIEMENS, G.E.,
MYERS OR SQUARE "D".

2.5 CONDUIT

A.

ELECTRICAL METALLIC TUBING (EMT) SHALL BE GALVANIZED. ALL
COUPLINGS AND CONNECTORS SHALL BE SET SCREW OR WATERTIGHT
COMPRESSION TYPE.

METAL-CLAD (MC) CABLE: TYPE MC CABLE SHALL BE CORRUGATED TUBE,
TYPE CS. MC CABLE SHALL INCLUDE A FULL SIZE GROUND CONDUCTOR
AND ANTI-SHORT BUSHINGS AT EACH TERMINATION POINT.

C. FLEXIBLE CONDUIT SHALL BE HOT DIPPED GALVANIZED STEEL.

H.

CONNECTIONS FOR FLEXIBLE STEEL CONDUIT SHALL BE SCREW IN TYPE
(JAKE) AS MANUFACTURED BY DURO FITTING COMPANY, OR
ENGINEER-APPROVED EQUAL.

GALVANIZED RIGID CONDUIT SHALL BE FULL WEIGHT THREADED TYPE
STEEL. STEEL CONDUIT SHALL BE PROTECTED BY OVERALL ZINC COATING
TO INSIDE AND OUTSIDE SURFACES APPLIED BY THE HOT DIP, METLIZING OR
SHERARDIZING PROCESS.

INTERMEDIATE METAL CONDUIT SHALL BE HOT-DIPPED GALVANIZED IN
ACCORDANCE WITH UL 1242 AND MEET THE LATEST REVISION OF FEDERAL
SPECIFICATIONS WWC-581.

NONMETALLIC FLEXIBLE TUBING (ENT) SHALL NOT BE USED. ENT SHALL
ONLY BE USED IN PARKING STRUCTURES AND CMU WALLS WHEN DIRECTED
IN WRITING BY THE ENGINEER.

POLY-VINYL-CHLORIDE (PVC) CONDUIT, SCHEDULE 40, TYPE Il
CONFORMING TO UL FOR UNDERGROUND INSTALLATION.

2.6 OUTLET BOXES

A.

ONE-PIECE GALVANIZED PRESSED STEEL KNOCKOUT TYPE EQUAL TO STEEL
CITY MANUFACTURING COMPANY, 4" X 2-1/8" SQUARE, MINIMUM (WALL), 4"
SQUARE X 1-1/2" DEEP MINIMUM (CEILING).

CAST BOXES SHALL BE THREADED HUB CAST FERROUS, OR ALUMINUM BOXES
WHERE LEGALLY PERMITTED AND EQUAL TO CROUSE-HINDS, KILLARK, OR
PYLE-NATIONAL. PROVIDE PLUGS FOR SPARE HUBS.

FOR LOCATIONS WHERE STANDARD BOXES ARE NOT SUITABLE DUE TO
NUMBER AND SIZE OF CONDUIT TO BE TERMINATED, SPECIAL BOXES SHALL BE
DESIGNED TO FIT SPACE OR MEET OTHER REQUIREMENTS AND SUBMITTED FOR
APPROVAL.

FLOOR BOX AS SPECIFIED ON DRAWINGS.
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2.7 SHEET STEEL PULL BOXES

A. IN WET LOCATIONS, OUTDOORS OR WHERE INDICATED TO BE
WEATHERPROOF, PROVIDE BOXES THAT HAVE BEEN HOT-DIPPED
GALVANIZED AFTER CONSTRUCTION AND GIVEN TWO COATS OF GRAY
COLOR RUST-RESISTANT PAINT. INSTALL COVERS WITH STAINLESS STEEL
SCREWS AND NEOPRENE GASKETS. SEAL AROUND CONDUIT ENTRIES WITH
SILICONE SEALANT, GENERAL ELECTRIC OR EQUAL.

B. IN DRY LOCATIONS, FINISH ALL BOX SURFACES WITH ONE COAT OF METAL
PRIMER AND ONE COAT OF PRIMER SEALER.

2.8 IN-GRADE PULL BOXES

A. IN GRADE PULL BOXES SHALL BE PRE-CAST CONCRETE AND MANUFACTURED
BY CHRISTY, BROOKS-JENSEN OR UTILITY VAULT CO..

2.9 CONDUCTORS

A. PROVIDE NEW CONDUCTORS MANUFACTURED WITHIN ONE YEAR OF DATE
OF DELIVERY TO JOB. DELIVER CONDUCTORS TO SITE IN THEIR ORIGINAL
UNBROKEN PACKAGES OR ON THEIR ORIGINAL CABLE REELS. ALL
CONDUCTOR PACKAGES AND CABLE REELS SHALL BE MARKED AND
TAGGED PLAINLY WITH UL LABEL, SIZE, VOLTAGE RATING, INSULATION TYPE,
TYPE OF STRANDING, MANUFACTURER'S NAME, TRADE NAME AND MONTH
AND YEAR WHEN MANUFACTURED.

B. CONDUCTORS SHALL BE SOFT DRAWN, MINIMUM 98% CONDUCTIVITY
STRANDED COPPER, TYPE THHN/THWN-2, 600 VOLT, UL APPROVED, DRY AND
WET LOCATIONS RATED AT 90 DEGREE CELSIUS, FOR CONDUCTORS OF ALL
SIZES FROM #12 AWG UP TO AND INCLUDING 1000 KCMIL. POWER
CONDUCTORS NO. 10 AWG AND SMALLER SHALL BE SOLID.

C. ALUMINUM CONDUCTORS ARE NOT ACCEPTABLE.

D. USE ONLY PLATED COPPER ALLOY CONNECTORS OR LUGS. ALUMINUM
CONNECTORS OR LUGS ARE NOT ACCEPTABLE. THE FOLLOWING
CONNECTORS ARE PROVIDED FOR COPPER CONDUCTORS:

1. FOR WIRENO. 10 AWG AND SMALLER: 3M "SCOTCHLOC", IDEAL
"SUPERNUT", BUCHANAN "B3".

2. FOR WIRE NO. 8 AWG AND LARGER: BURNDY "VERSITAPS" AND HEAVY
DUTY CONNECTORS, O.Z. SOLDER LESS CONNECTORS OR THE EQUIVALENT
BY BUCHANAN, KEARNEY OR PENN-UNION.

E. WIRE AND CABLE SHALL BE NEW, MANUFACTURED NOT MORE THAN SIX (6)
MONTHS PRIOR TO INSTALLATION, SHALL HAVE SIZE, TYPE OF INSULATION,
VOLTAGE RATING AND MANUFACTURER'S NAME PERMANENTLY MARKED ON
OUTER COVERING AT REGULAR INTERVALS.

F.  WIRE AND CABLE SHALL BE FACTORY COLOR-CODED BY INTEGRAL
PIGMENTATION WITH A SEPARATE COLOR FOR EACH PHASE AND NEUTRAL.
EACH SYSTEM SHALL BE COLOR-CODED AND IT SHALL BE MAINTAINED
THROUGHOUT.

G. SYSTEMS CONDUCTOR COLOR CODING:
1.  Power 208/120V, 3PH, 4W:

a. PHASEA = BLACK

b. PHASEB = RED

c. PHASEC = BLUE

d. NEUTRAL = WHITE

e. SWITCHLEGS = PURPLE

f.  TRAVELLERS = PURPLE WITH BLACK STRIPE

(SWITCHLEGS SHALL ALSO BE IDENTIFIED SEPARATELY BY NUMERICAL TAGS)
2. Power 277/480V, 3PH, 4W:

a. PHASE A = BROWN

b. PHASEB = ORANGE

c. PHASEC = YELLOW

d. NEUTRAL = GREY

e. SWITCHLEGS = PURPLE

f.  TRAVELLERS = PURPLE WITH BLACK STRIPE

(SWITCHLEGS SHALL ALSO BE IDENTIFIED SEPARATELY BY NUMERICAL TAGS)
3. GROUND CONDUCTORS: GREEN

4. ISOLATED GROUND CONDUCTORS: GREEN WITH CONTINUOUS YELLOW
STRIPE.

5. FIRE ALARM SYSTEM: AS RECOMMENDED BY THE MANUFACTURER.
2.10 WIRING DEVICES

A. WIRING DEVICES SHALL BE SPECIFICATION GRADE DECORA TYPE AS
MANUFACTURED BY LEVITON, PASS & SEYMOUR OR HUBBELL. LEVITON
DEVICES AND MODEL NUMBERS INDICATED BELOW:

DEVICE: MODEL
CONVENIENCE RECEPTACLE 16252
DEDICATED RECEPTACLE 16352
CONVENIENCE I.G. 16262
RECEPTACLE DEDICATED I.G. 16362
RECEPTACLE CONVENIENCE 6599
G.F.C.I. RECEPTACLE 6899
DEDICATED G.F.C.L 5691-2
RECEPTACLE SINGLE POLE 5692-2

SWITCH DOUBLE POLE SWITCH ~ 5623-2
THREE WAY SWITCH FOUR WAY  5624-2
SWITCH PROJECTION SCREEN 5657-2
SWITCH KEYED SWITCH PILOT ~ 1221-2KL
LIGHT SWITCH "ON" PILOT LIGHT = 5628-2
SWITCH "OFF" RECESSED 5631-2
CLOCK RECEPTACLE 5261-CH

B. 1.G. RECEPTACLE BODIES SHALL BE OF A BASIC COLOR SPECIFIED ABOVE
WITH AN ORANGE TRIANGLE TO SYMBOLIZE ISOLATED GROUND.

C. FINISH OF DEVICES SHALL BE AS SELECTED BY ARCHITECT.
2.11 COVERPLATES

A. COVERPLATES SHALL BE NONCOMBUSTIBLE, MAR-RESISTANT THERMOSETTING
PLASTIC 0.100 INCH THICK WITH PLAIN STYLE AND SMOOTH FINISH UNLESS
OTHERWISE INDICATED. COLOR TO BE PASS & SEYMOUR P LINE WHITE OR AS
SELECTED BY THE ARCHITECT.

B. WHERE SPECIFIED, STAINLESS STEEL PLATES SHALL BE TYPE 302, 0.040 INCH
THICK WITH U.S BUREAU OF STANDARDS SATIN FINISH NO. 32D, PASS &
SEYMOUR S LINE OR AS SELECTED BY ARCHITECT.

2.12 PHOTOELECTRIC CONTROLLERS

A. AS MANUFACTURED BY AUTOMATIC SWITCH COMPANY, SQUARE D, TORK,
PARAGON, OR SANGAMO.

2.13 CONTACTORS & RELAYS

A. MANUFACTURERS: ALLEN-BRADLEY, AUTOMATIC SWITCH CO., SQUARE D,
ELECTRIC CO. OR CHALLENGER.

B. PROVIDE CONTRACTORS AND RELAYS FOR CONTROL OF LIGHTING OR
OTHER LOADS AS INDICATED.

C. CONTRACTORS AND RELAYS SHALL BE OF THE SIZE AND WITH THE NUMBER OF
POLES INDICATED OR REQUIRED. WHERE A RELAY OR CONTRACTOR
CONTROLS INDIVIDUAL BRANCH CIRCUIT, PROVIDE A MINIMUM OF ONE
SQUARE POLE.

D. UNLESS INIDICATED OTHERWISE, CONTRACTORS CONTROLLING LIGHTING
SHALL BE MECHANICALLY HELD WITH COIL CLEARING CONTACTS AND COIL
VOLTAGE AS REQUIRED.

E. CONTROLLING CONTACTORS ON TIME CLOCKS SHALL BE SPECIAL-TYPE FOR
THIS PURPOSE.

F. CONTRACTORS CONTROLLED BY PHOTOELECTRIC CONTROLLER SHALL BE
MAGNETICALLY HELD.

2.14 SUPPORTS

A.

SWING CONNECTORS FOR STEEL RODS SUPPORTING HANGING ELECTRICAL
EQUIPMENT (TRANSFORMERS, JUNCTION BOXES, ETC.) SHALL BE EQUAL TO
STEEL CITY E-165, E-170 AND E-232.

2.15 DISCONNECT SWITCHES

A.

SQUARE D, WESTINGHOUSE, I.T.E., G.E., CHALLENGER, CROUSE HINDS OR
ARROW HART.

NON-FUSIBLE OR FUSIBLE, HEAVY DUTY, EXTERNALLY-OPERATED, HORSE-
POWER-RATED, 600VAC. PROVIDE NEMA 3R, LOCKABLE ENCLOSURES FOR
ALL SWITCHES LOCATED ON ROOF TOPS IN WE OR DAMP LOCATIONS AND IN
ANY EXPOSITED AREA EXPOSED TO THE ELEMENTS.

FUSES SHALL BE CLASS "R". MANUFACTURED BY BUSMAN, SHAWMUT OR
ENGINEER-APPROVED EQUAL.

PROVIDE OWNER WITH ONE SPARE SET OF FUSES AND TWO SETS OF FUSE
CLIPS/FUSE FOR EVERY SET OF FUSES ON THE PROJECT.

FUSIBLE DISCONNECT SWITCHES SHALL HAVE QUICK-MAKE, QUICK-BREAK
MECHANISM AND AN INTERLOCKED COVER WHICH CANNOT BE OPENED
WHEN SWITCH IS IN THE "ON" POSITION AND BE PROVIDED WITH VOID ABLE
INTERLOCKS. SWITCHES SHALL BE HORSEPOWER RATED AND TYPE THAT CAN
BE USED ON INDUCTIVE LOADS. PROVIDE EACH SWITCH WITH A NAMEPLATE
INDICATING EQUIPMENT CONTROLLED.

PROVIDE A FUSIBLE DISCONNECT WITHIN SIGHT OF AND READILY ACCESSIBLE
FROM AIR CONDITIONING EQUIPMENT, PER NEC 440-14. SIZE FUSES PER
EQUIPMENT NAMEPLATES.

SWITCHES LOCATED INDOOR SHALL BE IN NEMA TYPE | ENCLOSURES AND
SWITCHES LOCATED OUTDOORS OR WHERE INDICATED OR REQUIRED TO BE
WEATHERPROOF SHALL BE NEMA TYPE 3R ENCLOSURES.

2.16 LIGHTING FIXTURES

A.

PROVIDE, INSTALL AND CONNECT ALL LIGHTING FIXTURES INDICATED ON THE
DRAWINGS ACCORDING TO THE FIXTURE SCHEDULE.

ALL FIXTURES OF THE SAME TYPE SHALL BE OF A SINGLE MANUFACTURER AND
OF IDENTICAL FINISH AND APPEARANCE.

C. ALL LIGHT FIXTURES SHALL BE U.L. LABELED.

REFER TO LIGHTING FIXTURE GENERAL NOTES FOR BALLAST'S AND LAMP
SPECIFICATIONS AND ADDITIONAL REQUIREMENTS.

PROVIDE REQUIRED MOUNTING DEVICES AND ACCESSORIES FOR COMPLETE
INSTALLATION.

2.17 LIGHTING CONTROL SYSTEM

A.

SEE DRAWINGS FOR LIGHTING CONTROL SPECIFICATIONS.

2.18 OCCUPANCY SENSORS

A.

OCCUPANCY SENSORS SHALL BE BY A SINGLE MANUFACTURER AND BE
COMPLIANT WITH ALL APPLICABLE FEDERAL, STATE AND LOCAL ENERGY
CODES.

WALL MOUNTED OCCUPANCY SENSORS SHALL BE UL LISTED AND HAVE A
MINIMUM LOAD CAPACITY OF 800 WATTS AT 120 VOLTS AND 1200 WATTS AT
277 VOLTS, DECORATOR STYLE WITH A LOW PROFILE APPEARANCE AND
HARD LENS. SENSOR SHALL UTILIZE DUAL TECHNOLOGY RATED 120/277 WITH
NO MINIMUM LOAD AND COMPATIBLE WITH ALL LAMP TYPES. SENSORS
SHALL HAVE MANUAL SWITCH OVER-RIDE CAPABILITY. IN ROOMS WITH MORE
THAN ONE LIGHT FIXTURE, SENSORS SHALL HAVE BI-LEVEL SWITCH OVER-RIDE
CAPABILITY. WATTSTOPPER #DW-100-W FOR SINGLE RELAY, WATTSTOPPER
#DW-200-W FOR DUAL RELAY OR EQUAL.

CEILING MOUNTED OCCUPANCY SENSORS SHALL HAVE A LOW PROFILE
APPEARANCE AND SHALL UTILIZE DUAL TECHNOLOGY ULTRASONIC AND
PASSIVE INFRARED WITH 360 DEGREE COVERAGE. SENSORS SHALL UTILIZE AN
ADJUSTABLE PHOTO SENSOR TO KEEP LIGHTS OFF BASED ON SUFFICIENT
DAYLIGHT. INITIAL OCCUPANCY DETECTION SHALL BE FIELD SELCTABLE
BASED ON PIR SENSOR ONLY, ULTRASONIC SENSOR ONLY OR BOTH PIR AND
ULTRASONIC SENSORS. AN ADDITIONAL SWITCH PACK SHALL BE REQUIRED
TO AUTOMATICALLY CONTROL 50% OF THE LIGHTING IN ANY DAYLIGHTING
ZONE VIA THE PHOTO SENSOR. WATTSTOPPER #DT-300 OR EQUAL.

CEILING MOUNTED OCCUPANCY SENSORS SHALL BE PROVIDED WITH
CONTROL UNITS OR SWITCH PACKS TO PERFORM THE FIXTURE SWITCHING
REQUIREMENTS INDICATED BY THE DRAWINGS. CONTROL UNITS OR SWITCH
PACKS SHALL BE DUAL VOLTAGE 120/277 WITH CONTACTS RATED 20 AMPS.
WIRING BETWEEN SENSORS AND CONTROL UNITS SHALL BE PLENUM RATED
18AWG, UL CLASSIFIED, PVC-JACKETED AND INSULATED. POWER PACKS
WITH INTEGRAL TRANSFORMERS SHALL BE UTILIZED TO PROVIDE 24VDC.
CONTROL UNITS OR SWITCH PACKS SHALL BE LOCATED WITHIN JUNCTION
BOXES AND NOT EXPOSED IN THE CEILING SPACE. A MAXIMUM OF THREE
SENSORS, UNLESS OTHERWISE NOTED, SHALL BE WIRED TO ONE POWER PACK.
THE POWER PACK SHALL BE 120 OR 277 VOLTS AS REQUIRED WITH NO
MINIMUM LOAD, COMPATIBLE WITH ALL THE SPECIFIED BALLAST'S AND NO
LEAKAGE TO LOAD IN THE "OFF* MODE. WHERE MULTIPLE CIRCUITS ARE TO BE
CONTROLLED, UTILIZE ADDITIONAL SWITCH PACKS, PROVIDE A FULL FEATURED
POWER PACK (NOT A SLAVE PACK). WATTSTOPPER #BZ-150 POWER PACKS
OR EQUAL SHALL BE USED FOR DUAL SWITCHING ALONG WITH A
LOW-VOLTAGE MOMENTARY SWITCH WATTSTOPPER #DCC2 OR EQUAL.

SWITCHING PHOTO SENSORS SHALL BE PROVIDED TO SWITCH SELECTED
FIXTURES AND/OR LAMPS "OFF" AND "ON" BASED UPON DAYLIGHTING LEVELS
PRESENT IN THE CONTROLLED SPACE. THE SWITCHING PHOTO SENSOR SHALL
BE PROVIDED WITH A DEDICATED POWER/RELAY PACK. THE SENSOR SHALL
UTILIZE AN INTEGRAL PHOTO CONDUCTIVE CELL TO MEASURE AMBIENT LIGHT
LEVELS. ON/OFF CONTROLS SHALL BE FULLY ADJUSTABLE FROM 10 TO 200
FOOT-CANDLES AND SHALL BE PROVIDE WITH AN ADJUSTABLE TIME DELAY
AND ON ADJUSTABLE DEAD BAND.

2.19 PLYWOOD BACKBOARDS

A.

DOUGLAS FIR PLYWOOD, EXTERIOR GRADE, 8'H X 4'W X 3/4" THICK
(MINIMUM) UNLESS OTHERWISE NOTED SIZE ON PLANS WITH FINISHED ONE
SIDE AND PRIMER COAT PAINTED ON ALL SURFACES WITH FINISH COAT OF
LIGHT GRAY ENAMEL ON FRONT (FINISHED) SIDE.

2.20 VANDAL-RESISTANT FASTENERS

A.

2.21

A.

PROVIDE APPROVED VANDAL PROOF TYPE SCREWS, BOLTS AND NUTS WHERE
EXPOSED TO SIGHT THROUGHOUT THE PROJECT. PROVIDE OWNER WITH SIX
(6) SCREWDRIVERS FOR THIS TYPE.

TERMINAL CABINETS

TERMINAL CABINETS SHALL BE FABRICATED OF CODE GAUGE SHEET STEEL,
SIZE AS INDICATED ON THE DRAWING, COMPLETE WITH HINGED DOORS AND
THE NUMBER OF 2-WAY SCREW TERMINALS REQUIRED FOR TERMINATION OF
ALL CONDUCTORS. THE DOOR TO TERMINAL CABINETS SHALL BE
CONTINUOUSLY HINGED ON ONE SIDE AND BE THE SAME SIZE AS THE CABINET
SO AS TO ALLOW MAXIMUM TERMINATION SPACE WITHIN THE CABINET.
TERMINAL CABINETS SHALL HAVE 5/8" PLYWOOD BACKING FINISHED IN
BLACK INSULATING VARNISH.

ALL TERMINAL CABINETS SHALL BE FINISHED WITH ONE COAT OF ZINC
CHROMATE AND A COST OR PRIMER SEALER AFTER A THOROUGH CLEANING
WHERE EXPOSED TO PUBLIC VIEW (E.G., CORRIDORS, COVERED PASSAGES,
OFFICES, ETC.). PRIME COATED TERMINAL CABINETS SHALL BE PAINTED TO
MATCH SURROUNDINGS AFTER INSTALLATION.

TERMINAL CABINETS NOT LOCATED IN ELECTRICAL ROOMS OR ELECTRICAL
CLOSETS SHALL HAVE CCL SECURITY PRODUCTS 15767 LOCKS AND KEYS.

TERMINALS FOR SIGNAL SYSTEMS CABINETS TO BE CANNON TYPE "SS" OR
EQUAL.

PROVIDE ENGRAVED NAMEPLATE ON EACH CABINET INDICATING ITS
DESIGNATION AND SYSTEM (L.E., "LIFE SAFETY SYSTEM - PANEL 2LS").

2.22 WIREWAYS AND AUXILIARY GUTTERS
A. PROVIDE WIREWAYS AND AUXILIARY GUTTERS WITH ALL PARTS FOR A

PART 3
3.1

3.2

3.3

3.4

3.5

3.6

3.7

COMPLETE INSTALLATION; SQUARE D OR EQUAL. ENSURE CONTINUITY OF
EQUIPMENT GROUNDING AT RACEWAY CONNECTIONS.

WHERE INDICATED, OR AS A SUBSTITUTE FOR CONDUIT WHERE APPROVED,
PROVIDE HINGED-COVER TYPE WIREWAYS DESIGNED TO PERMIT LAY-IN
INSTALLATION OF CONDUCTORS. SUPPORT WIREWAYS AT LEGAL INTERVALS
AND AT EACH CHANGE IN DIRECTION OR ELEVATION USING
MANUFACTURER'S STANDARD FITTINGS. WHERE NOT ATTACHED DIRECTLY TO
THE BUILDING STRUCTURE, USE 1/2 INCH GALVANIZED STEEL RODS WITH
APPROVED SWING CONNECTORS; STEEL CITY OR EQUAL. USE
FACTORY-FABRICATED FLANGES TO CONNECT WIREWAYS TO
SWITCHBOARDS AND PANELBOARDS. INSTALL WIREWAYS FOR TOP OR SIDE
ACCES UNLESS INDICTATED OR REQUIRED TO BE OTHERWISE.

. WHERE INDICATED, OR WHERE REQUIRED TO CONSOLIDATE WIRING OR TOP

SUPPLEMENT WIRING SPACES AT EQUIPMENT, PROVIDE SCREW-COVER TYPE
AUXILIARY GUTTERS SIZED AS REQUIRED TO ACCOMODATE THE ASSOCITATED
EQUIPMENT AND CONDUCTORS.

- EXECUTION
STORAGE

A.

ALL MATERIALS AND EQUIPMENT IN STORAGE AND DURING CONSTRUCTION,
SHALL BE COVERED IN SUCH A MANNER THAT NO FINISH SURFACE WILL BE
DAMAGED OR MARRED, AND ALL MOVING PARTS SHALL BE KEPT PERFECTLY
CLEAN AND DRY.

EXCAVATIONS

A.

TRENCHES FOR UNDERGROUND CONDUIT EXTERIOR TO BUILDING SHALL
PROVIDE A MINIMUM EARTH COVER OF 24 INCHES FOR CONDUITS UNLESS
NOTED OTHERWISE.

ACCESSIBILITY AND CLEARANCES

A.

INSTALL ELECTRICAL EQUIPMENT, OUTLETS, JUNCTION AND PULL BOXES IN
ACCESSIBLE LOCATIONS AVOIDING OBSTRUCTIONS, PRESERVING
HEADROOM, AND KEEPING OPENINGS AND PASSAGEWAYS CLEAR.

MINOR ADJUSTMENTS IN THE LOCATIONS OF EQUIPMENT MAY BE MADE
WHERE NECESSARY, PROVIDING SUCH ADJUSTMENTS DO NOT ADVERSELY
AFFECT FUNCTIONING OF THE EQUIPMENT.

CONCRETE

A.

PROVIDE CONCRETE PADS (MINIMUM 1-1/2 IN. HIGH OR AS REQUIRED BY
AUTHORITY HAVING JURISDICTION (AHJ)) FOR ALL FLOOR MOUNTED
EQUIPMENT INSTALLED OUTDOORS, IN MECHANICAL EQUIPMENT ROOMS
AND IN AREAS SUSCEPTIBLE TO BEING WET OR HOSED DOWN.

SLEEVES

A.

PROVIDE SLEEVES OF SUFFICIENT SIZE TO PERMIT READY INSTALLATION OF
EACH CONDUIT WHICH PASSES THROUGH CONCRETE WALLS OR SUSPENDED
SLABS. SLEEVES IN CONCRETE BEAMS, JOISTS, COLUMNS OR FOOTING WALLS
MAY BE INSTALLED ONLY WHERE PERMITTED BY THE STRUCTURAL ENGINEER.

FOR CONDUIT THAT PASSES THROUGH SUSPENDED CONCRETE SLABS, PLACE
SLEEVES WITH THE TOP 1 INCH ABOVE FINISHED SLAB AND THE BOTTOM FLUSH
WITH UNDERSIDE OF SLAB. IN ALL OTHER CASES, PLACE SLEEVES WITH THE
ENDS FLUSH WITH CONCRETE SURFACES. SPACE SLEEVES AT LEAST THREE
DIAMETERS APART ON CENTER OR MORE IF REQUIRED BY THE ARCHITECT.

WHERE CONDUITS PASS THROUGH FIRE RESISTIVE WALLS, CEILINGS OR
FLOORS, THEY SHALL BE PACKED WITH FIRE RESISTANT COMPOUND OR
CONCRETE.

PROVIDE SLEEVES OF GALVANIZED SHEET STEEL AND OF PROPER GAUGE TO
RETAIN THEIR SHAPE DURING FORMING AND CONCRETE OPERATIONS.
WHERE A CONDUIT PASSES THROUGH AN EXTERIOR SURFACE, SEAL THE
SPACE BETWEEN THE CONDUIT AND ITS SLEEVE WITH AN APPROVED
WATERTIGHT COMPOUND.

ROOF STUBS

A.

AT BUILT-UP ROOFING, PROVIDE PITCH POCKETS AT ALL ROOF STUBS. FOR
OTHER TYPE ROOFS, PROVIDE A GALVANIZED IRON ROOF JACK OF THE
PROPER SIZE FOR EACH CONDUIT THAT STUBS-UP THROUGH A ROOF. FLASH
AND COUNTER FLASH. COORDINATE THIS WORK WITH AFFECTED TRADES.
INSTALL ROOF SEALS IN SUCH A MANNER AS NOT TO VOID ROOF
GUARANTEES.

CONDUIT

A.

UNLESS OTHERWISE INDICATED, PROVIDE CONDUITS OF TYPE PERMITTED OR
REQUIRED FOR ALL CONDUCTORS OR CABLES OF ALL SYSTEMS AND
VOLTAGES.

CONDUITS SHALL NOT CONTAIN MORE THAN SIX (6) CONDUCTORS UNLESS
INDICATED EXCEPT FOR SIGNAL, REMOTE CONTROL OR COMMUNICATIONS
SYSTEMS. CONDUITS WITH MORE THAN SIX (6) CONDUCTORS SHALL BE
DERATED PER NEC.

. ALL CONDUIT SHALL BE CONCEALED UNLESS OTHERWISE INDICATED OR

REQUIRED.

UNLESS OTHERWISE INDICATED, USE ELECTRICAL METALLIC TUBING (EMT) AS
FOLLOWS: ABOVE GRADE IN DRY LOCATIONS, IN ACCESSIBLE CEILINGS, AND
WHERE NOT SUBJECT TO MECHANICAL INJURY OR OTHERWISE PROHIBITED.
CONCRETE OR MASONRY IN CONTACT WITH EARTH ARE NOT CONSIDERED
DRY LOCATIONS.

METAL-CLAD CABLE MAY BE USED WHERE CONCEALED FOR FIRE ALARM
AND BRANCH CIRCUITING OF LIGHTING AND CONVENIENCE RECEPTACLES.
ITIS NOT PERMITTED TO BE EXPOSED AT PROJECTION BOOTHS OR AT
CONCESSION STANDS.

FLEXIBLE STEEL CONDUIT SHALL BE USED ONLY:

1. WHERE INDICATED, SIX FOOT MAXIMUM LENGTH PLUS GREEN GROUND
WIRE.

2. FOR FINAL CONNECTIONS TO MOTORS, VIBRATING EQUIPMENT OR WHERE
REQUIRED FOR EQUIPMENT SERVICING.

3. FOR CONNECTIONS TO RECESSED LIGHTING FIXTURES FROM NEARBY
ACCESSIBLE JUNCTION BOXES.

4. FOR CONCEALED RUNS IN STUD WALLS, IN INACCESSIBLE CEILINGS AND IN
DRY LOCATIONS WHERE STRUCTURAL CONDITIONS PREVENT THE USE OF
OTHER TYPES OF CONDUIT OR WHERE EXCESSIVE CUTTING OR NOTCHING
OF WOOD MEMBERS WOULD OTHERWISE BE REQUIRED.

SIZE ALL CONDUIT AS REQUIRED, OR LARGER WHERE INDICATED OR
PREFERRED. WHERE PORTIONS OF A CONDUIT RUN ARE INCREASED IN SIZE
FOR WHATEVER REASON, MAKE ALL REMAINING PORTIONS IN THAT RUN THE
SAME SIZE AND INCREASE JUNCTION BOX SIZES OR FITTINGS AS REQUIRED.

SEAL ENDS OF ALL CONDUIT WITH APPROVED MANUFACTURED CONDUIT
SEALS, CAPS OR PLUGS IMMEDIATELY AFTER INSTALLATION. KEEP ENDS
SEALED UNTIL IMMEDIATELY PRIOR TO PULLING CONDUCTORS.

WHERE CONDUIT IS UNDERGROUND, UNDER SLAB OR GRADE, EXPOSED TO
THE WEATHER OR IN WET LOCATIONS, MAKE JOINTS LIQUID TIGHT AND GAS
TIGHT. END OF UNDERGROUND FEEDER CONDUITS SHALL BE SEALED AFTER
THE CABLE IS INSTALLED TO PREVENT BREATHING AND CONDENSATION.

KEEP BENDS AND OFFSETS IN CONDUIT RUNS TO AN ABSOLUTE MINIMUM.
FOR THE SERVING UTILITIES, MAKE LARGE-RADIUS BENDS TO MEET THEIR
REQUIREMENTS. REPLACE ALL DEFORMED, FLATTENED OR KINKED CONDUIT.

SUPPORT CONDUIT AT LEGAL INTERVALS. PROVIDE ADDITIONAL SUPPORTS
AS REQUIRED TO PREVENT SAGGING OR AS DIRECTED. PERFORATED STRAP
OR PLUMBERS TAPE IS NOT ACCEPTABLE FOR CONDUIT SUPPORT. HANG
SUPPORTS FROM STRUCTURAL MEMBERS OR APPROVED CONCRETE
HANGERS.

WHERE CONDUIT MAY BE AFFECTED BY DISSIMILAR MOVEMENTS OF THE
SUPPORTING STRUCTURES OR MEDIUM, PROVIDE SUITABLE FLEXIBLE OR
EXPANSION DEVICES.

ROUTE CONDUIT TO AVOID DRAINS OR OTHER GRAVITY LINES. WHERE
CONFLICTS OCCUR, RELOCATE CONDUIT AS REQUIRED.

N.

RUN ALL CONDUIT PARALLEL WITH OR AT RIGHT ANGLES TO STRUCTURAL
MEMBERS, WALLS OR LINES OF THE BUILDING. ROUTE ALL EXPOSED CONDUIT
TO PRESERVE HEADROOM, ACCESS AND WORK SPACE.

DO NOT RUN CONDUIT IN CONCRETE MEMBERS OR SUSPENDED SLABS
UNLESS APPROVED IN WRITING BY THE STRUCTURAL ENGINEER.

ALL RIGID CONDUIT STUBS-UP IN CONCRETE FLOORS SHALL HAVE
COUPLINGS FLUSH WITH FINISHED FLOOR UNLESS NOTED OTHERWISE.

PROVIDE A POLYPROPYLENE ROPE RATED 700 POUNDS TENSILE STRENGTH IN
EACH CONDUIT 1-1/2" AND LARGER AND A PULL STRING FOR CONDUIT 1-1/4"
AND SMALLER (MORE THAN 10 FEET IN LENGTH OR INSTALLED WITH ELBOWS)
LEFT EMPTY FOR FUTURE USE.

AT COMPLETION OF UNDERGROUND CONDUIT INSTALLATION, PULL A
FLEXIBLE MANDREL (12 INCHES LONG BY A DIAMETER 1/4 IN. LESS THAN THE
INSIDE DIAMETER OF THE CONDUIT) THROUGH EACH CONDUIT, FOLLOWED
BY A STIFF-BRISTLE BRUSH. CAP CONDUITS AT BOTH ENDS.

CONDUITS SHALL NOT BE RUN THROUGH STRUCTURAL MEMBERS EXCEPT AS
SPECIFICALLY DIRECTED IN WRITING BY THE STRUCTURAL ENGINEER.

CONDUITS ABOVE FUTURE SUSPENDED CEILINGS SHALL BE INSTALLED AS HIGH
AS POSSIBLE AGAINST THE STRUCTURE ABOVE.

UNLESS OTHERWISE INDICATED, PLASTIC CONDUIT MAY BE USED IN
CONCRETE SLABS OR MEMBERS, BELOW SLABS ON GRADE OR BELOW
GRADE EXTERIOR TO BUILDINGS WITH MINIMUM 24 INCHES OF COVER.
PROVIDE SEPARATE GROUND WIRE IN ALL RUNS. INCREASE CONDUIT AND
PULL BOXES SIZES AS REQUIRED TO ACCOMMODATE THE ADDITIONAL
CONDUCTORS. USE RIGID STEEL CONDUIT COATED WITH BITUMEN COMPOUD
(OR WITH MINIMUM 40 MIL BONDED PVC PLASTIC COATING) AND ENCASED
IN CONCRETE FOR BENDS AND RISERS TO GRADE FROM NON-METALLIC
CONDUITS.

3.8 OUTLET BOXES

A.

OUTLET BOXES SHALL BE OF MINIMUM SIZE PER PART 2 OR LARGER AS
REQUIRED BY NEC, EXCLUSIVE OF COVER RINGS.

USE CAST METALLIC BOXES WHERE LEGALLY REQUIRED.

USE SOLID TYPE GANG BOXES WHERE REQUIRED FOR MORE THAN TWO
DEVICES OR FOR BARRIERED OUTLETS. USE CONCRETE BOXES FOR OUTLETS IN
CONCRETE CONSTRUCTION. FOR BOXES NOT INDICATED, PROVIDE TYPES
AND MOUNTINGS AS REQUIRED TO SUIT THE EQUIPMENT OR AS DIRECTED.

SUPPORT RECESSED BOXES IN STUD PARTITIONS WITH GALVANIZED STEEL BOX
HANGERS OF TYPES MADE SPECIFICALLY FOR THE PURPOSE.

ALL BOXES SHALL BE OF PROPER CODE SIZE FOR NUMBER AND SIZES OF
CONDUCTORS PASSING THROUGH OR TERMINATING THEREIN.

PROVIDE COVERS OF THE TYPES MOST SUITABLE FOR THE FIXTURES OR
DEVICES USED AT THE OUTLETS. IN BRICK, CONCRETE BLOCK, STONE OR TILE
WALLS, USE SQUARE CORNERED TILE COVERS OF PROPER DEPTH TO PERMIT A
FACING OF THE MATERIAL TO FRAME THE COVER. IN OUTLETS SUPPORTING
LIGHTING FIXTURES, PROVIDE 3/8 IN. ADJUSTABLE FIXTURE STUDS.

USE EXTENSION RINGS WITH BLANK COVERS FOR MAKING EXPOSED CONDUIT
CONNECTIONS FROM FLUSH WALL OR CEILING OUTLET BOXES.

USE OUTLET BOXES SERVING FIXTURES OR DEVICES AS PULL OR JUNCTION
BOXES WHEREVER POSSIBLE. WHERE NOT POSSIBLE, LOCATE PULL AND
JUNCTION BOXES IN ACCESSIBLE CEILINGS, IN ACCESSIBLE AREAS NOT
SUBJECT TO PUBLIC VIEW OR ELSEWHERE AS DIRECTED. PULL OR JUNCTION
BOXES SHALL NOT BE LOCATED IN FINISHED AREAS UNLESS APPROVED BY THE
ARCHITECT.

SINGLE GANG HANDY OR UTILITY BOXES MAY BE USED FOR SINGLE DEVICES
AT ENDS OF RUNS.

ALL OUTLET BOXES THAT FINISH TO AN EXPOSED MASONRY SURFACE SHALL
HAVE 1-1/4 IN. DEEP PLASTER RINGS AND SHALL BE SET DEEP ENOUGH TO
ALLOW A MASONRY FACING OVER THE PLASTER RING TO FRAME THE
OPENING. PLASTER RINGS SHALL NOT BE GROUTED INTO EXPOSED MASONRY
WALLS. CENTER OUTLET IN A COURSE OF MASONRY.

TAKE PARTICULAR CARE IN LOCATING OUTLET BOXES IN ACOUSTICAL TILE,
MASONRY, PANELING OR OTHER MODULAR TYPE FINISHES. WHERE
ARCHITECT'S DOCUMENTS DO NOT DICTATE LOCATION OR CONTROL,
CONSULT WITH TRADES CONCERNED SO THAT OUTLETS MAY BE
SYMMETRICALLY PLACED IN THE FINISHED MODULE. CENTER OUTLETS
HORIZONTALLY IN VERTICAL WALL PANELS AND VERTICALLY IN MASONRY
COURSES. (ADJUST INDICATED HEIGHTS TO SUIT.)

FLUSH COUPLINGS SHALL BE REGULAR COUPLING WITH PLUMBER TYPE BRASS
PLUG. INSTALL THIS PLUG FLUSH WITH FINISH FLOOR. USE OIL OR GREASE ON
TOP OF AND IN THREADS TO PREVENT STICKING.

ALL OUTLET BOXES SHALL BE ACCURATELY PLACED AND SECURELY FASTENED
TO THE STRUCTURE INDEPENDENTLY OF THE CONDUIT. THE PLASTER RING
SHALL BE SET FLUSH WITH THE FINISH SURFACE OF THE CEILING OR WALL.
APPROVED BAR HANGERS SHALL BE USED TO SUPPORT OUTLET BOXES IN ALL
FURRED CEILINGS AND STUD WALLS. HANGERS FOR LIGHT OUTLETS SHALL
HAVE ADJUSTABLE STUDS.

BEFORE ROUGHING IN BOXES FOR SWITCHES AT DOORS, CONTRACTOR
SHALL VERIFY DOOR SWING TO MAKE SURE THAT SWITCH IS ON THE STRIKE
SIDE OF DOOR.

CROUSE-HINDS "CONDULETS" SHALL BE USED FOR ALL SWITCHES,
RECEPTACLES AND JUNCTION BOXES WHERE CONDUIT IS EXPOSED.

OUTLETS SHALL NOT BE INSTALLED BACK-TO-BACK, BUT SHALL BE OFFSET 12"
MINIMUM.

3.9 SHEET STEEL PULL BOXES

A.

WHERE INDICATED OR REQUIRED TO SERVE AS PULL BOXES OR JUNCTION
BOXES, PROVIDE SHEET STEEL BOXES WITH SCREW-ON COVERS FOR SURFACE
OR FLUSH MOUNTING.

3.10 CONDUCTORS

A.

STORE CONDUCTORS OUT OF THE WEATHER AND WHERE NOT SUBJECT TO
DAMAGE OR DELETERIOUS CONDITIONS.

BEFORE INSTALLING CONDUCTORS, REMOVE DEBRIS AND MOISTURE FROM
CONDUIT AND EQUIPMENT ENCLOSURES. WHERE NECESSARY USE LINSEED
SOAP, MINERALLAC OR OTHER SPECIFICALLY APPROVED WIRE PULLING
COMPOUND TO FACILITATE THE INSTALLATION OF CONDUCTORS. DO NOT
USE OIL, GREASE OR SIMILAR SUBSTANCES.

COLOR CODE BRANCH CIRCUITS AS REQUIRED BY LOCAL AUTHORITIES AND
SHALL BE CONTINUOUS FROM OUTLET TO OUTLET, PULL BOX OR CABINET.

CONNECT CONTROL WIRING AS INDICATED AND IN ACCORDANCE WITH
WIRING DIAGRAMS FURNISHED BY EQUIPMENT MANUFACTURERS. COLOR
CODE AND TAG ALL CONTROL WIRING.

MAKE JOINTS, SPLICES, TAPS AND CONNECTIONS FOR 600 VOLT
CONDUCTORS WITH SOLDER LESS CONNECTORS.

RE-TIGHTEN BOLT TYPE CONNECTORS 24 TO 48 HOURS AFTER INSTALLATION
AND BEFORE TAPING.

CONNECTORS AND TERMINAL LUGS FOR STRANDED CONDUCTORS #6 AND
LARGER SHALL BET & B OR EQUAL, SOLDER LESS CONNECTORS. NO SPLICES
OF FEEDER CONDUCTORS SHALL BE MADE IN PANELS OR SWITCHBOARDS.

MAKE ALL CONNECTIONS AND SPLICES NECESSARY TO PROPERLY INSTALL
AND COMPLETE THE WORK, AND ALL SPLICES SHALL BE TAPED. ALL
CONNECTIONS AND SPLICES SHALL BE ELECTRICALLY AND MECHANICALLY
PERFECT, AND IN STRICT ACCORDANCE WITH ALL CODE REQUIREMENTS. USE
3M SCOTCH "NO. 33 PLUS" TAPE, OR EQUAL. FOR CONNECTIONS IN
WEATHERPROOF BOXES AND EXTERIOR LIGHT FIXTURES PROVIDE A 3M
SCOTCH CASTKIT.

CONNECTIONS MADE WITH NON-INSULATED TYPE CONNECTORS SHALL BE
TAPED WITH RUBBER-TAPE 1-1/2 TIMES THE THICKNESS OF THE CONDUCTORS
INSULATION. THEN COVERED WITH 3M SCOTCH "NO. 33 PLUS" TAPE, OR
EQUAL.

NEATLY ARRANGE AND LACE CONDUCTORS IN SWITCHBOARDS, PANEL
BOARDS, GUTTERS AND TERMINAL CABINETS BY MEANS OF NYLONT & B
"TY-RAP" TIES.
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3.11

A.

TOGGLE SWITCHES

ALL SWITCHES SHALL BE SPECIFICATION GRADE RATED 15, 20 OR 30 AMPERES
AT 277 VOLT AC, TOTALLY ENCLOSED QUIET ACTION TYPE, 1 OR 2 POLE, 3 OR
4 WAY, MOMENTARY CONTACT OR LOCK TYPE AS REQUIRED. THE 15
AMPERE RATED SWITCH MAY BE USED ONLY FOR LIGHTING LOADS OF LESS
THAN 10 AMPERES. SWITCHES AHEAD OF MOTORS SHALL BE HORSEPOWER
RATED AND SHALL HAVE NUMBER OF POLES AS REQUIRED. TOGGLE COLORS
SHALL BE AS SELECTED BY THE ARCHITECT.

FOR FLUSH-MOUNTED WEATHERPROOF SWITCHES, PROVIDE SWITCHES AS
LISTED ABOVE WITH GASKETED STAINLESS STEEL LIFT COVERPLATE; PASS &
SEYMOUR WP SERIES. WHERE SURFACE MOUNTED, USE CAST BOX WITH
GASKETED CAST ALUMINUM LIFT COVERPLATE; HUBBELL NO. 7420.

3.12 RECEPTACLES

A.

WHERE SINGLE RECEPTACLES ARE INDICATED, PROVIDE MATCHING UNITS TO
THOSE LISTED FOR DUPLEX RECEPTACLES. PROVIDE SHORT STRAP UNITS
WHERE REQUIRED FOR PANEL MOUNTING.

MOUNT ALL WEATHERPROOF RECEPTACLES HORIZONTALLY WITH HINGE ON
TOP.

3.13 COVER PLATES

A.

PROVIDE PLATES FOR ALL OUTLET BOXES AND FITTINGS OF ALL SYSTEMS
EXCEPT AT OUTLETS WHERE FIXTURE CANOPIES ARE USED.

PROVIDE WEATHERPROOF COVERS ON WEATHERPROOF DEVICES. USE CAST
GASKETED COVERS FOR EXTERIOR PULL OR JUNCTION OUTLET BOXES OR
FITTINGS.

3.14 LIGHTING SYSTEM

A.

LIGHTING FIXTURES SHALL HAVE ALL PARTS AND FITTINGS NECESSARY TO
COMPLETELY INSTALL THE FIXTURES. WIRING RUNNING IN FIXTURES SHALL BE
TYPE "THHN". FIXTURES SHALL BE EQUIPPED WITH LAMPS OF SIZE AND TYPE AS
SHOWN IN THE FIXTURE SCHEDULE. ITEMS OF TRIM OR DECORATION SHALL BE
SUPPLIED AND PROPERLY INSTALLED AFTER OTHER TRADES HAVE FINISHED
THEIR WORK AND CLEANED THE AREA.

ALL LIGHT FIXTURES INSTALLED OUTDOORS IN LOCATIONS PROTECTED FROM
THE WEATHER (AS UNDER CANOPIES) SHALL BE RATED FOR OUTDOOR USE,
GASKETED AND FINISHED WITH AN EPOXY TYPE PAINT OR OTHER APPROVED
CORROSION RESISTANT FINISH.

SURFACE MOUNTED FIXTURES AND OUTLETS FOR SURFACE MOUNTED FIXTURES
ARE SHOWN DIAGRAMMATIC ALLY ON DRAWINGS AND SHALL BE LOCATED
SO AS TO CLEAR ALL DOOR SWINGS INCLUDING CABINET DOOR SWINGS.
WHERE IT IS NOT POSSIBLE TO CLEAR A DOOR SWING, THE CONTRACTOR
SHALL VERIFY CLEARANCES ABOVE THE TOP OF THE DOOR WITH
ARCHITECTURAL DRAWINGS, DETAILS, SECTIONS, ELEVATIONS AND DOOR
SCHEDULES. TYPICAL THROUGHOUT PROJECT.

3.15 SIGNAL CONDUIT SYSTEM

A.

SIGNAL OUTLETS IN SOLID WALLS SHALL BE 4-11/16" SQUARE, AT LEAST 2-1/8"
DEEP WITH SINGLE GANG 1/2" DEEP PLASTER RING. RATINGS FOR OUTLETS IN
FIRE RATED WALLS SHALL EXCEED THE WALL RATING.

OUTLETS IN HOLLOW WALLS SHALL BE SINGLE GANG PLASTER RING. STRAP
CONDUIT ADJACENT TO OUTLET AND TERMINATE WITH CABLE BUSHING.

. SIGNAL CONDUITS SHALL BE 3/4" MINIMUM SIZE UNLESS OTHERWISE

INDICATED ON THE DRAWINGS AND SHALL BE EMT OR RIGID GALVANIZED
STEEL. 3/4" AND 1" CONDUIT BENDS SHALL HAVE 12" MINIMUM RADIUS. 1-1/4"
AND LARGER CONDUIT SHALL HAVE 30" MINIMUM RADIUS. NO COUPLING
SHALL BE PLACED IN BENDS. EACH RUN OF CONDUIT SHALL HAVE A
MAXIMUM OF TWO 90 DEGREE BENDS. INSTALL ADDITIONAL PULL BOXES IF
MORE THAN TWO BENDS ARE REQUIRED PER RUN. WHERE CONDUIT ENTERS
BUILDING, KEEP CONDUIT FREE IF MORE THAN TWO BENDS ARE REQUIRED PER
RUN. WHERE CONDUIT ENTERS BUILDING, KEEP CONDUIT FREE OF CONTACT
WITH REINFORCING STEEL AND OTHER METALLIC STRUCTURES OR PIPE.

INSTALL 1/2" CONDUIT FROM TELEPHONE BACKBOARD TO NEAREST COLD
WATER PIPE IN AN ACCESSIBLE LOCATION, AND 1"C- 1 #6 TO GROUNDING
BOX.

3.16 PLYWOOD BACKBOARDS

A.

FOR TELEPHONE OR COMMUNICATIONS SYSTEM TERMINALS OR FOR MOTOR
CONTROL OR OTHER EQUIPMENT ASSEMBLIES, PROVIDE BACKBOARDS OF
SIZE INDICATED OR LARGER IF REQUIRED.

3.17 NAMEPLATES

A.

C.

PROVIDE A NAMEPLATE FOR EACH TRANSFORMER, SWITCHBOARD,
DISTRIBUTION BOARD, MOTOR CONTROL CENTER, PANELBOARD, TERMINAL
CABINET, BACKBOARD, INDIVIDUALLY MOUNTED CIRCUIT BREAKER OR
MOTOR CONTROL, DISCONNECT SWITCH, PULL BOX, CONTROL PANEL,
RELAY, AND FOR ANY OTHER CONTROL DEVICE OR MAJOR ITEM OR
ELECTRIAL EQUIPMENT.

PROVIDE BLACK-ON-WHITE LAMINATED, PLASTIC MICARTA NAMEPLATE
ENGRAVED IN MINIMUM 1/4 IN. HIGH LETTERS TO CORRESPOND WITH THE
DESIGNATION ON DRAWINGS. PROVIDE OTHER OR ADDITIONAL
INFORMATION ON NAMEPLATES WHERE INDICATED.

ATTACH NAMEPLATES TO EQUIPMENT WITH RIVETS, BOLTS, SHEET METAL
SCREWS OR INSTALL IN METAL HOLDERS WELDED TO THE EQUIPMENT.

3.18 GROUNDING & BONDING

A.

GROUND THE NEUTRAL OF EACH ISOLATED ELECTRICAL SYSTEM HAVING A
NEUTRAL CONDUCTOR WITH A SYSTEM GROUND CONNECTION SIZED AS
REQUIRED.

FOR THE SYSTEM GROUND CONNECTION, PROVIDE A GREEN COLOR
INSULATED COPPER CONDUCTOR IN A RIGID STEEL CONDUIT TO THE
GROUND ELECTRODE. CONNECT THE CONDUIT AND CONDUCTOR TO THE
ELECTRODE WITH A MALLEABLE IRON CONDUIT HUB AND A 2-BOLT GROUND
CLAMP.

WHERE THE COLD WATER PIPING SYSTEM IS UNSUITABLE FOR USE AS A
GROUNDING ELECTRODE AND WHERE LOCAL CODE PERMITS, PROVIDE
COPPER-CLAD MULTIPLE-ROD ELECTRODES COMPLYING WITH ALL LEGAL
REQUIREMENTS INCLUDING ROD SIZE, SPACING ACCESSIBILITY AND
RESISTANCE TO GROUND.

USE THE CONDUIT SYSTEM FOR EQUIPMENT AND ENCLOSURE GROUNDING.
PROVIDE A GREEN COLOR INSULATED GROUND CONDUCTOR OF CODE SIZE
WITHIN THE CONDUIT AND TERMINATE PROPERLY TO THE EQUIPMENT
ENCLOSURE AT EACH END. (USE SEPARATE GROUND BUS BARS IN ALL PANEL
BOARDS AND SWITCHBOARDS.) INCREASE CONDUIT, FITTINGS AND PULLBOX
SIZES AS REQUIRED TO ACCOMMODATE THE ADDITIONAL CONDUCTOR.

PROVIDE BONDING DEVICES, FITTINGS OR JUMPERS AT EXPANSION FITTINGS
OR WHEREVER CONTINUITY OF GROUNDING IS NOT CERTAIN OR WHERE
REQUIRED BY INSPECTING AUTHORITIES.

PROVIDE A COMPLETE GROUDING AND BONDING INSTALLATION IN
ACCORDANCE WITH ALL REQUIREMENTS OF APPLICABLE CODES AND
ORDINANCES WHETHER SPECIFICALLY INDICATED OR NOT.

GROUND RESISTANCE SHALL NOT BE GRATER THAN CODE REQUIREMENTS,
AND SUPPLEMENTARY GROUNDING FACILITIES SHALL BE PROVIDED, IF
REQUIRED, TO MAINTAIN MINIMUM RESISTANCE VALUE AS REQUIRED BY THE
LOCAL ELETRICAL INSPECTOR.

CONNECTION FROM THE GROUND TO THE EQUIPMENT SHALL BE MADE IN
PERMANENTLY ACCESSIBLE LOCATIONS BY APPROVED TYPES OF BOLTED OR
CLAMPED SOLDERLESS CONNECTORS WITH STRANDED COPPER
CONDUCTORS. SOLDERED CONNECTIONS OR LUGS SHALL NOT BE USED.

3.19 SUPPORTS
A. PROVIDE ALL NECESSARY FOUNDATIONS, SUPPORTS AND BACKING FOR ALL

ENCLOSURES, CONDUITS EQUIPMENT, OUTLETS, DEVICES AND LIGHTING
FIXTURES.

ATTACH ALL BOXES, OUTLET BOXES, STRAPS, CABINETS AND EQUIPMENT TO
WOOD WITH WOOD OR LAG SCREWS, TO METAL WITH MACHINE SCREWS OR
BOLTS, AND TO CONCRETE WITH EXPANSION ANCHORS OR SELF-DRILLING
METAL ANCHORS, AND WITH MACHINE SCREWS OR BOLTS. USE SIZE AND
NUMBER OF ATTACHMENTS AS REQUIRED TO SUPPORT EQUIPMENT WEIGHT
WITH A MINIMUM SAFETY FACTOR OF 4 TO 1.

SECURE FLOOR MOUNTED EQUIPMENT TO FLOOR WITH MACHINE BOLTS AND
ANCHORS.

PROVIDE STRUCTURAL CONCRETE BASES FOR LIGHTING POLES PER
STRUCTURAL ENGINEER'S AND MANUFACTURER'S RECOMMENDATIONS AS
SHOWN ON THE DRAWINGS.

CONTRACTOR SHALL VERIFY ALL MOUNTINGS AND INSTALLATIONS TO
CONFORM TO CALIFORNIA SEISMIC REQUIREMENTS.

3.20 SEISMIC DESIGN AND ANCHORING OF ELECTRICAL EQUIPMENT:

A. SEISMIC PROTECTION CRITERIA: ALL ELECTRICAL AND MECHANICAL

B.

3.21

MACHINERY INSTALLATIONS PROVIDED, AS PART OF THIS CONTRACT
LOCATED IN ANY SEISMIC RISK ZONE OF THE UNIFORM BUILDING CODE
SEISMIC RISK MAP SHALL BE PROTECTED FROM EARTHQUAKES IN
ACCORDANCE WITH THE UNIFORM BUILDING CODE AND, AS APPLICABLE,
CBC CALIFORNIA BUILDING CODE ZONE 4 OR THE RESPECTIVE STATE AND
LOCAL BUILDING CODES AND REGULATIONS. PROTECTION CRITERIA FOR
THESE ZONES SHALL BE A HORIZONTAL FORCE FACTOR AS PRESCRIBED BY
THE UBC MULTIPLIED BY THE MACHINERY WEIGHT CONSIDERED PASSING
THROUGH THE MACHINERY CENTER OF GRAVITY IN. ANY HORIZONTAL
DIRECTION. UNLESS VIBRATION ISOLATION IS REQUIRED TO PROTECT
MACHINERY AGAINST UNACCEPTABLE STRUCTURE TRANSMITTED NOISE
AND/OR VIBRATION, MACHINERY SHALL BE PROTECTED FROM EARTHQUAKES
BY RIGID STRUCTURALLY SOUND ATTACHMENT TO THE LOAD SUPPORTING
STRUCTURE. THE FORCE FACTOR AND ANCHORAGE SHALL BE DETERMINED
BY CALCULATIONS PERFORMED AND SUBMITTED TO THE ARCHITECT BY A
REGISTERED CALIFORNIA PROFESSIONAL ENGINEER (CIVIL OR STRUCTURAL)
HIRED BY THE CONTRACTOR. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
THE DESIGN OF SEISMIC RESTRAINT SYSTEMS FOR ALL PIECES OF EQUIPMENT
WEIGHING OVER 50 POUNDS INCLUDING BUT NOT LIMITED TO THE
FOLLOWING:

SWITCH GEAR

CONDUITS/CONDUIT SUPPORT TRAPEZES

TRANSFORMERS

PANELS

LIGHT FIXTURES

UPS, PDU, LIGHTING INVERTERS AND GENERATOR EQUIPMENT
CABLE TRAY / FLEXIBLE CABLE TRAY/ LADDER TRAY

BUS DUCT

N AN

SEISMIC PROTECTION, LABOR, MATERIALS AND DESIGN SHALL BE INCLUDED
IN THE CONTRACT SUM.

TESTING

A. ALL WIRING AND CONNECTIONS SHALL BE TESTED FOR CONTINUITY, SHORTS

AND IMPROPER GROUNDS IN ACCORDANCE WITH THE REQUIREMENTS OF
THE NATIONAL ELECTRICAL CODE. ALL RECEPTACLE OUTLETS SHALL BE
TESTED FOR PROPER GROUNDING. ANY AND ALL REPAIRS RESULTING FROM
THE TESTS OR PRELIMINARY OPERATION OF THE EQUIPMENT SHALL BE MADE
BY THE CONTRACTOR AT HIS EXPENSE.

REQUIRED TESTS, IN ADDITION TO THOSE MENTIONED ABOVE, INCLUDE BUT
ARE NOT LIMITED TO:

1. GROUND RESISTANCE TEST.

2. SERVICE AND FEEDER CONDUCTORS INSULATION RESISTANCE.
3. GROUND FAULT PROTECTION.

4. SUCH OTHER TESTS AS MAY BE REQUIRED BY THE ARCHITECT.

WHEN THE WORK IS SUBSTANTIALLY COMPLETE, CONDUCT A SERVICE
VOLTAGE TEST AS FOLLOWS:

1. MEASURE SERVICE VOLTAGE AT NO LOAD AND AT MAXIMUM LOAD AND
SUBMIT RESULTS TO ENGINEER.

2. IFIN THE OPINION OF THE ENGINEER THE VOLTAGES AND REGULATIONS
ARE NOT WITHIN ACCEPTABLE LIMITS, NOTIFY THE SERVING UTILITIES FOR
PROPER ELECTRICAL SERVICE AND THEN VERIFY THAT SUCH HAS BEEN
ACCOMPLISHED.

AFTER THE SERVICE VOLTAGE TEST, CONDUCT AN OPERATING TEST OF THE
ELECTRICAL SYSTEM. THE SYSTEM SHALL:

1. OPERATE IN ACCORDANCE WITH REQUIREMENTS OF THE CONTRACT
DOCUMENTS.

2. BE FREE OF ELECTRICAL AND MECHANICAL DEFECTS.

UPON COMPLETION OF THE WORK, THE CONTRACTOR SHALL MAKE
ADDITIONAL TESTS AS NECESSARY TO SATISFY THE OWNER AND THE ENGINEER
OR HIS REPRESENTATIVE THAT THE TRUE INTENT AND MEANING OF THE
DRAWINGS AND SPECIFICATIONS HAVE BEEN CARRIED OUT. CONTRACTOR
SHALL PROVIDE ALL INSTRUMENTS AND LABOR NECESSARY TO MAKE SUCH
TESTS. ANY WORK SHOWING FAULTS UNDER TEST, AND ANY WORK NOT IN
ACCORDANCE WITH THE SPECIFICATIONS, SHALL BE MADE GOOD BY THE
CONTRACTOR AT HIS OWN EXPENSE. SUCH TESTS MAY OCCUR AT ANYTIME
DURING THE GUARANTEE PERIOD.

3.22 PROTECTION OF WORK

A. PROTECT THE WORK FROM DAMAGE, DEFACEMENT OR DETERIORATION UNTIL

FINALL ACCEPTANCE. PROVIDE STORAGE FACILITIES AND CONDUCT
OPERATIONS TO THIS EFFECT.

REPAIR OR REPLACE DAMAGED WORK AND BE RESPONSIBLE FOR
CORRECTION OF ANY DAMAGE DONE IN THE PERFORMANCE OF WORK TO
THE WORK OF OTHER TRADES.

3.23 HEATING, VENTILATION, AND AIR CONDITIONING

REFER TO DIVISION 15 FOR ADDTIONAL REQUIREMENTS.

FURNISH AND INSTALL ALL LINE AND LOW VOLTAGE CONDUITS AND WIRING,
OUTLETS, DISCONNECT SWITCHES AND MANUAL TIMER SWITCHES REQUIRED
FOR SPECIFIC OPERATION OF THE EQUIPMENT.

C. CONNECT ALL MOTORS AND CONTROL EQUIPMENT.

D.

WIRING SHALL BE INSTALLED IN CONDUIT.

3.24 CLEANING

A. KEEP ALL PARTS OF THE BUILDING AND SITE FREE FROM ANY

ACCUMULATIONS OF RUBBISH OR WASTE MATERIALS. REMOVE
ACCUMULATIONS AT FREQUENT INTERVALS.

CLEAN EQUIPMENT, PANELBOARDS, SWITCHES, LIGHTING FIXTURES AND
LAMPS. RESTORE FINISHED SURFACES TO THEIR ORIGINAL TEXTURE. POLISH
PLATE SURFACES, METAL AND GLASS WORK.

END OF SECTION
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E. INSTALL BELL ENDS AND BUSHING AS REQUIRED ON ALL CONDUITS. ROUGH-IN.
F. ALL SUB-SLAB CONDUITS SHALL BE INSTALLED IN A MATTER THAT PREVENTS WATER 4. FAN COIL UNIT (FC) SHALL BE POWERED BY CORRESPONDING OUTDOOR UNIT HP-2.
INFILTRATION OF THE CONDUIT. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE REFER TO SHEETS E201 FOR LOCATION OF OUTDOOR UNIT. COORDINATE EXACT
RAIN WATER OR CONSTRUCTION WATER IS PREVENTED FROM ENTERING AND/OR LOCATION AND REQUIREMENTS WITH MECHANICAL PRIOR TO ROUGH-IN.
REMOVED FROM THE CONDUITS PRIOR TO PLACEMENT OF COMMUNICATION CABLES.
G. ALL PULLBOXES SHALL BE SIZES AND INSTALLED PER ANSI/TIA/EIA-569A. PULLBOXES FOR
UNDER FLOOR CONDUIT RUNS ARE NOT PERMITTED UNLESS OTHERWISE NOTED. Plot Date: 2/27/2024 3:46:15 PM
PULLBOXES FOR OVERHEAD CONDUIT RUNS SHALL BE LOCATED ABOVE ACCESSIBLE
CEILINGS WITHIN THE ACCESSIBLE CEILING SPACE. SHEET TITLE:
H. CONTRACTOR SHALL SUBMIT FIRE ALARM PLANS AND OBTAIN APPROVAL PRIOR TO L E\/ E |_ 2
INSTALLATION.
. ALL WORK SHOWN SHALL BE IN ACCORDANCE WITH 2019 CALIFORNIA ELECTRICAL H \/AC
CODE (CEC).
SHEET NO:
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# DESCRIPTION DATE
1ST SUBMITTAL 10/04/21
UTILITY COORDINATION | 04/08/22
LEVEL 3 POWER PLAN SCALE 1 AN PC RESUBMITTAL 05/18/22
e 10 /A PC RESUBMITTAL 10/28/22
SIGNAL PLAN NOTES PLAN NOTES KEY NOTES B o
/A PC RESUBMITTAL 02/02/23
A. CONDUITS SHALL (a) CONTAIN NO CONTINUOUS SECTIONS LONGER THAN 30M OR 98 A. ALL RECEPTACLES ON COMMON WALLS SHALL HAVE SEPARATE BOXES AND A 24" # | NUMBERS INDICATE NOTES SHOWN ON PLAN /| HCD & PC RESUBMITTAL | 06/06/23
FT, AND (b) CONTAIN NO MORE THAN (2) 90 DEGREE BENDS OR A REVERSE BEND MINIMUM OFFSET. /6\ HCD RESUBMITTAL 06/14/23
WITHOUT INSTALLING A PULLBOX. CONDUITS IN PLACE OF PULLBOX IS UNACCEPTABLE. .
OUTINS G A PULLBOX. CONDUITS CE OF PULLBOX IS UNACC B. AN APPROVED FIRESTOP SYSTEM EQUAL TO OR GREATER THAN THE FIRE RATING OF THE ] EEEEE;%&%&"SE%&LJE?NUF'E)”SEATTISS'N"EDULE ON SHEET £207 FOR MOTOR /7\ PC RESUBMITTAL 07/10/23
B. CONDUITS SHALL CONTAIN PLASTIC OR NYLON PULL TAPE RATED AT 200 LBS. WALL SHALL BE PROVIDED AT ALL PENETRATIONS THROUGH FIRE-RATED WALLS. :
. Vv " C.0. 2/27/24
C. CONDUIT BEND RADIUS SHALL BE (a) MINIMUM OF 6 TIMES OF THE INTERNAL CONDUIT C. MOUNTING HEIGHT OF ALL RECEPTACLES AT COUNTER SHALL BE VERIFIED WITH 2 E,Egp 'FDSR] /HQVA(\:COSI(-lsdTﬁ:)OgvblC\l)ié;é\gE/IA\RITEgEiAéFCI)ESRT?(; ?&ﬂighﬁﬂ%gﬁggfﬂ@@ I)OR A PC RESUBMITTAL 02/271
DIAMETER FOR 2" CONDUITS OR SMALLER, AND (b) 10 TIMES THE INTERNAL DIAMETER OWNER'S REPRESENTATIVE PRIOR TO ROUGH-IN. RECEPTACLES MOUNTED WITHIN 6 FEET EQUIPMENT CONTROL WIRING DIAGRAMS FOR MORE INFORMATION
FOR LARGER THAN 2" CONDUITS. OF ANY SINCK SHALL BE G.F.C.I. :
D. TERMINATE CONDUITS THAT PROTRUDE THROUGH STRUCTURAL FLOORS 3" ABOVE THE D. ALL UNDERGROUND CONDUITS SHALL BE PVC SCHED. 40, MINIMUM 3/4"C. RUN 3 FC’TJ“_'QC/:SP'_L]U“,'Q'Eégﬂé"'sﬁ%;g EPQ(?)\]NE\TQES EE;YC)SI?C;QRREg’gL\IT?Cl)'\II\IGO?lgL[J)T(I)D%E)L;NJLIT
FLOOR SURFACE. CODE-SIZED INSULATED EQUIPMENT GROUND CONDUCTOR. COORDINATE EXACT LOCATION AND REQUIREMENTS WITH MECHANICAL PRIOR TO
E. INSTALL BELL ENDS AND BUSHING AS REQUIRED ON ALL CONDUITS. ROUGH-IN.
F. ALL SUB-SLAB CONDUITS SHALL BE INSTALLED IN A MATTER THAT PREVENTS WATER 4. FAN COIL UNIT (FC) SHALL BE POWERED BY CORRESPONDING OUTDOOR UNIT HP-2.
INFILTRATION OF THE CONDUIT. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE REFER TO SHEETS E201 FOR LOCATION OF OUTDOOR UNIT. COORDINATE EXACT
RAIN WATER OR CONSTRUCTION WATER IS PREVENTED FROM ENTERING AND/OR LOCATION AND REQUIREMENTS WITH MECHANICAL PRIOR TO ROUGH-IN.
REMOVED FROM THE CONDUITS PRIOR TO PLACEMENT OF COMMUNICATION CABLES.

G. ALL PULLBOXES SHALL BE SIZES AND INSTALLED PER ANSI/TIA/EIA-569A. PULLBOXES FOR
UNDER FLOOR CONDUIT RUNS ARE NOT PERMITTED UNLESS OTHERWISE NOTED. Plot Date: 2/27/2024 3:45:03 PM
PULLBOXES FOR OVERHEAD CONDUIT RUNS SHALL BE LOCATED ABOVE ACCESSIBLE
CEILINGS WITHIN THE ACCESSIBLE CEILING SPACE. SHEET TITLE:

H. CONTRACTOR SHALL SUBMIT FIRE ALARM PLANS AND OBTAIN APPROVAL PRIOR TO |_ E\/ E L 3
INSTALLATION.

. ALL WORK SHOWN SHALL BE IN ACCORDANCE WITH 2019 CALIFORNIA ELECTRICAL H \/AC

CODE (CEC).
POWER PLAN

SHEET NO:

TE203



AutoCAD SHX Text
G-SEAL-ARCH-SIGN

AutoCAD SHX Text
G-SEAL-ARCH-STMP

AutoCAD SHX Text
G-SEAL-ELEC-SIGN

AutoCAD SHX Text
G-SEAL-ELEC-STMP

AutoCAD SHX Text
G-SEAL-STRU-SIGN

AutoCAD SHX Text
G-SEAL-STRU-STMP


f"|\/|.11 g:’/M.']O : Mo o . e ", » o » ‘i

- 7Ti*:**:**‘*******:******:***‘ ******* — *L*: ******* — :77\ ****************** ‘”*; ****** I | . - -
B i S e S N R z = sz |7 | I e I I - |
| 1 | | 1 | | |
1| | | H | | |
I | ‘ = | | | A A
| | W . i / / | | | | |
| n | | i | | | ENGINEERING & CONSULTING, INC
| 1 | G | 1 | 1! | 30 THOMAS, IRVINE, CA 92618-2703
1 |V ezeitmrarivrani | i | 1 PHONE: (949) 716-9990 | FAX: (949) 716-9997
11 Ve 1 ‘. I ‘
| | N / | 1| Private Balcony | \
\ Unit 402 i A ™ 1 143 SF STAMP:
| | | f | | ° |
| 1 o [ |
-
e [ |
! |
| [ |
|
‘H == === ” 2077 / o7 0 / /’I?;I'j gira; % — T i \: =y \ Z“"/ | —
H ,//%//, ; i SO g | -
| Unit 401 ~ NOT APART | || Hoit403 | | SOOPYEICEHII. | GHT NOTICE
1 1405 SF ' i ‘ || 1179 SF | | | COPYRIGHT IS RETAINED BY NATIONAL
1 ///‘ ' it ENGINEERING & CONSULTING INC. FROM THE
H':::::::::: S ———— 4’% F——— | R —— /74 %j’yéq. / | | DATE OF ISSUANCE OF THESE DOCUMENTS.
— E— \, | ' 1 ' 1 DUPLICATION OF THESE DOCUMENTS OR THE
. (N | i — : I=— X I= | J ]| | | BUILT-WORK REPRESENTED BY THEM IS
I —— NP | | PROHIBITED WITHOUT THE EXPRESS, WRITTEN
;. NS I | | CONSENT NATIONAL ENGINEERING &
| \ Il ‘ CONSULTING | NGC
\ 1 | ‘
| H | CLIENT:
\ | ’ =
. [ < SN I oS T ST | | OF CALIFORNIA, INC.
I |
|
o ‘ | 1050 S. FLOWER STREET
. ] | | | LOS ANGELES, CA 90015
Il
il | |
| - ‘
| Im Private Balcony | PROJECT:
il 81 SF |
NE N
B L - e —— . . . B o 2853 WEST BLVD
e e e e e e e ——— ] |

LOS ANGELES, CA 90016

‘ ‘ ‘ ‘ | | C-JAIME-001
# DESCRIPTION DATE
1ST SUBMITTAL 10/04/21

UTILITY COORDINATION | 04/08/22
PC RESUBMITTAL 05/18/22

LEVEL 4 POWER PLAN[___soxce P A
e 10 /N PC RESUBMITTAL 10/28/22
SIGNAL PLAN NOTES PLAN NOTES KEY NOTES N T
/A PC RESUBMITTAL 02/02/23
A. CONDUITS SHALL (a) CONTAIN NO CONTINUOUS SECTIONS LONGER THAN 30M OR 98 A. ALL RECEPTACLES ON COMMON WALLS SHALL HAVE SEPARATE BOXES AND A 24" # | NUMBERS INDICATE NOTES SHOWN ON PLAN /A\| HCD & PC RESUBMITTAL | 06/06/23
FT, AND (b) CONTAIN NO MORE THAN (2) 90 DEGREE BENDS OR A REVERSE BEND MINIMUM OFFSET. AN\ HCD RESUBMITTAL 06/14/23
A
WITHOUT INSTALLING A PULLBOX. CONDUITS IN PLACE OF PULLBOX IS UNACCEPTABLE.
B. AN APPROVED FIRESTOP SYSTEM EQUAL TO OR GREATER THAN THE FIRE RATING OF THE I EEEEE;%&?&’TE%%EE?NUF'E)ASEATTISSSEDULE ON SHEET E207 FOR MOTOR N PC RESUBMITTAL 07/10/23
B. CONDUITS SHALL CONTAIN PLASTIC OR NYLON PULL TAPE RATED AT 200 LBS. WALL SHALL BE PROVIDED AT ALL PENETRATIONS THROUGH FIRE-RATED WALLS. :
C. CONDUIT BEND RADIUS SHALL BE (@) MINIMUM OF 6 TIMES OF THE INTERNAL CONDUIT C. MOUNTING HEIGHT OF ALL RECEPTACLES AT COUNTER SHALL BE VERIFIED WITH 2 Ef\g;,/'%; /szlfé%LS&Tgogvch)i’;LRE\(';E’TRTET)Ei”éFcéSRTTA(; TCHCE'\;;'ESEQHEEFSR'\E@&%E I)OR /A PC RESUBMITTAL 02/27/24
DIAMETER FOR 2" CONDUITS OR SMALLER, AND (b) 10 TIMES THE INTERNAL DIAMETER OWNER'S REPRESENTATIVE PRIOR TO ROUGH-IN. RECEPTACLES MOUNTED WITHIN 6 FEET EQUIPMENT CONTROL WIRING DIAGRAMS FOR MORE INFORMATION
FOR LARGER THAN 2" CONDUITS. OF ANY SINCK SHALL BE G.F.C... '
D. TERMINATE CONDUITS THAT PROTRUDE THROUGH STRUCTURAL FLOORS 3" ABOVE THE D. ALL UNDERGROUND CONDUITS SHALL BE PVC SCHED. 40, MINIMUM 3/4'C. RUN 3. PAN COIL UNIT {FC) SHALL BE POWERED BY CORRESPONDING OUTDOOR UNIT
L OOR SURFAGE CODESIZED INSULATED EQUIPMENT GROUND CONDUCTOR CU-2/HP-1. REFER TO SHEETS E201 AND E207 FOR LOCATION OF OUTDOOR UNIT.
' - ' COORDINATE EXACT LOCATION AND REQUIREMENTS WITH MECHANICAL PRIOR TO
E. INSTALL BELL ENDS AND BUSHING AS REQUIRED ON ALL CONDUITS. ROUGH-IN.
F. ALL SUB-SLAB CONDUITS SHALL BE INSTALLED IN A MATTER THAT PREVENTS WATER 4. FAN COIL UNIT (FC) SHALL BE POWERED BY CORRESPONDING OUTDOOR UNIT HP-2.
INFILTRATION OF THE CONDUIT. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE REFER TO SHEETS E201 FOR LOCATION OF OUTDOOR UNIT. COORDINATE EXACT
RAIN WATER OR CONSTRUCTION WATER IS PREVENTED FROM ENTERING AND/OR LOCATION AND REQUIREMENTS WITH MECHANICAL PRIOR TO ROUGH-IN.
REMOVED FROM THE CONDUITS PRIOR TO PLACEMENT OF COMMUNICATION CABLES.
G. ALL PULLBOXES SHALL BE SIZES AND INSTALLED PER ANSI/TIA/EIA-569A. PULLBOXES FOR
UNDER FLOOR CONDUIT RUNS ARE NOT PERMITTED UNLESS OTHERWISE NOTED. Plot Date: 2/27/2024 3:45:40 PM
PULLBOXES FOR OVERHEAD CONDUIT RUNS SHALL BE LOCATED ABOVE ACCESSIBLE
CEILINGS WITHIN THE ACCESSIBLE CEILING SPACE. SHEET TITLE:
H. CONTRACTOR SHALL SUBMIT FIRE ALARM PLANS AND OBTAIN APPROVAL PRIOR TO \/ E L 4
INSTALLATION..
. ALL WORK SHOWN SHALL BE IN ACCORDANCE WITH 2019 CALIFORNIA ELECTRICAL H \/AC

CODE (CEC).
POWER PLAN

SHEET NO:

TE204
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# DESCRIPTION DATE
1ST SUBMITTAL 10/04/21
UTILITY COORDINATION | 04/08/22
LEVEL 5 POWER PLAN SCALE 1 AN PC RESUBMITTAL 05/18/22
e 10 /N PC RESUBMITTAL 10/28/22
SIGNAL PLAN NOTES PLAN NOTES KEY NOTES Q| HoDREEON | a0
/A PC RESUBMITTAL 02/02/23
A. CONDUITS SHALL (a) CONTAIN NO CONTINUOUS SECTIONS LONGER THAN 30M OR 98 A. ALL RECEPTACLES ON COMMON WALLS SHALL HAVE SEPARATE BOXES AND A 24" # | NUMBERS INDICATE NOTES SHOWN ON PLAN /| HCD & PC RESUBMITTAL | 06/06/23
FT, AND (b) CONTAIN NO MORE THAN (2) 90 DEGREE BENDS OR A REVERSE BEND MINIMUM OFFSET. /\ HCD RESUBMITTAL 06/14/23
6
WITHOUT INSTALLING A PULLBOX. CONDUITS IN PLACE OF PULLBOX IS UNACCEPTABLE.
CE OF PULLBOX IS UNACC B. AN APPROVED FIRESTOP SYSTEM EQUAL TO OR GREATER THAN THE FIRE RATING OF THE I EEEEFE'E;%&ENCQSEE&E?NUF'E)”SEATTISSSEDULE ON SHEET £207 FOR MOTOR /7\ PC RESUBMITTAL 07/10/23
B. CONDUITS SHALL CONTAIN PLASTIC OR NYLON PULL TAPE RATED AT 200 LBS. WALL SHALL BE PROVIDED AT ALL PENETRATIONS THROUGH FIRE-RATED WALLS. ‘
C. CONDUIT BEND RADIUS SHALL BE (a) MINIMUM OF 6 TIMES OF THE INTERNAL CONDUIT C. MOUNTING HEIGHT OF ALL RECEPTACLES AT COUNTER SHALL BE VERIFIED WITH 2 Ef\g;/'FDgR] /szlfé%m%ogvbgi’;;E\CEE’TRTET)E'E@FCESRTTA& %Eﬂ';ghﬁﬂ%g?ggf@&%’: IDOR A PC RESUBMITTAL 02/27/24
DIAMETER FOR 2" CONDUITS OR SMALLER, AND (b) 10 TIMES THE INTERNAL DIAMETER OWNER'S REPRESENTATIVE PRIOR TO ROUGH-IN. RECEPTACLES MOUNTED WITHIN 6 FEET EQUIPMENT CONTROL WIRING DIAGRAMS FOR MORE INFORMATION
FOR LARGER THAN 2" CONDUITS. OF ANY SINCK SHALL BE G.F.C.I. :
D. TERMINATE CONDUITS THAT PROTRUDE THROUGH STRUCTURAL FLOORS 3" ABOVE THE D. ALL UNDERGROUND CONDUITS SHALL BE PVC SCHED. 40, MINIMUM 3/4'C. RUN 3. PAN COIL UNIT {FC) SHALL BE POWERED BY CORRESPONDING OUTDOOR UNIT
FLOOR SURFACE CODE-SIZED INSULATED EQUIPMENT GROUND CONDUCTOR CU-2/HP-1. REFER TO SHEETS E201 AND E207 FOR LOCATION OF OUTDOOR UNIT.
: : : COORDINATE EXACT LOCATION AND REQUIREMENTS WITH MECHANICAL PRIOR TO
E. INSTALL BELL ENDS AND BUSHING AS REQUIRED ON ALL CONDUITS. ROUGH-IN.
F. ALL SUB-SLAB CONDUITS SHALL BE INSTALLED IN A MATTER THAT PREVENTS WATER 4. FAN COIL UNIT (FC) SHALL BE POWERED BY CORRESPONDING OUTDOOR UNIT HP-2.
INFILTRATION OF THE CONDUIT. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE REFER TO SHEETS E201 FOR LOCATION OF OUTDOOR UNIT. COORDINATE EXACT
RAIN WATER OR CONSTRUCTION WATER IS PREVENTED FROM ENTERING AND/OR LOCATION AND REQUIREMENTS WITH MECHANICAL PRIOR TO ROUGH-IN.
REMOVED FROM THE CONDUITS PRIOR TO PLACEMENT OF COMMUNICATION CABLES.
G. ALL PULLBOXES SHALL BE SIZES AND INSTALLED PER ANSI/TIA/EIA-569A. PULLBOXES FOR
UNDER FLOOR CONDUIT RUNS ARE NOT PERMITTED UNLESS OTHERWISE NOTED. Plot Date: 2/27/2024 3:38:00 PM
PULLBOXES FOR OVERHEAD CONDUIT RUNS SHALL BE LOCATED ABOVE ACCESSIBLE
CEILINGS WITHIN THE ACCESSIBLE CEILING SPACE. SHEET TITLE:
H. CONTRACTOR SHALL SUBMIT FIRE ALARM PLANS AND OBTAIN APPROVAL PRIOR TO |_ E\/ E L 5
INSTALLATION.
. ALL WORK SHOWN SHALL BE IN ACCORDANCE WITH 2019 CALIFORNIA ELECTRICAL H \/AC
CODE (CEC).
SHEET NO:
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M.1

Unit601 /|

LEVEL 6 POWER PLAN

SCALE 1
3/16" - 1-0"

A.

SIGNAL PLAN NOTES

CONDUITS SHALL (a) CONTAIN NO CONTINUOUS SECTIONS LONGER THAN 30M OR 98
FT. AND (b) CONTAIN NO MORE THAN (2) 90 DEGREE BENDS OR A REVERSE BEND
WITHOUT INSTALLING A PULLBOX. CONDUITS IN PLACE OF PULLBOX IS UNACCEPTABLE.

CONDUITS SHALL CONTAIN PLASTIC OR NYLON PULL TAPE RATED AT 200 LBS.

CONDUIT BEND RADIUS SHALL BE (a) MINIMUM OF 6 TIMES OF THE INTERNAL CONDUIT
DIAMETER FOR 2" CONDUITS OR SMALLER, AND (b) 10 TIMES THE INTERNAL DIAMETER
FOR LARGER THAN 2" CONDUITS.

TERMINATE CONDUITS THAT PROTRUDE THROUGH STRUCTURAL FLOORS 3" ABOVE THE
FLOOR SURFACE.

INSTALL BELL ENDS AND BUSHING AS REQUIRED ON ALL CONDUITS.

ALL SUB-SLAB CONDUITS SHALL BE INSTALLED IN A MATTER THAT PREVENTS WATER
INFILTRATION OF THE CONDUIT. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE
RAIN WATER OR CONSTRUCTION WATER IS PREVENTED FROM ENTERING AND/OR
REMOVED FROM THE CONDUITS PRIOR TO PLACEMENT OF COMMUNICATION CABLES.

ALL PULLBOXES SHALL BE SIZES AND INSTALLED PER ANSI/TIA/EIA-569A. PULLBOXES FOR
UNDER FLOOR CONDUIT RUNS ARE NOT PERMITTED UNLESS OTHERWISE NOTED.
PULLBOXES FOR OVERHEAD CONDUIT RUNS SHALL BE LOCATED ABOVE ACCESSIBLE
CEILINGS WITHIN THE ACCESSIBLE CEILING SPACE.

CONTRACTOR SHALL SUBMIT FIRE ALARM PLANS AND OBTAIN APPROVAL PRIOR TO
INSTALLATION.

ALL WORK SHOWN SHALL BE IN ACCORDANCE WITH 2019 CALIFORNIA ELECTRICAL
CODE (CEC).

PLAN NOTES

A. ALL RECEPTACLES ON COMMON WALLS SHALL HAVE SEPARATE BOXES AND A 24"

MINIMUM OFFSET.

AN APPROVED FIRESTOP SYSTEM EQUAL TO OR GREATER THAN THE FIRE RATING OF THE
WALL SHALL BE PROVIDED AT ALL PENETRATIONS THROUGH FIRE-RATED WALLS.

. MOUNTING HEIGHT OF ALL RECEPTACLES AT COUNTER SHALL BE VERIFIED WITH

OWNER'S REPRESENTATIVE PRIOR TO ROUGH-IN. RECEPTACLES MOUNTED WITHIN é FEET
OF ANY SINCK SHALL BE G.F.C.I.

. ALL UNDERGROUND CONDUITS SHALL BE PVC SCHED. 40, MINIMUM 3/4"C. RUN

CODE-SIZED INSULATED EQUIPMENT GROUND CONDUCTOR.

#

1.

KEY NOTES

NUMBERS INDICATE NOTES SHOWN ON PLAN

REFER TO MECHANICAL EQUIPMENT SCHEDULE ON SHEET E207 FOR MOTOR
FEEDER/BRANCH CIRCUIT INFORMATION.

PROVIDE 1/2" C.O.(S) FOR LOCAL AREA THERMOSTAT CONTROL AND CONNECTION TO
FACP FOR HVAC SHUTDOWN AS REQUIRED. REFER TO THE MECHANICAL DRAWINGS OR
EQUIPMENT CONTROL WIRING DIAGRAMS FOR MORE INFORMATION.

FAN COIL UNIT (FC) SHALL BE POWERED BY CORRESPONDING OUTDOOR UNIT
CU-2/HP-1. REFER TO SHEETS E201 AND E207 FOR LOCATION OF OUTDOOR UNIT.
COORDINATE EXACT LOCATION AND REQUIREMENTS WITH MECHANICAL PRIOR TO
ROUGH-IN.

NATIONAL

ENGINEERING & CONSULTING, INC

30 THOMAS, IRVINE, CA 92618-2703
PHONE: (94%) 716-9990 | FAX: (949) 716-2997

STAMP:

COPYRIGHT:

C OPYRI GHT N O T1 CE:
COPYRIGHT IS RETAINED BY NATIONAL
ENGINEERING & CONSULTING INC. FROM THE
DATE OF ISSUANCE OF THESE DOCUMENTS.
DUPLICATION OF THESE DOCUMENTS OR THE
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CLIENT:
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OF CALIFORNIA, INC.

1050 S. FLOWER STREET
LOS ANGELES, CA 90015

PROJECT:

2853 WEST BLVD

LOS ANGELES, CA 90016

C-JAIME-001

# DESCRIPTION DATE
1ST SUBMITTAL 10/04/21
UTILITY COORDINATION | 04/08/22
/N\ PC RESUBMITTAL 05/18/22
/N PC RESUBMITTAL 10/28/22
/A HCD REVISION 1 12/16/22
/A PC RESUBMITTAL 02/02/23
/A | HCD & PC RESUBMITTAL | 06/06/23
/\| HCD RESUBMITTAL 06/14/23
/A PC RESUBMITTAL 07/10/23
/N PC RESUBMITTAL 02/27/24

Plot Date: 2/27/2024 3:41:40 PM

EVEL 6
HVAC
POWER PLAN

SHEET TITLE:

SHEET NO:

TE206



AutoCAD SHX Text
G-SEAL-ARCH-SIGN

AutoCAD SHX Text
G-SEAL-ARCH-STMP

AutoCAD SHX Text
G-SEAL-ELEC-SIGN

AutoCAD SHX Text
G-SEAL-ELEC-STMP

AutoCAD SHX Text
G-SEAL-STRU-SIGN

AutoCAD SHX Text
G-SEAL-STRU-STMP


\ M.11

' M.10 . M.9 . M.8 L M7 \ M.6 . M.5 \ M4 L M3 ) | M.2 . M.1
\ \ \
A
| | | | |
— == = . ——————- L — - " | — — — — — — —
N
k403—”,]3— 2 1
| a ! 2 | 503-11,13
br D
‘ ‘ ’ ‘ t@ UNIT 403 UNIT 503
502-11,13 —602-11,13 L i | / !
: 3 LI ¢
601-11,13 = B W | \ )
i cv
L2
T HP HP - UNIT 502 UNIT 602 [ ~ . I R N
i | - : N NI | | |
— L \ |
| ® ) (© %ﬁ \ﬁ ® = ||
1 0 ‘ ‘ |
_ ! _ ! . ﬁ% o _ | |
| 21 21 5 —

—

302-11,13+

402-11,13—

ROOF PLAN

SCALE

3/16" - 10"

MECHAN

PMENT SCHEDULE

UNIT

VIR | HPIW FUSE SIZE

DISC. SIZE/

FEEDER

KEYED
NOTES

N

HPAC

30AS,NF

208-1 op

1/2"'C, 2#12,

1#12G

30AS/NF

230-1 2P, WP

1/2'C, 2#12,

1#12G

30AS/NF

230-1 2P, WP
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230-1 . b WP
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1151 M

$

INDICATED FUSE SIZE IS BASED ON THE MOCP AS SHOWN ON THE MECHANICAL DRAWINGS.
CONTRACTOR TO VERIFY AND PROVIDE FUSE SIZE PER THE MANUFACTURER'S NAMEPLATE.
FUSE RATING SHOWN ON THE MANUFACTURER'S EQUIPMENT NAMEPLATE TAKES PRECEDENCE

OVER THE MOCP.

NON-FUSED DISCONNECT BY OTHERS.

POWERED VIA CU-2/HP-1.

POWERED VIA HP-2

1/2'C, 2#12,

1#12G

PLAN NOTES

A. CONTRACTOR TO VERIFY EXACT LOCATION AND REQUIREMENTS WITH MECHANICAL
PRIOR TO ROUGH-IN.

B. ALL ELECTRICAL DEVICES MOUNTED ON THE ROOF SHALL BE WEATHERPROOF TYPE.
COMPLETE INSTALLATION SHALL CONFORM TO THE REQUIREMENTS OF CALIFORNIA
ELECTRICAL CODE (CEC) ARTICLES 430 AND 440. RECEPTACLES SHALL BE GFCI TYPE.

KEY NOTES

# | NUMBERS INDICATE NOTES SHOWN ON PLAN

FEEDER/BRANCH CIRCUIT INFORMATION.

PACKAGE UNDER SEPARATE PERMIT SUBMITTAL.

1. REFER TO MECHANICAL EQUIPMENT SCHEDULE ON THIS SHEET FOR MOTOR

2. PROVIDE 1/2" C.0O.(S) FOR LOCAL AREA THERMOSTAT CONTROL AND CONNECTION TO
FACP FOR HVAC SHUTDOWN AS REQUIRED. REFER TO THE MECHANICAL DRAWINGS OR
A EQUIPMENT CONTROL WIRING DIAGRAMS FOR MORE INFORMATION.

3. ROOFTOP RECEPTACLE IS SHOWN FOR REFERENCE ONLY AS PART OF SEPARATE
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1 PROJECT:
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S2 1.1a
B LOS ANGELES, CA 90016
2 C-JAIME-001
A A # DESCRIPTION DATE
A 1ST SUBMITTAL 10/04/21
» TYPICAL TO UNITS: 202,205,304,405,504 TYPICAL TO UNITS: 204,302,305,402,404,502,505,601,602 UNIT: 203,303,403,503 UTILITY COORDINATION | 04/08/22
] PC RESUBMITTAL 05/18/22
( UNIT TYPE 1A ENLARGED POWER PLAN SCALE 3 UNIT TYPE 2 ENLARGED POWER PLAN SCALE 2 UNIT TYPE 3 ENLARGED POWER PLAN SCALE 1 AN
IZ 1/4" - 1-0" 1/4" - 1-0" 1/4" - 1-0" $ /2\ PC RESUBMITTAL 10/28/22
SIGNAL PLANNOTES = |PLANNOTES 77 TKEYNOTES Q. NODRESONL e
/N PC RESUBMITTAL 02/02/23
A. CONDUITS SHALL (a) CONTAIN NO CONTINUOUS SECTIONS LONGER THAN 30M OR 98 A. ALL RECEPTACLES ON COMMON WALLS SHALL HAVE SEPARATE BOXES AND A 24" # | NUMBERS INDICATE NOTES SHOWN ON PLAN /| HCD & PC RESUBMITTAL | 06/06/23
@]Tﬁg%#?&s?gmﬁg /'3 SUII\_/I\_CB)SI)E(T%A(I)\‘N(IZQ))LJ?T% IIDI\IIE SLR/EEE %\IFDSUCI_)LITS?))(R IIESVLIJEEI?AI\ECB(E'I;IFI’DTABLE MINIMUM OFFSET r1v PROVIDE 120V RECEPTACLES FOR MICROWAVE AND KITCHEN HOOD AS REQUIRED A\ HCD RESUBMITTAL 06/14/23
' ‘ B. AN APPROVED FIRESTOP SYSTEM EQUAL TO OR GREATER THAN THE FIRE RATING OF THE " COORDINATE EXACT LOCATION AND REQUIREMENTS PRIOR TO ROUGH-IN. ' /N PC RESUBMITTAL 07/10/23
B. CONDUITS SHALL CONTAIN PLASTIC OR NYLON PULL TAPE RATED AT 200 LBS. WALL SHALL BE PROVIDED AT ALL PENETRATIONS THROUGH FIRE-RATED WALLS.
02/27/24
C. CONDUIT BEND RADIUS SHALL BE (a) MINIMUM OF 6 TIMES OF THE INTERNAL CONDUIT C. MOUNTING HEIGHT OF ALL RECEPTACLES AT COUNTER SHALL BE VERIFIED WITH N OT US E D A PC RESUBMITTAL 1271
DIAMETER FOR 2" CONDUITS OR SMALLER, AND (b) 10 TIMES THE INTERNAL DIAMETER OWNER'S REPRESENTATIVE PRIOR TO ROUGH-IN. RECEPTACLES MOUNTED WITHIN 6 FEET
FOR LARGER THAN 2" CONDUITS. OF ANY SINCK SHALL BE G.F.C.. 3. PROVIDE 40A, 240V BREAKER FOR OVEN. VERIFY EXACT REQUIREMENTS AND LOCATION
/A PRIOR TO ROUGH-IN.
D. TERMINATE CONDUITS THAT PROTRUDE THROUGH STRUCTURAL FLOORS 3" ABOVE THE D. ALL UNDERGROUND CONDUITS SHALL BE PVC SCHED. 40, MINIMUM 3/4'C. RUN ORTOROUG
FLOOR SURFACE. CODE-SIZED INSULATED EQUIPMENT GROUND CONDUCTOR. A 4. REFER TO MECHANICAL EQUIPMENT SCHEDULE ON SHEET E207 FOR MOTOR/FEEDER
E. INSTALL BELL ENDS AND BUSHING AS REQUIRED ON ALL CONDUITS. E.  ARC-FAULT CIRCUIT INTERRUPTER PROTECTION SHALL BE PROVIDED AS REQUIRED IN BRANCH CIRCUIT INFORMATION.
210.12(A),(B),(C) AND (D). THE ARC-FAULT CIRCUIT INTERRUPTER SHALL BE INSTALLED IN . PROVIDE 1/2" C.O.(S) FOR LOCAL AREA THERMOSTAT CONTROL AND CONNECTION FOR
F.~ ALL SUB-SLAB CONDUITS SHALL BE INSTALLED IN A MATTER THAT PREVENTS WATER A REAI(DII_)Y(A)C(CLSSIBLE( LC))CATION. > Hv(/ic SHU%DOCWON (AS\)S ROEQUTID?(E:D. REFER TO THE?\)/\SECHEI\CI?CAL%RAWINCGOS OR crenre
INFILTRATION OF THE CONDUIT. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE A EQUIPMENT CONTROL WIRING DIAGRAMS FOR MORE INFORMATION
RAIN WATER OR CONSTRUCTION WATER IS PREVENTED FROM ENTERING AND/OR F.  ALL 125V, 15A AND 20A RECEPTACLES WITHIN A DWELLING UNIT/SPACE SHALL BE ‘
REMOVED FROM THE CONDUITS PRIOR TO PLACEMENT OF COMMUNICATION CABLES. TAMPER RESISTANT. yAN N OT US E D
G. ALL PULLBOXES SHALL BE SIZES AND INSTALLED PER ANSI/TIA/EIA-569A. PULLBOXES FOR G. ALL 120-VOLT, SINGLE-PHASE, 15 AND 20-AMPERE BRANCH CIRCUITS SUPPLYING A
UNDER FLOOR CONDUIT RUNS ARE NOT PERMITTED UNLESS OTHERWISE NOTED. OUTLETS OR DEVICES INSTALLED IN DWELLING UNIT KITCHENS, FAMILY ROOMS, DINING N OT US E D Plot Date: 2/27/2024 3:47:31 PM
PULLBOXES FOR OVERHEAD CONDUIT RUNS SHALL BE LOCATED ABOVE ACCESSIBLE ROOMS, LIVING ROOMS, PARLORS, LIBRARIES, DENS, BED ROOMS, SUNROOMS
CEILINGS WITHIN THE ACCESSIBLE CEILING SPACE. RECREATION ROOMS, CLOSETS, HALLWAYS, LAUNDRY AREAS, OR SIMILAR ROOMS SHEET TITLE:
AREAS SHALL BE PROTECTED BY ANY OF THE MEANS DESCRIBED IN 210.12(A)(1) N OT US E D :
H. CONTRACTOR SHALL SUBMIT FIRE ALARM PLANS AND OBTAIN APPROVAL PRIOR TO THROUGH (6)" E N LA R G E D U N |T

INSTALLATION.
9. PROVIDE GFCI BREAKER AT PANEL.
. ALL WORK SHOWN SHALL BE IN ACCORDANCE WITH 2019 CALIFORNIA ELECTRICAL P O W E R TY P | CA L
CODE (CEC). 10. SEE SHEET E303, DETAIL#3 FOR CONTINUATION.
11. SEE SHEET E303, DETAIL#2 FOR CONTINUATION. P I_ A N S
12. SEE SHEET E303, DETAIL#1 FOR CONTINUATION.

13. REFER TO SHEETS E202 THROUGH E206 FOR FAN COIL LOCATION AND BRANCH
CIRCUITING INFORMATION.

SHEET NO:

E301



AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
G-SEAL-ARCH-SIGN

AutoCAD SHX Text
G-SEAL-ARCH-STMP

AutoCAD SHX Text
G-SEAL-ELEC-SIGN

AutoCAD SHX Text
G-SEAL-ELEC-STMP

AutoCAD SHX Text
G-SEAL-STRU-SIGN

AutoCAD SHX Text
G-SEAL-STRU-STMP


A HPACT—
/A ]
HPAC 3 3
=P : : :
1 \
— =y — ‘
5 | 2| . g 201-19,21 |
s g (=E s ¥ \
BEDROOM #3 BEDROOM #2 BEDROOM #4 ‘ )
] I = BEDROOM #1 g
5 301-19,21 | g
BEDROOM #2 7 HPAC \
_| | BEDROOM#1 g A }
8 : \]T _
i | 7/ \ | 7\
g ENGINEERING & CONSULTING, INC
= | /T, e e e e e N e e N L
1 \ \ i 30 THOMAS, IRVINE, CA 922618-2703
S | \3@52\ | PHONE: (949) 716-9990 | FAX: [949) 716-9997
' L \
7777777 (AN N R A s — — — — ‘
- F T ae—e—re : = I - Al | STAMP:
il IIRE 9 ) | g BATHRO&\/I #3 NN N \
S : ~ I e
i | : ‘ Bel
) R —— || Iy ‘7 - e — I | ‘7 N I B I L I ‘::‘;/ ;‘7\ \ /] ‘
g BATHROOM #3 ) BATHROOM #2 | | 5 BATHROOM %1 \ AN |
| qran <Y il L N
/N ' N 9 || SR 77 &
_ anvii | _ an\ 3len | IET= P \:' =
23 il il 3 | H — - - — T
—~ | | || L e \ R _%| “ S —— |
9 = ( A=t | H | 1 ) =S 1/2C, 2412, 14126
= s | ] s 201-33,35
) * ) * 201-23.25 1/2'C, 2#12, 1#12G
HH HHL — }: 1/2'C, 3#12, 1 2(/)] 7'9 , ]
" I 201-27,29 @ * 1/2'C. 2#12, 1#12G COPYRIGHT:
VAN H——— 1/2°C, 2#12, 1 20113 COPYRIGHT NOTICE:
301-23,25 ——p iy Ht € 1/2'C, 3#12, 1#12G A COPYRIGHT IS RETAINED BY NATIONAL
A 1/2°C, 3#12, 1#12 - ENGINEERING & CONSULTING INC. FROM THE
301-27,29 11,3 , A DATE OF ISSUANCE OF THESE DOCUMENTS.
1/2'C, 2#12, 1#12 A 1/2°C, 3#12, 1#12G - ————— DUPLICATION OF THESE DOCUMENTS OR THE
J ——( 2 301-7.9 5 BUILT-WORK REPRESENTED BY THEM IS
L1 | 1/2'C 1/2°C, 2#12, 1#12G 2 PROHIBITED WITHOUT THE EXPRESS, WRITTEN
S ————— i — | Y | ————— N R [ CONSENT NATIONAL ENGINEERING &
— N ==
i 9£o1-4—f@ﬁ\30'ﬁ9 CONSULTING I NGC
. 27 o1 = H 9 201-8 ———— é
N - = 201-10 CLIENT:
] 16 1 KITCHEN .
(301 ) ] 9 |301-6 +\42
—| 66
=N ? Jore e JAIME PARTNERS
301-10
KITCHEN .
Py Ve et A A e oo OF CALIFORNIA, INC.
: ANURZZRS:Y S N
Al - +42" @18 }[:::::::::::: **********
| 2 5| A H | 1050 S. FLOWER STREET
ag EF
LIVING ROOM +80"
5 | SR +48" |5 } } } . LOS ANGELES, CA 90015
-t 1 - Reomets [T A | | 3/4'C, 348, 1#10G
| . | A +42" Y2220 2 )| 3
} : | | /6\30] .. ! |, PROJECT:
} | } | ; 3/4'C, 3#8, 1#10G B — ]|
22,220 22 3 N WPty |
, DINING ROOM
H |5, 2 | il il L 2853 WEST BLVD
- N an <
M I 5 ;| | ’ | N ’ N
! — } } DININGROOM & H H } } LOS ANGELES, CA 90016
N e - i | ﬁ
H | I X
I iy ’Eﬁf:::::::::::: \‘:j%f:“l‘;wj**i‘ﬁ:::::: |
1 N —= . C-JAIME-001
1] il # DESCRIPTION DATE
' | 1ST SUBMITTAL 10/04/21
UTILITY COORDINATION | 04/08/22
AN /N\ PC RESUBMITTAL 05/18/22
/A PC RESUBMITTAL 10/28/22
UNIT: 201 l Al  HCDREVISION | 12/16/22
¢ UNIT TYPE 4 ENLARGED POWER PLAN SCALE 2 UNIT TYPE 5 ENLARGED POWER PLAN SCALE 1 { /A PC RESUBMITTAL 02/02/23
R 1/4" - 1-0" 1/4" - 1-0" { /\| HCD & PC RESUBMITTAL | 06/06/23
N A AAANAANAANAAACLNACNAANCNANAANCAAANCANNA N AN
SIGNAL PLAN NOTES PLAN NOTES KEY NOTES L MCDRESUBMITAL _ 06/14/23
A\ PC RESUBMITTAL 07/10/23
A. CONDUITS SHALL (a) CONTAIN NO CONTINUOUS SECTIONS LONGER THAN 30M OR 98 A. ALL RECEPTACLES ON COMMON WALLS SHALL HAVE SEPARATE BOXES AND A 24" # | NUMBERS INDICATE NOTES SHOWN ON PLAN A /A PC RESUBMITTAL 02/27/24
FT, AND (b) CONTAIN NO MORE THAN (2) 90 DEGREE BENDS OR A REVERSE BEND MINIMUM OFFSET.
WITHOUT INSTALLING A PULLBOX. CONDUITS IN PLACE OF PULLBOX IS UNACCEPTABLE. . .
B. AN APPROVED FIRESTOP SYSTEM EQUAL TO OR GREATER THAN THE FIRE RATING OF THE ] E?g%%ﬂi?g ;(Echf [g%fﬁgﬁiﬁ'gg?g{fgﬁém% E;fgg?gggfeﬁlﬁmumm
B. CONDUITS SHALL CONTAIN PLASTIC OR NYLON PULL TAPE RATED AT 200 LBS. WALL SHALL BE PROVIDED AT ALL PENETRATIONS THROUGH FIRE-RATED WALLS. '
. Y v
C. CONDUIT BEND RADIUS SHALL BE (a) MINIMUM OF 6 TIMES OF THE INTERNAL CONDUIT C. MOUNTING HEIGHT OF ALL RECEPTACLES AT COUNTER SHALL BE VERIFIED WITH z EE%RN@jEMSE%BFOR DRYER. VERIFY EXACT REQUIREMENTS AND LOCATION
DIAMETER FOR 2" CONDUITS OR SMALLER, AND (b) 10 TIMES THE INTERNAL DIAMETER OWNER'S REPRESENTATIVE PRIOR TO ROUGH-IN. RECEPTACLES MOUNTED WITHIN 6 FEET ‘
FOR LARGER THAN 2" CONDUITS. OF ANY SINCK SHALL BE G.F.C.. 3. PROVIDE 40A, 240V BREAKER FOR OVEN. VERIFY EXACT REQUIREMENTS AND LOCATION
D. TERMINATE CONDUITS THAT PROTRUDE THROUGH STRUCTURAL FLOORS 3" ABOVE THE D. ALL UNDERGROUND CONDUITS SHALL BE PVC SCHED. 40, MINIMUM 3/4'C. RUN A PRIOR TO ROUGH-IN.
FLOOR SURFACE. CODE-SIZED INSULATED EQUIPMENT GROUND CONDUCTOR. A 4. REFER TO MECHANICAL EQUIPMENT SCHEDULE ON SHEET E207 FOR MOTOR/FEEDER
E. INSTALL BELL ENDS AND BUSHING AS REQUIRED ON ALL CONDUITS. E. ARC-FAULT CIRCUIT INTERRUPTER PROTECTION SHALL BE PROVIDED AS REQUIRED IN BRANCH CIRCUIT INFORMATION.
210.12(A),(B),(C) AND (D). THE ARC-FAULT CIRCUIT INTERRUPTER SHALL BE INSTALLED IN 5. PROVIDE 1/2" C.0.(S) FOR LOCAL AREA THERMOSTAT CONTROL AND CONNECTION TO
F.~ ALL SUB-SLAB CONDUITS SHALL BE INSTALLED IN A MATTER THAT PREVENTS WATER A READILY ACCESSIBLE LOCATION. FACP FOR HVAC SHUTDOWN AS REQUIRED. REFER TO THE MECHANICAL DRAWINGS OR , i~
INFILTRATION OF THE CONDUIT. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE A EQUIPMENT CONTROL WIRING DIAGRAMS FOR MORE INFORMATION Plot Date: 2/27/2024 3:36:42 PM
RAIN WATER OR CONSTRUCTION WATER IS PREVENTED FROM ENTERING AND/OR F. ALL 125V, 15A AND 20A RECEPTACLES WITHIN A DWELLING UNIT/SPACE SHALL BE :
REMOVED FROM THE CONDUITS PRIOR TO PLACEMENT OF COMMUNICATION CABLES. TAMPER RESISTANT. [5 6. PRO\/N @JTT;ETS E@mcuns "15,17"; 3#12 FOR CIRCUITS "19 & 21". ALL SHEET TITLE:
G. ALL PULLBOXES SHALL BE SIZES AND INSTALLED PER ANSI/TIA/EIA-569A. PULLBOXES FOR G. ALL 120-VOLT, SINGLE-PHASE, 15 AND 20-AMPERE BRANCH CIRCUITS SUPPLYING  /B\, CRedn . ‘ ENLARGED UNIT
UNDER FLOOR CONDUIT RUNS ARE NOT PERMITTED UNLESS OTHERWISE NOTED. OUTLETS OR DEVICES INSTALLED IN DWELLING UNIT KITCHENS, FAMILY ROOMS, DINING 7. PROVN@J?HUSREIESUITS "11,13" 3#12, FOR CIRCUITS 7 & 9", ALL CIRCUITS TO
PULLBOXES FOR OVERHEAD CONDUIT RUNS SHALL BE LOCATED ABOVE ACCESSIBLE ROOMS, LIVING ROOMS, PARLORS, LIBRARIES, DENS, BED ROOMS, SUNROOMS UTILIZE ] D.
CEILINGS WITHIN THE ACCESSIBLE CEILING SPACE. RECREATION ROOMS, CLOSETS, HALLWAYS, LAUNDRY AREAS, OR SIMILAR ROOMS P O W E R TY P | CA |_
AREAS SHALL BE PROTECTED BY ANY OF THE MEANS DESCRIBED IN 210.12(A)(1) 8. PROVIDE GFCI BREAKER AT PANEL.
H. CONTRACTOR SHALL SUBMIT FIRE ALARM PLANS AND OBTAIN APPROVAL PRIOR TO THROUGH (6]"
INSTALLATION. 9. SEE SHEET E304, DETAIL#2 FOR CONTINUATION. PLAN S
. ALL WORK SHOWN SHALL BE IN ACCORDANCE WITH 2019 CALIFORNIA ELECTRICAL 10. SEE SHEET E304, DETAIL#1 FOR CONTINUATION.
CODE (CEC). 11. REFER TO SHEETS E202 THROUGH E206 FOR FAN COIL LOCATION AND BRANCH
CIRCUITING INFORMATION. SHEET NO:
A E 3 O 2
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A = A = # DESCRIPTION DATE
/2\ - O O 1ST SUBMITTAL 10/04/21
-
TYPICAL TO UNITS: 202,205,304,405,504 TYPICAL TO UNITS: 204,302,305,402,404,502,505,601,602 UNIT: 203,303,403,503 ' UTILITY COORDINATION | 04/08/22
1 PC RESUBMITTAL 05/18/22
UNIT TYPE 1A ENLARGED LIGHTING PLAN SCALE 3 UNIT TYPE 2 ENLARGED LIGHTING PLAN SCALE 2 UNIT TYPE 3 ENLARGED LIGHTING PLAN SCALE 1 AN
1/4" - 1'-Q" 1/4" - 1-0" 1/4" - 1-0" /2\ PC RESUBMITTAL 10/28/22
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PLAN NOTES KEY NOTES NS T R
/A PC RESUBMITTAL 02/02/23
A. REFER TO ARCHITECTURAL REFLECTED CEILING PLAN FOR EXACT LOCATION OF ALL F. ALL 120-VOLT, SINGLE-PHASE, 15 AND 20-AMPERE BRANCH CIRCUITS SUPPLYING # | NUMBERS INDICATE NOTES SHOWN ON PLAN JAN /2\| HCD & PC RESUBMITTAL | 06/06/23
LIGHTING FIXTURES. OUTLETS OR DEVICES INSTALLED IN DWELLING UNIT KITCHENS, FAMILY ROOMS, DINING /N\| HCD RESUBMITTAL 06/14/23
5 COORDINATE EXACT LIGHTING FIXTURE LOCATIONS WITH MECHANICAL EQUIPMENT & ROOMS, LIVING ROOMS, PARLORS, LIBRARIRES, DENS, BED ROOMSM SUNROOMS 1. PROVIDE 120V LINE-VOLTAGE DIMMER SWITCH. COORDINATE WITH LIGHT FIXTURE
- RECREATION ROOMS, CLOSETS, HALLWAYS, LAUNDRY AREAS, R SIMILAR ROOMS OR MANUFACTURER EXACT DIMMER SWITCH COMPATIBILITY PRIOR TO PROCUREMENT. /7\ PC RESUBMITTAL 07/10/23
DUCT WORK PRIOR TO ROUGH-IN. /A\
AREAS SHAL BE PROTECTED BY ANY OF THE MEANS DESCRIBED IN 210.12(A) 1) REFER TO MECHANICAL EQUIPMENT SCHEDULE ON SHEET E207 FOR MOTOR/FEEDER /A PC RESUBMITTAL 02/27/24
C. CONTRACTOR TO VERIFY EXACT CEILING CONSTRUCTION WITH ARCHITECT PRIOR TO THROUGH (6)" BRANCH CIRCUIT INFORMATION A
ORDERING LIGHTING FIXTURES AND SHALL BE PROVIDED WITH ALL NECESSARY ‘
MOUNTING HARDWARE AND SUPPORTS. . SEE SHEET E301, DETAIL #3, FOR CONTINUATION.
D. ALLRECESSED FIXTURES SHALL BE PROVIDED WITH ALL REQUIRED STRUCTURAL SUPPORTS . SEE SHEET E301, DETAIL #2, FOR CONTINUATION.
AS REQUIRED BY THE CURRENTLY ADOPTED ISSUE OF IBC, AS WELL AS ANY LOCAL
CODES. . SEE SHEET E301, DETAIL #2, FOR CONTINUATION.
E. BRANCH CIRCUITS OF LIGHTING WITH DIMMING SHALL BE PROVIDED WITH A DEDICATED
NEUTRAL CONDUCTOR FOR EACH ZONE OR CHANNEL.
F.  FLUORESCENT / LED DIMMING ZONE OR CHANNEL SHALL BE PROVIDED WITH 3
LINE-VOLTAGE CONDUCTORS (DIMMED HOT, SWITCHED HOT AND NEUTRAL) OR AS
REQUIRED BY THE CONTROL OR BALLAST TYPE.
G. EXIT SIGNS SHOWN SHALL BE VERIFIED WITH THE ARCHITECTURAL PLANS FOR QUANTITY, Plot Date: 2/27/2024 3:32:20 PM
CHEVRONS AND NUMBER OF FACES PRIOR TO ORDERING.
H. ALL EMERGENCY LIGHTING SHOWN INCLUDING EXIT SIGNS POWERED BY STORAGE SHEET TITLE:
BATTERIES OR ON-SITE EMERGENCY GENERATORS SHALL BE ILLUMINATED AT ALL TIMES E N LA R G E D U N |T
WHEN THE BUILDING IS OCCUPIED AND SHALL HAVE A MINIMUM OF 90-MINUTE
EMERGENCY POWER DURATION. Ll G HTl N G TY P I CA L
. ALL LOW VOLTAGE LIGHTING SYSTEMS SHALL COMPLY WITH 2019 CEC ART. 411 AND
SHALL BE LISTED PER ART. 411.3. P LA N S
J.  ALL ELECTRICAL EQUIPMENT LOCATED OUTSIDE SHALL BE WEATHERPROOF.
K. ALL LIGHTING FIXTURES SHOWN WITH EMERGENCY BALLAST SHALL BE PROVIDED WITH
AN UNSWITCHED HOT CONNECTION TO THE CHARGING LEAD.
L. ALL WORK SHOWN SHALL BE IN ACCORDANCE WITH 2019 CALIFORNIA ELECTRICAL SHEET NO:
CODE (CEC).
E.  ARC-FAULT CIRCUIT INTERRUPTER PROTECTION SHALL BE PROVIDED AS REQUIRED IN
210.12(A),(B),(C) AND (D). THE ARC-FAULT CIRCUIT INTERRUPTER SHALL BE INSTALLED IN
A READILY ACCESSIBLE LOCATION.
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E # DESCRIPTION DATE
/2\ : ol 4 1ST SUBMITTAL 10/04/2]1
TYPICAL TO UNITS: 201,301,401,501 JAN - UNIT: 201 yAN - v‘z| UTILITY COORDINATION | 04/08/22
| PC RESUBMITTAL 05/18/22
UNIT TYPE 4 ENLARGED LIGHTING PLAN SCALE 2 UNIT TYPE 5 ENLARGED LIGHTING PLAN SCALE 1 AN 18/
a1 1o /A PC RESUBMITTAL 10/28/22
LA AN KEY NOTES /A\|  PC RESUBMITTAL 02/02/23
A. REFER TO ARCHITECTURAL REFLECTED CEILING PLAN FOR EXACT LOCATION OF ALL F.  ALL 120-VOLT, SINGLE-PHASE, 15 AND 20-AMPERE BRANCH CIRCUITS SUPPLYING # | NUMBERS INDICATE NOTES SHOWN ON PLAN JAN /2\| HCD & PC RESUBMITTAL | 06/06/23
LIGHTING FIXTURES. OUTLETS OR DEVICES INSTALLED IN DWELLING UNIT KITCHENS, FAMILY ROOMS, DINING /|  HCD RESUBMITTAL 06/14/23
ROOMS, LIVING ROOMS, PARLORS, LIBRARIRES, DENS, BED ROOMSM SUNROOMS 1. PROVIDE 120V LINE-VOLTAGE DIMMER SWITCH. COORDINATE WITH LIGHT FIXTURE
B. COORDINATE EXACT LIGHTING FIXTURE LOCATIONS WITH MECHANICAL EQUIPMENT & RECREATION ROOMS, CLOSETS, HALLWAYS, LAUNDRY AREAS, R SIMILAR ROOMS OR MANUFACTURER EXACT DIMMER SWITCH COMPATIBILITY PRIOR TO PROCUREMENT. /\ /N PC RESUBMITTAL 07/10/23
DT WORK PRIOR T ROTSIN AREAS STALL BE PROTECTED BY ANY OF THE MEANS DESCRIBED IN 210.T2(A)(1) REFER TO MECHANICAL EQUIPMENT SCHEDULE ON SHEET E207 FOR MOTOR/FEEDER /A PC RESUBMITTAL 02/27/24
C. CONTRACTOR TO VERIFY EXACT CEILING CONSTRUCTION WITH ARCHITECT PRIOR TO THROUGH (6)" BRANCH GIRGUIT INFORM(?ALTJION v ! / A
ORDERING LIGHTING FIXTURES AND SHALL BE PROVIDED WITH ALL NECESSARY ‘
MOUNTING HARDWARE AND SUPPORTS. . SEE SHEET E302, DETAIL #2, FOR CONTINUATION,
D. ALL RECESSED FIXTURES SHALL BE PROVIDED WITH ALL REQUIRED STRUCTURAL SUPPORTS . SEE SHEET E302, DETAIL #1, FOR CONTINUATION,
AS REQUIRED BY THE CURRENTLY ADOPTED ISSUE OF IBC, AS WELL AS ANY LOCAL
CODES.

E. BRANCH CIRCUITS OF LIGHTING WITH DIMMING SHALL BE PROVIDED WITH A DEDICATED
NEUTRAL CONDUCTOR FOR EACH ZONE OR CHANNEL.

F. FLUORESCENT / LED DIMMING ZONE OR CHANNEL SHALL BE PROVIDED WITH 3
LINE-VOLTAGE CONDUCTORS (DIMMED HOT, SWITCHED HOT AND NEUTRAL) OR AS
REQUIRED BY THE CONTROL OR BALLAST TYPE.

G. EXIT SIGNS SHOWN SHALL BE VERIFIED WITH THE ARCHITECTURAL PLANS FOR QUANTITY, Plot Date: 2/27/2024 3:34:28 PM
CHEVRONS AND NUMBER OF FACES PRIOR TO ORDERING.

H. ALL EMERGENCY LIGHTING SHOWN INCLUDING EXIT SIGNS POWERED BY STORAGE SHEET TITLE:
BATTERIES OR ON-SITE EMERGENCY GENERATORS SHALL BE ILLUMINATED AT ALL TIMES E N LA R G E D U N |T
WHEN THE BUILDING IS OCCUPIED AND SHALL HAVE A MINIMUM OF 90-MINUTE
EMERGENCY POWER DURATION. Ll G HTI N G TY P I CA L

. ALLLOW VOLTAGE LIGHTING SYSTEMS SHALL COMPLY WITH 2019 CEC ART. 411 AND
SHALL BE LISTED PER ART. 411.3. P LA N S

J.  ALL ELECTRICAL EQUIPMENT LOCATED OUTSIDE SHALL BE WEATHERPROOF.

K. ALL LIGHTING FIXTURES SHOWN WITH EMERGENCY BALLAST SHALL BE PROVIDED WITH
AN UNSWITCHED HOT CONNECTION TO THE CHARGING LEAD.

L. ALL WORK SHOWN SHALL BE IN ACCORDANCE WITH 2019 CALIFORNIA ELECTRICAL SHEET NO:
CODE (CEC). A

E.  ARC-FAULT CIRCUIT INTERRUPTER PROTECTION SHALL BE PROVIDED AS REQUIRED IN
210.12(A),(B),(C) AND (D). THE ARC-FAULT CIRCUIT INTERRUPTER SHALL BE INSTALLED IN | 3 O 4

A READILY ACCESSIBLE LOCATION.
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TYPICAL TO UNITS: 202,205,304,405,504 TYPICAL TO UNITS: 204,302,305,402,404,502,505,601,602 UNIT: 203,303,403,503
UNIT TYPE 1A ENLARGED SMOKE DETECTOR PLAN SCALE 3 UNIT TYPE 2 ENLARGED SMOKE DETECTOR PLAN SCALE 2 UNIT TYPE 3 ENLARGED SMOKE DETECTOR PLAN SCALE 1
1/4" - 10" 1/4" - 10" 1/4" - 10"

PLAN NOTES

A. AN APPROVED FIRESTOP SYSTEM EQUAL TO OR GREATER THAN THE FIRE RATING OF THE
WALL SHALL BE PROVIDED AT ALL PENETRATIONS THROUGH FIRE-RATED WALLS.

B. ALL BRANCH CIRCUITS WITHIN A DWELLING UNIT SHALL BE CONNECTED TO CIRCUIT
BREAKERS WITH AFCI PROTECTION PER CEC 210.12.

KEY NOTES

#

1.

NUMBERS INDICATE NOTES SHOWN ON PLAN

TN

PROVIDE 120V POWER TO SMOKE AND CARBON MONOXIDE DETECTORS AS REQUIRED.

2CONTRACTOR TO ENSURE ALL SMOKE AND CARBON MONOXIDE DETECTORS ARE

INSTALLED PER CBC 907.2.11.

CONTRACTOR TO ENSURE ALL SMOKE AND CARBON MONOXIDE DETECTORS ARE
INTERCONNECTED WITHIN INDIVIDUAL UNITS PER CBC 907.2.11.5.
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# DESCRIPTION DATE

A - Y U 1ST SUBMITTAL 10/04/21
TYPICAL TO UNITS: 301,401,501 UNIT: 201 - v!l UTILITY COORDINATION | 04/08/22

UNIT TYPE 4 ENLARGED SMOKE DETECTOR PLAN SCALE 2 UNIT TYPE 5 ENLARGED SMOKE DETECTOR PLAN SCALE ‘IJI PC RESUBMITTAL | 05/18/22
14 10 . -= _ _ s PC RESUBMITTAL | 10/28/22
PLAN NOTES KEY NOTES

DA S HCD REVISION 1 12/16/22
A. AN APPROVED FIRESTOP SYSTEM EQUAL TO OR GREATER THAN THE FIRE RATING OF THE # NUMBERS INDICATE NOTES SHOWN ON PLAN A

ORTH

C

d

(]
q
qd

e e — g g < e — o — g g A e — g g o A o — g

PC RESUBMITTAL 02/02/23
WALL SHALL BE PROVIDED AT ALL PENETRATIONS THROUGH FIRE-RATED WALLS.

HCD & PC RESUBMITTAL | 06/06/23
HCD RESUBMITTAL 06/14/23
B. ALL BRANCH CIRCUITS WITHIN A DWELLING UNIT SHALL BE CONNECTED TO CIRCUIT
BREAKERS WITH AFCI PROTECTION PER CEC 210.12.

1. PROVIDE 120V POWER TO SMOKE AND CARBON MONOXIDE DETECTORS AS REQUIRED.
2CONTRACTOR TO ENSURE ALL SMOKE AND CARBON MONOXIDE DETECTORS ARE
INSTALLED PER CBC 907.2.11.

2. CONTRACTOR TO ENSURE ALL SMOKE AND CARBON MONOXIDE DETECTORS ARE
INTERCONNECTED WITHIN INDIVIDUAL UNITS PER CBC 907.2.11.5.

PC RESUBMITTAL 07/10/23
PC RESUBMITTAL 02/27/24

>
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SERVICE ENTRANCE EQUIPMENT "MST"

1200A, 120/208V- 3@ - 4W, NEMA-3R

MINIMUM SCC RATING SHALL BE 42,000A RMS SYMM (ASSUMED WORST CASE)
AVAILABLE FAULT CURRENT PER SERVING UTILITY COMPANY = 32,000A 6 /‘5\

DIST. BOARD "MBA"

1200A, 120/208V- 3@ - 4W, 42,000 AIC

L o e o —- —_ o o - — - —— - — - = —— — - — - - —— -~ — o — — e —_—
I I I I | | I | I I I
A | | 150A 100A 125A 100A ) 100A | 125A 100A 125A 100A 100A 125A 100A 125A 100A ) 100A | 125A 100A 125A 100A ) 100A | 100A ) 100A |
| N | | | A\ 2P 2P 2P 2P 2P 2p 2P 2P 2P 2P 2P 2P 2p 2P 2P 2P 2P 2P 2P 2P 2P 2P SPACE  SPACE
A4 400A 1200A
U.G.P.S 3|D 3P
] - - T - MST-1 I I I r o - ¢r | I I I
LL UNDERGROUND SVC ATST n E‘@ E‘@ E‘@ E—@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@ E‘@
LATERAL, SEE SITE 260A, 208V, 3@, L J_ L J L J
PLAN o 4-POLE, 50KAIC I"CO FOR CONTROLS — — — L — — — I B e i e I 4 . .
SEE SYSTEM = N GENSET"G1" [ [
GROUNDING € - 60KW/75KVA | |
DETAIL #3 SHEET = 2 208/120V, 3@, 4W | |
~402 ATST] SSKAIC = 250a | [ o o 3 g > > 09 o © = Bl © hi L 8 ~ @ > S 5 N
" 250, 3 | ® o1 5 5 5 5 5 5 5 5 3 3 3 3 3 3 3 3 3 3 3 3 3
_ EHP] | |12 = = = = = = = = = = = = = = = = = = = = =
op || D) SEE SYSTEM | |
. HP1-2 = —_—
) EHPI-1B > 1A GROUNDING
N \_ DETAIL #2 ON
(MASTER) \1OOA v \jHP]-lA %gOA SHEET E407
E FLA 150A 250A L
RLA 200A 3P =
LEVEL 1 WITH SHUNT| 3 LEVEL ]
\— 400AS/250AF
2 3P DISCONNECT 5 [ &[5 L & oL
i [H ] w [N ] i
|_ I~ VRN
1) 150A[ 2 4~ | 100A 1) 125A 1)2100A 1)2100A
J\ 2P Al2p J 2P J\op J\ 2P
N~ 1 NN
UNDER SEPARATE PACKAGE 201 | /N 202 | /\ | 203 204 | /N 205 | /N
SHOWN FOR REFERENCE ONLY : : : ] : |
LEVEL 2 — LEVEL 2
_ 2 = 2 = 2 +h 2 = 2 E— ]
D'_I_ i [N ] i w [N ]
I —
N N\ NV N\ _l
1) 1257 N8| 100A 1) 125A N ]100A) N\§| 100A
J 2P A|2p J|2p Alop A 2p
] N |
301 302 /A\ 303 304 A\ 305 /\\
1 1 1 1 1 |
LEVEL 3 I: — J LEVEL 3
2 +H 2 +h 2 +h 2 +h 2 ——+tp
I— i i [N ] [N ] [N ]
T 1/\,—; T T A T il
125A 100A 125A 100A 100A
HP4 ||LCP-4 ) X 5 ) X X
.J 2P JAl2P .J 2P Al 2P A 2P
s N1 "\/J
401 402 | /A\| 403 404 | /A\| 405 | /\
(SLAVE)
| 1 1 1 1 1
LEVEL 4 — — = LEVEL 4
2 b——-=tph 2 b——-=tph =+ 2 +h 2 b——=p
[H ] [H ] [N ] [N ] i
— —— T~ —l
1) 125A 1)2100A 1) 125A 1) 100A 1)2100A
.J 2P . .J 2P N 2P J\op
\-v N
501 502 | /A 503 504 | /N[ 505 | /A\
1 1 1 1 1
LEVEL 5 | LEVEL 5
| 2 b—=tp 2 b—=tp
| [N ] [N ]
Vdha\
«~| 1004/ *~2| 100A
A 2P N 2P
s P
601 | /| 602 | /N
1 1
LEVEL 6 LEVEL 6

GENERAL SINGLE-LINE DIAGRAM NOTES:

ALL DEVICES/ITEMS SHOWN ON THE SINGLE LINE DRAWINGS ARE NEW UNLESS OTHERWISE NOTED.

2. ALL OVERCURRENT DEVICES IN AN INDIVIDUAL PIECE OF EQUIPMENT SHALL HAVE AN AIC RATING EQUAL TO THE
OVERALL RATING OF THE EQUIPMENT-SERIES RATING OF DEVICES WITHIN A PIECE OF EQUIPMENT IS NOT ALLOWED. SEE
SPECIFICATIONS FOR MORE INFORMATION.

3. ALL TERMINATIONS AND ENCLOSURES SHALL BE RATED FOR USE WITH 75 DEGREE CELSIUS CONDUCTORS.

4. CONTRACTOR TO OBTAIN FAULT CURRENT RATING FROM THE UTILITY COMPANY PRIOR TO PURCHASE OF EQUIPMENT.
SEE ELECTRICAL SPECIFICATION FOR ADDITIONAL REQUIREMENTS.

5. HORIZONTAL BUS AND VERTICAL BUS SHALL BE FULL LENGTH AND NON-TAPERED.

6.  ALL OVERCURRENT DEVICES SERVING ELEVATORS SHALL BE SHUNT TRIP TYPE BREAKER. REFER TO CENTRAL MONITORING
SYSTEM SCHEMATIC AND ELEVATOR DETAIL FOR ADDITIONAL INFORMATION.

7.  CONTRACTOR SHALL CONDUCT, WITH THE ASSISTANCE OF THE SWITCH GEAR MANUFACTURER, AN ELECTRICAL HAZARD
ANALYSIS CONSISTING OF AN ARC FLASH STUDY, SHORT CIRCUIT STUDY AND AN COORDINATION STUDY TO DETERMINE
APPROPRIATE LEVEL OF PERSONNEL PROTECTIVE EQUIPMENT (PPE) AS REQUIRED BY NFPA 70E & IEEE STD 1584, AND TO
ENSURE PROPER COORDINATION (INCLUDING GROUND FAULT COORDINATION) EXISTS BETWEEN ALL OVER CURRENT
PROTECTIVE DEVICES SHOWN ON THE SINGLE LINE.

8. ALL SWITCHGEAR WITH OVERCURRENT DEVICE RATED OR CAN BE ADJUSTED AT 1200A OR HIGHER SHALL BE PROVIDED
WITH ENERGY-REDUCING ACTIVE ARC FLASH MITIGATION SYSTEM OR AN APPROVED EQUIVALENT MEANS IN
ACCORDANCE WITH NEC (OR CEC WHERE ADOPTED) 240.87.

KEYNOTES:

125A, 120/208V, 1, 3W LOAD CENTER TO BE PROVIDED WITH MODULAR UNIT (BY OTHERS).

CONTRACTOR TO STUB FEEDER IN ACCESSIBLE CEILING OUTSIDE RESPECTIVE MODULAR UNIT TO
BE EXTENDED TO MODULAR UNIT'S LOAD CENTER.

PROVIDE 250A , 3P, 208V ENCLOSED CIRCUIT BREAKER WITH SHUNT TRIP. PROVIDE 120V TO
SHUNT TRIP RELAY AS REQUIRED. SHUNT TRIP RELAY/MODULE SHALL BE ROUTED VIA NORMALLY

OPEN FIRE ALARM RELAY PER FIRE ALARM DRAWINGS. COORDINATE EXACT REQUIREMENTS WITH
FIRE ALARM VENDOR / INSTALLER PRIOR TO ROUGH-IN.

REFER TO GENERATOR SPECIFICATIONS ON SHEET E406 AND GENERATOR CUTSHEETS ON SHEET
E407 FOR MORE INFORMATION.

REFER TO ATS SPECIFICATIONS AND CUTSHEETS ON SHEET E408 FOR MORE INFORMATION.

REFER TO SHEET E409 LADWP APPROVED DRAWINGS FOR UTILITY COMPANIES AVAILABLE FAULT
CURRENT VALUES.

PROVIDE SUB-METERING EQUAL TO LEVITON "VERIFEYE" SERIES 8000 MULTIPLE POINT SMART METER KIT
AT 120/208V, 10, 3W WITH 12x2 PHASE CONFIGURATION.

REFER TO SHEET E402 FOR FEEDER SCHEDULE, VOLTAGE DROP VALUES AND
AVAILABLE FAULT CURRENT VALUES. REFER TO SHEET E403 FOR LOAD
CALCULATIONS.
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SINGLE-LINE DIAGRAM
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CLIENT:

JAIME PARTNERS
OF CALIFORNIA, INC.

1050 S. FLOWER STREET
LOS ANGELES, CA 90015

PROJECT:

2853 WEST BLVD

LOS ANGELES, CA 90016

C-JAIME-001
# DESCRIPTION DATE

1ST SUBMITTAL 10/04/21

UTILITY COORDINATION | 04/08/22

/N\ PC RESUBMITTAL 05/18/22
/N PC RESUBMITTAL 10/28/22
/A HCD REVISION 1 12/16/22
/N PC RESUBMITTAL 02/02/23
/A | HCD & PC RESUBMITTAL | 06/06/23
/A\| HCD RESUBMITTAL 06/14/23
/N PC RESUBMITTAL 07/10/23
/A PC RESUBMITTAL 02/27/24

Plot Date: 2/27/2024 3:31:37 PM
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DIAGRAM
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"RED HEAD" ANCHOR BOLT WITH MATCHING NUT
AND WASHERS AS REQUIRED FOR SEISMIC
RESTRAINT. (TYPICAL - 4 PLACES EACH SECTION)])

I |e ole ole o

30"

o ole oo ° ELEVATION NOTES:

NEMA-3R ENCLOSURE 1. THIS EQUIPMENT ELEVATION IS SHOWN FOR SCHEMATIC INFORMATION PURPOSES ONLY. CONTRACTOR TO REFER TO THE
FLOOR PLANS FOR EXACT EQUIPMENT ORIENTATION.

—_

[ (O —

2  PROVIDE A 1-1/2" HIGH HOUSEKEEPING PAD. PAD SHALL BE FLUSH WITH THE FACE OF EQUIPMENT WHEN LOCATED

INDOOR AND EXTEND 4" FROM THE FACE OF THE EQUIPMENT WHEN LOCATED OUTDOOR. PRIOR TO PAD ROUGH-IN,
CONTRACTOR SHALL: N A | | N A L
— 3¢ —— 30° —— 3¢ A.  VERIFY ALLOWABLE MAXIMUM METER HEIGHT REQUIREMENT WITH THE SERVING UTILITY COMPANY. ADJUST HEIGHT
OF THE HOUSEKEEPING PAD ACCORDINGLY TO COMFORM WITH THE UTILITY REQUIREMENTS. ENGINEERING & CONSULTING, INC
\ 30 THOMAS, IRVINE, CA 92618-2703
B.  VERIFY WITH THE LOCAL INSPECTOR PRIOR TO FORMING PAD(S) TO ENSURE ANY LOCAL CODE PHONE: (749) 716-9990 | FAX: [949) 716-9997
INTERPRETATIONS/CONDITIONS REGARDING HOUSEKEEPING PADS ARE MET.
STAMP:
3. CONTRACTOR TO SUBMIT SWITCHBOARD SHOP DRAWINGS TO THE SERVING UTILITY COMPANY FOR APPROVAL PRIOR TO
" " " " FABRICATION. CONTRACTOR SHALL SECURE WRITTEN APPROVAL FROM THE SERVING UTILITY COMPANY THAT THE
MBA HP1 PROPOSED SWITCHGEAR CONFORMS TO THE ELECTRIC UTILITY COMPANY REGULATIONS.
4. CONTRACTOR TO INCLUDE IN BASE BID TO VERIFY EXISTING CONDITIONS INCLUDING SECONDARY FEEDERS FROM UTILITY
UTILITY TRANSFORMER AND ANY OTHER ASSOCIATED EXISTING FEEDERS, IF BEING REUSED, TO ENSURE LENGTH OF FEEDERS IS
o0 SUFFICIENT TO LAND IN LUGS OF NEW EQUIPMENT. COORDINATE WITH SERVING UTILITY COMPANY APPROVED METHODS
OF EXTENDING FEEDERS AS REQUIRED.
PULL SECTION
5. ALLOWABLE DIMENSIONS IN THE MAIN ELECTRICAL ROOM IS A CRITICAL COORDINATION ITEM. CONTRACTOR SHALL
—05 —05 PROVIDE 1/4"= 1'-0" SCALE DRAWING WITH THE SWITCHGEAR SUBMITTALS SHOWING THAT ALL THE PROPOSED EQUIPMENT
WILL FIT IN THE ALLOTTED SPACE INCLUDING FUTURE EQUIPMENTS AS NOTED.
1200A 400A
00 00 6. SERVICE SERVICE ENTRANCE EQUIPMENT DIMENSIONS ARE BASED UPON EATON SWITCHBOARD. CONTACT Mr. JOHN JANSEN COPYRIGHT:
MAIN MAIN TEL. NO. (951) 316-5242. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY ADDITIONAL COST TO THE JOB DUE TO THE USE OF COPYRIGHT NOTICE:
(LOCKABLE) (LOCKABLE) ALTERNATE EQUIPMENT. COPYRIGHT IS RETAINED BY NATIONAL
ENGINEERING & CONSULTING INC. FROM THE
Y DATE OF ISSUANCE OF THESE DOCUMENTS.

| DUPLICATION OF THESE DOCUMENTS OR THE
BUILT-WORK REPRESENTED BY THEM IS
PROHIBITED WITHOUT THE EXPRESS, WRITTEN

SWITCHBOARD "MST" SRR AR RIS

CLIENT:

JAIME PARTNERS
OF CALIFORNIA, INC.

FOR REFERENCE ONLY
SWITCHBOARD ELEVATION—=—T 2 | "3 St o oors

PROJECT:
FEEDER CONDUIT & CONDUCTORS /5\ DIST. IN FT
ANCHOR TO WALL 12" O.C. MS1-1 (3) SETS OF 4'C WITH
MINIMUM. 4 #600KCMIL CU, 1#3/0O GND CU IN EACH 120 ’ 2853 WEST B I-VD
M MS1-2 4'C, 4#600KCMIL CU, 1#3 GND CU 130 ‘ -
%% % TELECOMMUNICATIONS GROUND WALL T~ LOS ANGELES, CA 90016
4
CONDUCTOR MINIMUM SIZE SHALL BE MBAT 2'C. 3#9/0 CU. 1#4 GND CU »a ADJUSTED FOR
BASED ON DISTANCE BETWEEN VOLTAGE DROP
TELECOMMUNICATIONS ROOM AND > INSULATED SPACERS L E E E FEEDER CONDUIT & CONDUCTORS DIST. IN FT — NOTES
SYSTEM GROUNDING BUS BAR AS ‘ ¢ > OIS TOR MBA-2 1-1/2'C, 3#1 CU, 148 GND CU -
FOLLOWS: L/ | | I MBA-16 | 2'C,3#2/0 CU, 1#4 GND CU 264 . ‘ S TR, )
g\%%% FQTC‘)O T ﬁ;jg EXPOSED GND. COPPER BUS ADIUSTED FOR MBA-3 2'C, 3#1/0 CU, 1#6 GND CU ) . C-JAIME-001
: 4'X1/2'x(LENGTH AS REQ'D) — MBA-17 2'C, 3#1/0 CU, 1#6 GND CU 219
MAIN BONDING JUMPER SHALL VOLTAGE DROP - # DESCRIPTION DATE
BE SIZED AS FOLLOWS: COMPRESSION LUGS (TYPICAL). ] - MBA-4 1-172°C, 3#1 CU, 1#8 GND CU
SERVICE SIZE M.B.J. SIZE MBA-18 2'C, 3#1/O CU. 1#6 GND CU : : . 1ST SUBMITTAL 10/04/21
0-1,000A #3/0 MBA-5 1-1/2'C, 3#1 CU, 1#8 GND CU . .
1,200A #4/0 PROVIDE CONNECTION OF GROUNDING MBA-19 2'C, 3#1/0 CU, 146 GND CU , ) ADJUSTED FOR UTILITY COORDINATION | 04/08/22
1,600A #250KCMIL CONDUCTORS/ BONDING JUMPERS USING VOLTAGE DROP /]\ PC RESUBMITTAL 05/18/22
2,000A #300KCMIL EXOTHERMIC WELDING PROCESS OR ADJUSTED FOR MBA-6 2'C, 3#1/O CU, 1#6 GND CU
2,500A #500KCMIL LISTED IRREVERSIBLE PRESSURE MBA-20 505 2'C, 3#1/0 CU, 1#6 GND CU VOLTAGE DROP /2\ PC RESUBMITTAL 10/28/22
3,000A #500KCMIL CONNECTORS PER ART.250.8. TYPICAL. g
4.000A 4 400KCMIL o o e 35170 CU 176 oD oL ADJUSTED FOR MBA-7 1-1/2'C, 3#1 CU, 1#8 GND CU A HCD REVISION 1 12/16/22
GROUNDING ELECTRODE VOLTAGE DROP e e 3#1/0 CU. 186 OND U /N PC RESUBMITTAL 02/02/23
CONDUCTOR SHALL BE - : :
SIZED AS FOLLOWS- 1 #%% cu. TO GROUNDED MBA-22 602 2'C, 3#1/0 CU, 1#6 GND CU ‘ . ADJUSTED FOR /A | HCD & PC RESUBMITTAL | 06/06/23
SERVICE SIZE G.EC. SIZE O @ @ @ @ oXe) @ @ @ @ @ O CONDUCTOR PER ART. 250.102. VOLTAGE DROP - N 06/14/23
T T a—— - MBA-9 1-1/2'C, 3#1 CU, 1#8 GND CU 6 HCD RESUBMITTAL /14/
201-400A #1/0 | [ LKk cu, 3/4C. TO TELE R e /2 4 CU THIGRD U ‘ - /\|  PC RESUBMITTAL 07/10/23
OVER 401A #3/0 | COMMUNICATIONS ROOM BACKBOARDS MBA-10 1-1/2'C, 3#1 CU, 148 GND CU
= - : ' 02/27/24
=5 ) ?LfE?UND'NG BUS BARS IF SHOWN ON HP1-2 ATS 2-1/2'C, 4#250KCMIL CU, 1#4GND CU /P\ PC RESUBMITTAL
BLACK LAMICOID NAMEPLATE W/ WHITE —— : . ]
MBA-11 2'C, 3#1/0 CU, 1#6 GND CU
EG'\%%'E/?IVDEB\SL%'ES'TZSEA;TQ(;%EA'AD TO EACH / L 1 #6cu., 1/2'C.TO UTILITY CO. G1-1 ATS] 2-1/2'C, 4#250KCMIL CU, 1#4GND CU -
: N ~ ' TELEPHONE/CATV BACKBOARD.
I ‘ / MBA-12 2'C, 3#1/0 CU, 1#6 GND CU Cgﬁig?gggp
1 #6 cu., 1/2'C. TO ELECTRODE PER ART. ATS1-1 EHP1 2-1/2"C, 4#250KCMIL CU, 1#4GND CU
250.52(A)(5), (A)(6), (A)(7) & 250.53 WHERE MBA-13 2'C, 3#1/0 CU, 1#6 GND CU -
NONE OF THE ELECTRODES IN ART. 250.52 EHP1-1A EELE\(/:LI élé\ 2-1/2'C, 3#4/O CU, 1#4GND CU A i
AJ(1), (A)(2), (A)(3) & (A)(4) ARE :
-Hra A SA\\)/SAI)LA{BEI(E A& (A MBA-14 2'C, 3#1/0 CU, 1#6 GND CU ADJUSTED FOR
| \ : EHP1-1B ELEV-1 2-1/2'C, 3#4/O CU, 144GND CU VOLTAGE DROP
PREN A SROUND RING I SEAUIRED L PROVIDE BONDING WITH 1 # *¥%cu., 1-1/4'C B e ‘ . .
ELSWHERE IN THESE DRAWINGS, PROVIDE cu., 1- : . 7.
BARE cu CONDUCTOR CONNECTION EQUAL TO NEAREST INTERIOR METAL, WATER PIPE Plot Date: 2/27/2024 3:33:21 PM
IN SIZE TO GROUND RING CONDUCTOR BUT 8" ENCLOSED (HOT, COLD, SPRINKLER, SEWER, ETC),
NOT LESS THAN #2 BARE cu., PER IN CONDUIT UNINTENTIONALLY GROUNDED BUILDING SHEET TITLE:
ART. 250.52(A) (4). STEEL, GAS PIPE, HVAC DUCTS IN THE BUILDING FEEDER SCH EDU I_E GEN ERAL NOTES
PER ART. 250.104 (A), (B), & (C) .
LviTﬂEé:gibg/:vxlcb/TgkA?NE;/E\;gg%\EET%OUND Y 1. ALL FEEDERS SHOWN, UNLESS SPECIFICALLY NOTED OTHERWISE, ARE PRESUMED TO BE ROUTED IN METAL RACEWAYS. IF F E E D E R S C H E D I_E
WATER PIPE WITHIN & OF POINT OF NI P.V.C. CONDUITS ARE UTILIZED, THE CONTRACTOR SHALL PROVIDE AN EQUIPMENT GROUND PER NEC, OR CEC WHERE U
ENTRANCE INTO THE BUILDING PER SERRKA KR ADOPTED, TABLE 250.122 OR, WHERE REQUIRED, PROVIDE A MAIN BONDING JUMPER PER TABLE 250.66 AND INCREASE
ART. 250.52(A) (1] LU LI X NN L THE CONDUIT SIZE ACCORDINGLY. AN D D ETA' LS
ONE 20 FT. LENGTH OF # % BARE COPPER o 1 # % cu., 3/4'C. TO EFFECTIVELY GROUNDED
ENCASED IN MIN. 2" OF CONCRETE ALL - g’g’;&;’j’(z'\)’m OF THE BLDG. PER ART. 2. THE VALUE INDICATED IS THE VOLTAGE DROP AT THE END OF THE FEEDER.
AROUND PER —— : :
ART. 250.52(A) (3). ,I, 3 ) 3. DISTANCE SHOWN IS FOR DESIGN PURPOSES ONLY AND IS NOT INTENDED FOR MATERIAL TAKEOFF. SHEET NO:
J
1]

A—

4.  CALCULATIONS ARE BASED UPON INITIAL VALUES RECEIVED FROM THE SERVING UTILITY OR ASSUMED WORST-CASE VALUE

FO R R E F E R E N C E O N I_Y '/:AI\ENEBELSNGTH/IMPEDANCE OF THE FEEDER. THE VALUE INDICATED IS THE AVAILABLE FAULT CURRENT AT THE END THE FO R R E F E R E N C E O N LY E 4 O 2
SYSTEM GROUNDING DETAIL —— 3 FEEDER SCHEDULE —— 1

NTS NTS
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| (sC)
143224

Amps

| (sC)
6132.66

Amps

| (sC)
3552 2

Amps

| (sC)
425397

Amps

| (sC)
4162.59

Amps

| (sC)
4618.98

Amps

| (sC)
4428 .96

Amps

| (sC)
3414 .51

Amps

| (sC)
4058

Amps

| (sC)
397477

Amps

| (sC)
4388.84

Amps

| (sC)
4216.94

Amps

| (sC)
3287.09

Amps

| (sC)
3879.29

Amps

| (sC)
3803.16

Amps

Feeder Voltage Phase | (sC) C L
MS1-2 | 208 3 32000 28033 | 130
Three phase fault current

f= 1.23 M= 0.4476
Feeder Voltage Phase | (sC) C L
HP1-1 208 3 14322.42 | 7493 84
Three phase fault current

f= 1.34 M= 0.4282
Feeder Voltage Phase [ (sC) C L
MBA-1 208 1 2319223 9317 | 231
Three phase fault current

f= 5.53 M= 0.1532
Feeder Voltage Phase [ (SC) C L
MBA-2 | 208 1 2319223 9317 | 186
Three phase fault current

f= 4.45 M= 0.1834
Feeder Voltage Phase [(sC) C L
MBA-3 | 208 1 2319223 9317 | 191
Three phase fault current

f= 4.57 M= 0.1795
Feeder Voltage Phase | (scC) C L
MBA-4 | 208 1 23192.23 9317 | 168
Three phase fault current

f= 4.02 M= 0.1992
Feeder Voltage Phase [(sC) C L
MBA-5 | 208 1 2319223 9317 | 177
Three phase fault current

f= 4.24 M= 0.191
Feeder Voltage Phase | (sC) C L
MBA-6 | 208 1 2319223 | 9317 | 242
Three phase fault current

f= 5.79 M= 0.1472
Feeder Voltage Phase [ (sC) C .
MBA-7 | 208 1 2319223 9317 | 197
Three phase fault current

f= 472 M= 0.175
Feeder Voltage Phase [ (sC) C L
MBA-8 | 208 1 2319223 9317 | 202
Three phase fault current

f= 4.83 M= 0.1714
Feeder Voltage Phase [ (SC) C L
MBA-9 | 208 1 23192.23 9317 | 179
Three phase fault current

f= 428 M= 0.1892
Feeder Voltage Phase | (sC) C L.
MBA-10| 208 1 2319223 9317 | 188
Three phase fault current

f= 4.50 M= 0.1818
Feeder Voltage Phase [ (SC) C L
MBA-11| 208 1 23192.23 9317 | 253
Three phase fault current

f= 6.06 M= 0.1417
Feeder Voltage Phase [ (scC) C R,
MBA-12| 208 1 2319223 9317 | 208
Three phase fault current

f= 4.98 M= 0.1673
Feeder Voltage Phase [ (sC) C .
MBA-13| 208 1 23192.23 9317 | 213
Three phase fault current

f= 5.10 M= 0.164

FOR REFERENCE ONLY

| (sC)

4180.55 Amps

| (sC)
4024.29 Amps

| (sC)

3768.73 Amps

| (sC)
3715.66 Amps

| (sC)

3645.75 Amps

| (sC)

3991.14 Amps

| (SC)

3848.47 Amps

| (sC) A

3904.99 Amps

| (sC)

3565.27 Amps

Feeder Voltage Phase | (SC) G L
MBA-14| 208 1 23192.23 | 9317 | 190
Three phase fault current

f= 4.55 M= 0.1803
Feeder Voltage Phase | (sC) C L
MBA-15| 208 1 23192.23 | 9317 | 199
Three phase fault current

f= 476 M= 0.1735
Feeder Voltage Phase [ (SC) C L
MBA-16| 208 1 23192.23 | 11423 | 264
Three phase fault current

f= 5.15 M= 0.1625
Feeder Voltage Phase | (SC) i L
MBA-17| 208 1 2319223 | 9317 | 219
Three phase fault current

f= 524 M= 0.1602
Feeder Voltage Phase | (SC) G L
MBA-18| 208 1 23192.23 | 9317 | 224
Three phase fault current

f= 5.36 M= 0.1572
Feeder Voltage Phase [ (SC) C L
MBA-19| 208 1 23192.23 | 9317 | 201
Three phase fault current

f= 4.81 M= 0.1721
Feeder Voltage Phase [ (SC) C L
MBA-20| 208 1 2319223 | 9317 | 210
Three phase fault current

f= 5.03 M= 0.1659
Feeder Voltage Phase | (SC) C L
MBA-21| 208 1 23192.23 | 11423 | 253
Three phase fault current

f= 494 M= 0.1684
Feeder Voltage Phase | (SC) e L
MBA-22| 208 1 2319223 | 9317 | 230
Three phase fault current

f= 5.5 M= 0.1537

TYPE 2: UNITS "204", "302", "305", "402,

L7V VN NN NN TN NVONAONANY ONONONANN, VWV VNV VNN VNV NN NN

TYPE 4: UNITS "301", "401" & "501"
SQUARE-FOOTAGE

1353 SF

OVEN RANGE

RANGE HOOD
MICROWAVE

DISHWASHER

WASHER / DRYER

EXHAUST FANS

GENERAL LOAD @ 3VA/SF
SMALL APPLIANCE @ 1500 VA / EA (2)

GARBAGE DISPOSAL
REFRIGERATOR

4059 VA
3000 VA
8100 VA
1240 VA

300 VA
1000 VA
1176 VA
1500 VA
1176 VA

200 VA

TOTALLOAD

PER NEC 220.82
FIRST 10KVA LOAD AT 100%
REMAINDER OF OTHER LOADS AT 40%

(1) FC/HP-2 UNITS @ 2330 VA EACH
(3) HPAC UNITS @ 2430 VA EACH

21751 VA

10000 VA

4700 VA

2330VA
7290 VA

TOTAL

LOAD CENTER SIZE

TYPE 5: UNIT "201"

SQUARE-FOOTAGE

24320 VA OR
116.9A @ 120/208V, 1@, 3W
125.0A

1612 SF

OVEN RANGE

RANGE HOOD
MICROWAVE

DISHWASHER

WASHER / DRYER

EXHAUST FANS

GENERAL LOAD @ 3VA/SF
SMALL APPLIANCE @ 1500 VA / EA (2)

GARBAGE DISPOSAL
REFRIGERATOR

4836 VA
3000 VA
8100 VA
1240 VA

300 VA
1000 VA
1176 VA
1500 VA
1176 VA

200 VA

PER NEC 220.82
FIRST 10KVA LOAD AT 100%
REMAINDER OF OTHER LOADS AT 40%

TOTALEXISTING LOAD

(1) FC/HP-2 UNITS @ 2330 VA EACH
(4) HPAC UNITS @ 2430 VA EACH

22528 VA

10000 VA

5011 VA

2330VA
9720 VA

TOTAL

AVAILABLE-FAULT CURRENT
CALCULATIONS

SCALE

NTS

LOAD CENTER SIZE

— e A A S A L el Nt/

27061 VA OR
130.1A @ 120/208V, 1@, 3W
150.0A

g

TYPE 1A: UNITS "202", "304", "405" & "504"

"502, 601" & "602" SQUARE-FOOTAGE = 521 SF
SQUARE-FOOTAGE 781 SF GENERAL LOAD @ 3V/ = 1563 VA
GENERAL LOAD @ 3VA/SF 2343VA SMALL APPLIANCE ¢ = 3000 VA
SMALL APPLIANCE @ 1500 VA / EA (2) 3000 VA OVEN RANGE = 8100 VA
OVEN RANGE 8100 VA WASHER / DRYER - 1240 VA
WASHER / DRYER 1240 VA RANGE HOOD = 300 VA
RANGE HOOD 300 VA MICROWAVE = 1000 VA
MICROWAVE 1000 VA GARBAGE DISPOSAL = 1176 VA
GARBAGE DISPOSAL 1176 VA REFRIGERATOR = 1500 VA
REFRIGERATOR 1500 VA DISHWASHER - 1176 VA
DISHWASHER 1176 VA EXHAUST FANS = 200 VA
EXHAUST FANS 200 VA TOTALEXISTING LOAL = 19255 VA
TOTAL EXISTING LOAD 20035 VA

PER NEC 220.82
PER NEC 220.82 FIRST 10KVA LOAD AT = 10000 VA
FIRST 10KVA LOAD AT 100% 10000 VA REMAINDER OF OTHE = 3702 VA
REMAINDER OF OTHER LOADS AT 40% 4014 VA
A (1) FC/-CU-2 UNITS @ = 1831 VA
(1) FC/HP-1 UNITS @ 1997 VA EACH 1997 VA (1) HPAC UNITS @ 24 = 2430 VA
(2) HPAC UNITS @ 2430 VA EACH 4860 VA
TOTAL - 17963 VA OR
TOTAL 20871 VA OR 86.4 A @ 120/208V, 10, 3W
100.3A @ 120/208V, 19, 3W LOAD CENTER SIZE = 100.0 A
LOAD CENTER SIZE 100.0A
TYPE 1A: UNITS "205"
TYPE 2: UNITS "404" , "505" SQUARE-FOOTAGE = 521 SF
GENERAL LOAD @ 3VA/SF = 1563 VA
SQUARE-FOOTAGE = 781 SF SMALL APPLIANCE @ 1500 VA / EA (2) = 3000 VA
GENERAL LOAD @ 3V/ = 2343 VA OVEN RANGE B 8100 VA
SMALL APPLIANCE ¢ = 3000 VA WASHER / DRYER = 1240 VA
OVEN RANGE = 8100 VA RANGE HOOD - 300 VA
WASHER / DRYER = 1240 VA MICROWAVE = 1000 VA
RANGE HOOD = 300 VA GARBAGE DISPOSAL = 1176 VA
MICROWAVE = 1000 VA REFRIGERATOR B 1500 VA
GARBAGE DISPOSAL = 1176 VA DISHWASHER = 1176 VA
REFRIGERATOR = 1500 VA EXHAUST FANS - 200 VA
DISHWASHER = 1176 VA TOTAL EXISTING LOAD = 19255 VA
EXHAUST FANS = 200 VA
TOTALEXISTING LOAL = 20035 VA PER NEC 220.82
FIRST 10KVA LOAD AT 100% B 10000 VA
PER NEC 220.82 REMAINDER OF OTHER LOADS AT 40% - 3702 VA
FIRST 10KVA LOAD AT = 10000 VA
REMAINDER OF OTHE = 4014 VA A (1) FC/HP-1 UNITS @ 1997 VA EACH = 1997 VA
(1) HPAC UNITS @ 2430 VA EACH = 2430 VA
(1) FC/-CU-2 UNITS @ = 1831 VA
(2) HPAC UNITS @ 24 = 4860 VA TOTAL B 18129 VA OR
87.2A @ 120/208V, 1, 3W
TOTAL = 20705 VA OR LOAD CENTER SIZE = 100.0A
99.5A @ 120/208V, 10, 3W
LOAD CENTERSIZE = 100.0 A A LOAD SUMMARY "HP1" FOR REFERENCE ONLY
EQUIPMENT
TYPE 3: UNITS "203", "303", "403" & "503" LIGHTING (X 1.25) - 3619 VA
SQUARE-FOOTAGE 1130 SF REFRIGERATOR = 900 VA
GENERAL LOAD @ 3VA/SF 3390 VA CONVENIENCE OUTLET - 6840 VA
SMALL APPLIANCE @ 1500 VA / EA (2) 3000 VA HVAC B 9355 VA
OVEN RANGE 8100 VA EV CHARGERS (4) (X 1.25) = 33280 VA
WASHER / DRYER 1240 VA WATER HEATER = 2880 VA
RANGE HOOD 300 VA PUMP - 25VA
MICROWAVE 1000 VA ELEVATOR = 56480 VA
GARBAGE DISPOSAL 1176 VA MISC. LOADS = 1460 VA
REFRIGERATOR 1500 VA PARKING GARAGE GATE = 800 VA
DISHWASHER 1176 VA INVERTER (X 1.25) = 125 VA
EXHAUST FANS 200 VA PANEL "HP4" - 8927 VA
TOTAL EXISTING LOAD 21082 VA 25% OF LARGEST MOTOR (ELEVATOR) = 14120 VA
TOTAL R 124691.0 VA OR
PER NEC 220.82 346.4 A @ 120/208V, 3@, 4W
FIRST 10KVA LOAD AT 100% 10000 VA
REMAINDER OF OTHER LOADS AT 40% 4433 VA LOAD SUMMARY "HP4" FOR REFERENCE ONLY
EQUIPMENT
(1) FC/-CU-2 UNITS @ 1831 VA EACH 1831 VA LIGHTING (X 1.25) 2 TIAVA
(2) HPAC UNITS @ 2430 VA EACH 4860 VA CONVENIENCE IUTLES = SEVA
PUMP - 50 VA
TOTAL 21124VA OR HVAL - A
101.6A @ 120/208V, 10, 3W INWERTER [X. 1.25) > SABNA
LOAD CENTER SIZE 125.0A e = SRR

LOAD SUMMARY "MSA" TOTAL = 8927.3 VA OR
22 UNIT RESIDENTIAL 215794.4VA 24.8 A @ 120/208V, 3@, AW
PNL HP1 128093.8 VA
TOTAL 343888.2 VA OR

955.2 A @ 120/208V, 3@, 4W
RECOMMENDED SERVICE SIZE 1200.0 A

LOAD SUMMARY (22 UNITS)
EQUIPMENT LEVEL 2 LEVEL 3 LEVEL4  LEVEL5 LEVEL6 CONN VA (100%)
LIGHTING 5 5 5 5 2 62235 VA
SMALL APPLIANCE CIRCUITS 5 5 5 5 2 66000 VA
OVEN / RANGE 5 5 5 5 2 178200 VA
WASHER / DRYER 5 5 5 5 2 27280 VA
RANGE HOOD 5 5 5 5 2 6600 VA
MICROWAVE 5 5 5 5 2 22000 VA
DISPOSAL 5 5 5 5 2 25872 VA
REFRIGERATOR 5 5 5 5 2 33000 VA
DISHWASHER 5 5 5 5 2 23496 VA
EXHAUST FANS 5 5 5 5 2 4400 VA
FC/HP-1 2 2 1 1 2 15976 VA
FC/HP-2 1 1 1 1 0 9320 VA
FC/CU-2 2 2 3 3 0 18310 VA
HPAC UNITS 11 11 11 b} 4 106740 VA
TOTAL 599429 VA

DEMAND FACTOR AT

PER NEC 220-84 36%
TOTAL LOAD 215794.4 VA OR

N N N A o A A" e e N et et e et et e et e e e e et et et e et et N e el e N N N N et N N e e e et et N

599.4 A @ 120/208V, 3@, 4W YAN
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HOUSE PANEL SCHEDULES
(FOR REFERENCE ONLY)

PANEL HP4
MOUNTING SURFACE DOUBLE LUG m VOLTS 120/208 MAIN M
NEMA 3R NO 200% NEUTRAL NO PHASE 3 BUS 125A
FEED THRU NO VG BUS NO WIRE & AlC. 10,000
N L. C KRM B G G B MR K C L N
(0] CO Il E|IlH K | I K I'E/ Il OC (@]
T LOCATION LNT C|SI R R R R S C TNL LOCATION il
E V PIC C C CiP V E
S A B C A B C S
4THFLOORHALL RECEPT . 900 5 20111 1 2 1201 11, 163 4TH FLOOR LTG
5TH FLOOR HALL RECEPT 900 5 20111 3 4 1201 9 99 4TH FLOOR EM LTG
6TH FLOOR RECEPT 720 4 2011 5 6 | 20/1 12 179 5TH FLOOR LTG
6TH FLOOR EXTERIOR RECEPT 540 3 2011 7 8 | 20/1 9 99 5TH FLOOR EM LTG
"LCP4" 200 112011 9 10 | 20/1 6 79 6TH FLOOR LTG
SPARE 20111 11 12 1 20/1 11 39 4TH FLOOR CEF-2
SPARE 20/1 1 13 14 20/1 1 39 5TH FLOOR CEF-2
SPARE 20/11 1 15 16 20/1 |1 39 6TH FLOOR CEF-2
SPARE 20/11 1 17 18 | 20/1 SPARE
EF-1 73 1:20/1] 19 20 | 20/1 1, 350 INVERTER -INV2
SF-1 696 11201 21 22 20/1 1 25 CP-1 3RD FLOOR
ROOF RECEPT 720 4 20/11 1 23 24 1 20/1 1 25 CP-1 5TH FLOOR
4TH FLR REMOTE METERS, EKM 300 6201 25 26 2011 7 700 4TH FLOOR FSD & SMOKE DETECTORS
5TH FLR REMOTE METERS 250 20/11 | 27 28 2011 7 700 4TH FLOOR FSD & SMOKE DETECTORS
SPACE 31 32 120117 700 5TH FLOOR FSD & SMOKE DETECTORS
SPACE 33 34 20/ SPARE
SPACE 39 36 | 20/1 SPARE
SPACE 3 38 SPACE
SPACE 39 40 SPACE
SPACE 41 42 SPACE
A= 3864 B= 2988 C= 2433
TOTAL VA= 9285 WI/LCL= 9527 AMPS= 26.5 TOTAL LCL= 969 X .25= 242
HIGH PHASE VA= 3864 W/LCL= 4017 HIGH PHASE AMPS= 33.5 HIGH PHASE LCL= 612 X .25= 153

PANEL HP1
MOUNTING SURFACE DOUBLE LUG NO VOLTS 120/208 MAIN 400A
NEMA 3R NO 200% NEUTRAL NO PHASE 3 BUS 400A
FEED THRU NO VG BUS NO WIRE 4 AlC. 22,000
N L. C KR M B C C B MR K CIL N
(@] CO Il E}JIl K | [ K I'E/l OIC (@]
T LOCATION LINT C S R R R R S CTINIL LOCATION T
E \% PIC c c CcC P \% E
S A B Cc A B C S
G | UNDERCOUNTER FRIDGE 900 1 20111 1 2 40/2 1, 3328 EV CHARGER
COMMON SPACE CONV RECEPT 900 5 2011 3 4 - - 3328 -
MAILBOXES/STORAGE CONV RECEPT 720 4 2011 5 6 40/2 1 3328 EV CHARGER
LOBBY CONVRECEPT 540 3 20/1 g 8 - - 3328 ——
UTILITY/TRASH RM CONV RECEPT 540 3 2011 9 10  40/2 3328 EV CHARGER
2ND FLOOR HALL RECEPT 900 5 20/11 11 12 -—- - 3328 —
3RD FLOOR HALL RECEPT | 900 5 20/1 1 13 14 | 20/1 1 360 RECEPT TEL BACKBD
PARKING GARAGE LTG 264 6 20/1 1 15 16 | 20/1 11 163 2ND FLOORLTG
PARKING GARAGE EMLTG 264 6 20/1 1 17 18 | 20/1 10 132 2ND FLOOR EM LTG
STAIR#1 LTG 341 20/1 1 19 20 1 20/1 10, 130 3RD FLOOR LTG
STAIR#2 LTG 310 20/1 1 21 22 1 20/1 9 99 3RD FLOOR EM LTG
1ST FLOOR WALL LTG 184 20/1 1 23 24 1 20/1 5 900 STAIR #1 RECEPTS
SPARE 20/1 1 25 26 | 20/1 4 720 STAIR #2 RECEPTS
1ST FLOOR EXTERIOR LTG 104 13 201 27 28 201 1.2 268 ELEVATOR PIT LTS, RECEPT
1ST FLOOR COMMON SPACELTG 279 17 20/1 1 29 30  20/1 1 180 | ELEVATOR MACHINERM RECEPT
BIKE STORAGE/BLD SERVICESLTG | 310 10 20/1 | 31 32 12011 1 200 SECURITY KEYPAD
CORRIDOR/MAIL/JANITOR LTG 227 17 20/11 1 33 34 1 20/1 1 100 INVERTER "INV1"
LGP 200 1120/11] 35 36 | 20/1 1 180 PARKING GARAGE GFI
VRF-1 23 1115/2 | 37 38 120/1 1 13 CEF-1
— 23 -1 — 1 39 40 | 30/1 1 2880 WH-1 WATER HEATER
VRF-2 92 1115/2 41 42 1 20/1 1 25 CP-1 2ND FLOOR
——- 92 -1 — 43 44 40/2 1 3328 EV CHARGER
2ND FLOOR CEF-2 39 1120/1| 45 446 - - 3328 ——
3RD FLOOR CEF-2 39 1120/11 ] 47 48 1 20/1 2 360 | BIKE REPAIR RECEPTS
"FACP" 200 1120/1 | 49 50 1 15/2 1 1012 CU-1
"PBS" 200 1120/11 51 52 — | - 1012 ——
PARKING GARAGE GATE 800 1120/1] 53 54 120/1 1 570 CEF-3
PNL "HP4" 3864 11100/3] 55 56 1250/3 1 19100 PNL "EHP1" -
-— 2988 -1 - 57 58 — | - 19200 VIA "ATS-1" -
——- 2433 -1 -— | 59 60 -— | - 18000 —— -
2ND FLR REMOTE METERS | 250 51201 61 62 20/11 7 700 2ND FLR FSD & SMOKE DETECTORS
3RD FLR REMOTE METERS 250 5120/1 63 64 12011 7 700 2ND FLR FSD & SMOKE DETECTORS
HP-3 3220 1150/2| 65 66 | 20/11 7 700 | 3RD FLR FSD & SMOKE DETECTORS
-— 3220 - — | 67 68 20/11 7 700 3RD FLR FSD & SMOKE DETECTORS
SPACE 69 70 SPACE
SPACE 71 72 SPACE
] — —]
\__\\ //
1 " ]
A= 43559 B= 40251 C= 36834
TOTAL VA= 120644 W/LCL= 128094 AMPS= 355.8 TOTAL LCL= 29799 X .25= 7450
HIGH PHASE VA= 43559 WI/LCL= 46250 HIGH PHASE AMPS= 385.4 HIGH PHASE LCL= 10765 X.25= 2691

PANEL SCHEDULE NOTES:

42" g9gzm T q ™

EXISTING BREAKER WITH NEW LOAD
PROVIDE GFCI TYPE DEVICE.
PROVIDE HACR BREAKER

PROVIDE LOCK-ON DEVICE.
PROVIDE A NEW BREAKER TO MATCH THE EXISTING
DEVICE CAPABLE OF BEING LOCK IN THE OPEN POSITION
PROVIDE A RED CIRCUIT BREAKER.
PROVIDE SHUNT TRIP DEVICE
PROVIDE APPROVED HANDLE-TIE FOR MULTIWIRE BREAKERS

HP4

HP1

SEE ELECTRICAL SPECIFICATION FOR MORE INFORMATION.
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TYPICAL UNIT PANEL SCHEDULES

LOAD CENTER 301,401,501

|

1o

>[5 e

1o

MOUNTING RECESSED DOUBLE LUG VOLTS 120/208 MAIN 125A
NEMA 3R NO 200% NEUTRAL PHASE 1 BUS 125A
FEED THRU NO I/G BUS WIRE 3 Al 10,000
N C K RM B C B MRKC L N
(0] Ol EII K I K I'E/1 O T (@]
T LOCATION N T C S R R/ R S C TING LOCATION T
E V PlC c C P \% A E
S A B A &L B S
BEDROOM#1 LTS/RECS, 1260 8 1 20/1 2 20111 5112 1125 KITCHEN LTS/LIVINGROOMRECS | G
BATHROOM #1 GFCI RECEPT 180 A 20/1 4 120/ 1 1500 REFRIGERATOR G
G | WASHER/DRYERCOMBO | 1240 6) 20/1 6 | 20/1 1 1176 GARBAGE DISPOSAL | G
HPAC-1 BR#1 1215 15/2 8 | 20/1 N 1068 DISHWASHER G
-—- 1215 -— 10 | 20/1 1/ 1800 MICROWAVE G
HP-2 1165 15/2 12 | 40/2 1 4050 OVEN
-—- 1165 -— 14 | —- - 4050 ——
BATHROOM #2 GFCI RECEPT 180 1 20/1 16 | 20/1 2 1500 | SMALL APPLIANCE RECEPT
BEDROOM #2 CONV LTS/RECS| 1554 8 20/1 18 120/1 1 1 R 1500 SMALL APPLIANCE RECEPT
HPAC-1 BR#2 1215 15/2 20 201 /6 300 | smoke DETECT. & cARBON MONOXIDE
—- 1215 e 22 201 7 2 1282 LIVING ROOM RECS/BALCONY LTS
BATHROOM #3 GFCI RECEPT 180 20/1 24 SPACE
BEDROOM #3 CONV LTS/RECS| 1734 20/1 26 SPACE
HPAC-1 BR#3 1215 15/2 28 SPACE
—- 1215 — 30 SPACE
] —
—— T
"‘--..________-.--
——
— _—“/
T —— /
LOAD CENTER 201
MOUNTING RECESSED DOUBLE LUG VOLTS 120/208 MAIN 150A
NEMA 3R NO 200% NEUTRAL PHASE 1 BUS 150A
FEED THRU NO I/G BUS WIRE 3 Alc” 10,000
N C K RM| B C| B MR KCIL N
(@] Ol E|Il K I KI11TE T OT (0]
T LOCATION N TIC/S| R RI R S CTNG LOCATION T
E \Y% P C C CiP \Y% E
S A B A A B S
T,G/ BEDROOM#1 LTS/RECS| 1260 8 A 20/1 2 12011 5 114] 1147 KITCHEN LTS/LIVINGROOM RECS | G
- | BATHROOM #1 GFC| RECEPT 180 6} 20/1 4 1201 1 1500 REFRIGERATOR G
G | WASHER'DRYERCOMBO | 1240 20/1 6 | 20/1 1 1176 GARBAGE DISPOSAL | G
HPAC-1 BR#1 1215 15/2 8 | 20/1 1A 1068 DISHWASHER G
— 1215 10 | 20/1 1 /6 1800 MICROWAVE G
HP-2 1165 15/2 12 | 40/2 1 4050 OVEN
-— 1165 -— 14| — - 4050 ——-
BATHROOM #2 GFC| RECEPT 180 1 20/1 16 | 20/1 2 1500 | SMALL APPLIANCE RECEPT
BEDROOM #2 CONV LTS/RECS | 1554 8 20/1 18 | 20/1 | 1 A 1500 SMALL APPLIANCE RECEPT
HPAC-1 BR#2 1215 15/2 20 1201 7 Z8\ 350 | smoke DETECT. & CARBON MONOXIDE
— 1215 -— 22 | 20/1 72 1282 LIVING ROOM RECS/BALCONY LTS
BATHROOM #3 GFC| RECEPT 180 20/1 24 | 20/1 9 1620 BEDROOM #3 CONV LTS/RECS
BEDROOM #3 CONV LTS/RECS | 1734 A 20/1 26 | 15/2 1215 HPAC-1 BR#4
HPAC-1 BR#3 1215 6) 15/2 281 — 1215 ——-
— 1215 -— 30
/ |
L —— \""--..
Ry P
] e
— T

o> h e

LOAD CENTER 202,205,304,405,504
MOUNTING RECESSED DOUBLE LUG NO VOLTS 120/208 MAIN 100A
NEMA 3R NO 200% NEUTRAL NO PHASE 1 BUS 100A
FEED THRU NO I/G BUS NO WIRE 3 Alc” 10,000
N LICK R M B C C/ B MRK C L N
O TIOII E I K | I K  IEIT1IOT (i)
T LOCATION GINIT C'S R R R R IS C T NG LOCATION T
E V P C C C C P \% E
S A B A B S
T,G BEDROOM#1 LTS/RECS, 1080 3.7 1120/11 1 2 120111 57| 1488 KITCHEN LTS/ LIVING RooM RECs | G
- | BATHROOM #1 GFCI RECEPT 180 1 201 3 4 201 1 1500 REFRIGERATOR G
G = WASHERDRYERCOMBO | 1240 1,201 5 6 | 20/1 1 1176 GARBAGE DISPOSAL | G
HPAC-1 1215 1.15/2 7 8 20/ 1 1068 DISHWASHER G
————— 1215 -1 -9 10 | 20/1 1 1800 MICROWAVE G
CU-2/HP-1 999 1115/2) 11 12 1 40/2 1 4050 OVEN
————— 999 -1 — 113 14 - A 4050 —
SPACE 15 16 120/1| /6\2 1500 | SMALL APPLIANCE RECEPT
SPACE 17 18 1 20/1 11 2 1500 SMALL APPLIANCE RECEPT
SPACE 19 20 1 201 150 | swoKE DETECT. & CARBON MONOXIDE
SPACE 21 22 SPACE
SPACE 23 24 SPACE
SPACE 25 26 SPACE
SPACE 27 28 SPACE
SPACE 29 30 SPACE
— E—
— T
\\
T
\-.______ //
\ /
LOAD CENTER '204,302,305,402,405,502,505,601 ,602
MOUNTING RECESSED DOUBLE LUG NO VOLTS 120/208 MAIN 100A
NEMA 3R NO 200% NEUTRAL NO PHASE 1 BUS 100A
FEED THRU NO VG BUS NO WIRE 3 Alc” 10,000
N L/ICK R M B C C B MR K CL N
(@] TOIIE Il K I | K I'El]l O'T (@]
T LOCATION GNT C'S R R R R S C TN LOCATION T
E Vv P C G C C P \% E
S A B A B S
T,G BEDROOM#1 LTS/RECS, 1080 3 11201 1 2 2011 A 7 1488 KITCHEN LTS/LVINGROOM RECS | G
- | BATHROOM #1 GFC| RECEPT 180 1 20/11 3 4 120/ 1 6\ 1500 REFRIGERATOR G
G | WASHER/DRYERCOMBO | 1240 12011 5 6 | 20/1 1 1176 GARBAGE DISPOSAL | G
HPAC-1 BR#1 1215 1.15/2) 7 8 |20/ 1 1068 DISHWASHER G
-— 1215 -1 -9 10 | 20/1 1 1800 MICROWAVE G
CU-2/HP-1 999 15/2 11 12 | 40/2 1 4050 OVEN
-— 999 -— 113 14 — - 4050 —
T | BATHROOM #2 GFCI RECEPT 180 1 20/11 15 16 | 20/1 2 1500 | SMALL APPLIANCE RECEPT
-,G | BeEDROOM #2 cONV LTS/RECS | 1014 2.5 112011 17 18 1 20/11 1 2 1500 SMALL APPLIANCE RECEPT
BATHROOM #2 MIRROR CABINET 276 1 1 20/1 19 20 20/1 200 SMOKE DETECT. & CARBON MONOXIDE
HPAC-1 BR#2 1215 1115/2 21 22 SPACE
— 1215 - - 123 24 SPACE
SPACE 25 26 SPACE
SPACE 27 28 SPACE
SPACE 29 30 SPACE
] T
B T —
-—-.\_\ e —
— \\___ //
LOAD CENTER 203,303,403,503
MOUNTING RECESSED DOUBLE LUG NO VOLTS 120/208 MAIN 125A
NEMA 3R NO 200% NEUTRAL NO PHASE L[ BUS 125A
FEED THRU NO VG BUS NO WIRE 3 Alc” 10,000
N LI C K RM B C C B MR K CIL N
(@] T O IEI K I | K I'EIl OT (@]
T LOCATION G NTICIS R R R R S C T NG LOCATION T
E V P C [ C C P V E
S A B A B S
T,G BEDROOM#1 LTS/RECS| 1080 3.7 1120/11) 1 2 2011 6112 1305 KITCHEN LTS/LIVING RoOM RECS | G
- | BATHROOM #1 GFC| RECEPT 180 1 2011 3 4 1201 1 1500 REFRIGERATOR G
G | WASHER/DRYERCOMBO | 1240 12011 5 6 | 20/1 1 1176 GARBAGE DISPOSAL | G
HPAC-1 BR#1 1215 1.15/2 7 8 |20/ 1 1068 DISHWASHER G
- 1215 - — 19 10 | 20/1 1 1800 MICROWAVE G
CU-2 915 1.15/2 11 12 1 40/2 1 4050 OVEN
————— 915 - —-— 113 14 | —- - 4050 ——
T | BATHROOM #2 GFCI RECEPT 180 1 20/11 15 16 | 20/1 1500 | SMALL APPLIANCE RECEPT
-,G | BEDROOM #2 CONV LTS/IRECS | 1374 2.7 11201 17 18 12011 1| e\ 1500 SMA LL APPLIANCE RECEPT
HPAC-1 BR#2 1215 11.15/2) 19 20 20/1 5 250 | SMOKE DETECT. & CARBON MONOXIDE
— 1215 - - 21 22 SPACE
T | BATHROOM #3 GFCI RECEPT 180 1 16 20/1 23 24 SPACE
-,G BEDROOM #3 CONV LTS/RECS | 1374 2.8 12011 25 26 SPACE
HPAC-1 BR#3 1215 1.15/2 27 28 SPACE
----- 1215 - - 129 30 SPACE
" —
// ""—-...,_____-
pa—
/ T
T — ]
T "

JAN

KEY NOTES

# [ NUMBERS INDICATE NOTES SHOWN ON PLAN

1. CIRCUIT BREAKER WITH AFCI PROTECTION.

2. PROVIDE APPROVED HANDLE-TIE FOR MULTIWIRE BREAKERS

REFER TO ELECTRICAL HVAC POWER PLANS ON SHEETS E201 THROUGH
E207 FOR RESPECTIVE OUTDOOR/INDOOR COMBINATION UNITS WITHIN
SPECIFIC MODULAR UNITS.

PANEL SCHEDULE NOTES:

42" g9gzm T q ™

EXISTING BREAKER WITH NEW LOAD
PROVIDE GFCI TYPE DEVICE.
PROVIDE HACR BREAKER

PROVIDE LOCK-ON DEVICE.
PROVIDE A NEW BREAKER TO MATCH THE EXISTING
DEVICE CAPABLE OF BEING LOCK IN THE OPEN POSITION
PROVIDE A RED CIRCUIT BREAKER.
PROVIDE SHUNT TRIP DEVICE
PROVIDE APPROVED HANDLE-TIE FOR MULTIWIRE BREAKERS

LOAD CENTER

LOAD CENTER

404,502,505,601,602

202,205, 307
304,405,504 401.50]
LOAD CENTER
204,302,305,402, | “OADGENTER

LOAD CENTER

203,303,403,503

SEE ELECTRICAL SPECIFICATION FOR MORE INFORMATION.
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LIGHTING FIXTURE SCHEDULE

RATED

FIXTURE MANUFACTURER WATTS

LAMP MANUFACTURER

/LAMPS

LAMP MODEL #

LIGHTING FIXTURE DESCRIPTION

LIGHTOLIER LED
#C6WDL25930WZ10UCLB

6" WALL-MOUNT LED DOWNLIGHT WITH 0-10V DIMMING. BLACK FINISH.

INCL. IN FIXTURE

RAYON LIGHTING LED

4" LED DOWNLIGHT WITH FROSED FILTER AND 0-10V DIMMING. WHITE FINISH

#RPA4-10L-30-UNV-ID-80-NC-RFA-B
WITH #4RFO-W-W

INCL. IN FIXTURE

LUTRON LED
#FPDT-R-30X-65-MW WITH

ROUND LED DOWNLIGHT WITH DIMMING DRIVER. MATTE WHITE TRIM.

#FPH-NX-F1

INCL. IN FIXTURE

LUTRON LED

12" UNDERCABINET LED LINEAR LIGHTING

#LMLD12L27XSXXWH

INCL. IN FIXTURE

LUTRON LED
#LMLD24L27XSXXUWH

24" UNDERCABINET LED LINEAR LIGHTING

INCL. IN FIXTURE

©
@
@
¢

TECH LIGHTING LED

LED REFLECTION MIRROR

#700VNRFL-LED930-120V

VERIFY THE EXACT MOUNTING REQUIREMENTS AND CEILING CONFIGURATION WITH
ARCHITECTURAL PLANS PRIOR TO ORDERING OF THE LIGHT FIXTURES. CONTRACTOR TO
PROVIDE ALL NECESSARY MOUNTING HARDWARE INCLUDING HANGERS, CLIPS AND/OR
SUPPORT CABLES, ETC AS REQUIRED TO PROVIDE A COMPLETE INSTALLATION. PROVIDE
STRUCTURAL SUPPORTS AS REQUIRED TO MEET THE CURRENT INTERNATIONAL BUILDING CODE
(IBC), AS WELL AS ANY APPLICABLE LOCAL CODES.

ALL WALL MOUNTED FIXTURES SHALL BE COORDINATED WITH THE ARCHITECTURAL ELEVATION
PLANS PRIOR TO ROUGH-IN. EXTERIOR MOUNTED FIXTURES SHALL HAVE U.L. LABEL LISTED FOR
WET LOCATION APPLICATION.

ALL FIXTURES FINISHES AND COLORS, UNLESS SPECIFIED AS CUSTOM COLOR, SHALL BE
SELECTED BY THE ARCHITECT FROM THE AVAILABLE MANUFACTURER STANDARD COLOR
OPTIONS. ALL FIXTURES SPECIFIED WITH CUSTOM COLOR SHALL BE SELECTED BY THE
ARCHITECT. CONTRACTOR TO PROVIDE COLOR SAMPLE CHIP AND PRIOR APPROVAL FROM
THE ARCHITECT PRIOR TO PLACING THE ORDER.

LIGHT FIXTURES INDICATED AS EMERGENCY, IDENTIFIED WITH "EB" SHALL BE PROVIDED WITH
INTEGRAL BATTERY PACK UNIT AS FOLLOWS:

LED LAMPS: 1100 LUMENS MINIMUM

LINEAR T8 FLUORESCENT LAMPS: 1400 LUMENS MINIMUM

LINEAR T5 FLUORESCENT LAMPS: 1200 LUMENS MINIMUM

COMPACT FLUORESCENT LAMPS: 1000 LUMENS MINIMUM

onoTaQ

EMERGENCY BALLAST SHALL BE AS MANUFACTURED BY IOTA, ILB-CP12, |-232, 1-320, ISL-540 &
[-420-EM-A RESPECTIVELY OR OTHER MANUFACTURER MEETING THE MINIMUM LUMEN OUTPUT
REQUIREMENTS.

ALL RECESSED LED/COMPACT FLUORESCENT DOWN LIGHT SUPPLIED WITH BATTERY PACK UNIT
SHALL BE PROVIDED WITH AN INTEGRAL TEST SWITCH / CHARGING INDICATOR LIGHT
MOUNTED INSIDE THE REFLECTOR.

ALL FLUORESCENT BALLAST SHALL BE ELECTRONIC TYPE, HIGH POWER FACTOR, MAXIMUM
TOTAL HARMONIC DISTORTION OF 20%, CLASS "A" OR BETTER SOUND RATING AND 0°
FAHRENHEIT FOR OUTDOOR APPLICATION.

LED DRIVERS SHALL HAVE 0-10V DIMMING CAPABILITIES AT MINMIMUM.

DIMMING FLUORESCENT BALLAST - REFER TO LIGHTING FIXTURE SCHEDULE.

HIGH INTENSITY DISCHARGED BALLAST SHALL BE HIGH POWER FACTOR, CONSTANT WATTAGE
TYPE WITH A MAXIMUM 20% TOTAL HARMONIC DISTORTION, CLASS "A" OR BETTER SOUND
RATING AND 0° FAHRENHEIT RATING FOR FIXTURES MOUNTED OUTDOOR.

ALL EXIT SIGNS SHALL BE INSTALLED IN ACCORDANCE WITH THE LOCAL FIRE PREVENTION
CODE AND LOCAL AUTHORITIES. CONTRACTOR TO PROVIDE ALL NECESSARY MOUNTING
HARDWARE AS REQUIRED. CONTRACTOR TO VERIFY CHEVRONS AND NUMBER OF FACES WITH
THE ARCHITECTURAL REFLECTED CEILING PLANS. ANY DISCREPANCIES BETWEEN THE
ARCHITECTURAL AND THE ELECTRICAL PLAN SHALL BE BROUGHT TO THE ATTENTION OF THE
ARCHITECT AND CONFIRMED PRIOR TO PLACEMENT OF THE ORDER.

. ALL FIXTURE VOLTAGES SHALL BE VERIFIED PRIOR TO PLACING THE ORDER.

CONTRACTOR TO REFER TO THE LIGHTING PLAN BRANCH CIRCUIT INFORMATION TO
CONFIRM VOLTAGE.

INCL. IN FIXTURE

13.

. LAMP MODEL INDICATED ON THE LAMP SECTION SHALL BE AS MANUFACTURED BY

G.E., OSRAM SYLVANIA, OR PHILIPS ONLY. ALL OTHERS SHALL BE REJECTED.

ANY DISCREPANCIES AND/OR CONFLICTS BETWEEN CATALOG NUMBERS
(LAMP/FIXTURE) AND FIXTURE DESCRIPTIONS SHALL BE BROUGHT TO THE ATTENTION OF
THE ENGINEER FOR CLARIFICATION PRIOR TO SUBMITTING BID AND/OR PLACING
ORDER.

. PROVIDE SHOP DRAWING SUBMITTALS FOR APPROVAL PRIOR TO PLACING THE ORDER.

SHOP DRAWING SUBMITTAL SHALL INCLUDE MANUFACTURER'S CUT SHEETS FOR EACH
LIGHT FIXTURE, LAMP AND BALLAST. SUBSTITUTIONS OF SPECIFIED PRODUCTS ARE
STRICTLY PROHIBITED - UNLESS PRIOR WRITTEN APPROVAL FROM THE ENGINEER IS
PROVIDED AND THAT ALL CONDITIONS STATED HEREIN ARE MET:

a. LIGHTING FIXTURE SUBSTITUTIONS SHALL BE FORMALLY PRESENTED TO THE
ENGINEER. CONTRACTOR SHALL MAKE ARRANGEMENT WITH THE ENGINEER 10
WORKING DAYS PRIOR TO BID TIME.

b. A COMPLETE AND OPERATING SAMPLE OF EACH SUBSTITUTED FIXTURES, WIRED
FOR 120V OPERATION, WITH LAMP, CORD AND PLUG.

c. PROVIDE COMPLETE PHOTOMETRIC CALCULATION WITH THE PROPOSED
SUBSTITUTE PRODUCT FOR ALL EXTERIOR LIGHTING AND INTERIOR LIGHTING
SUBSTITUTIONS, USING THE SPECIFIED LAMP TYPE AND WATTAGE. A
POINT-BY-POINT SCALED COMPUTER PRINTOUT SHALL BE PROVIDED INDICATING
THE ILLUMINATION LEVELS ARE MET. THE PROPOSED SUBSTITUTE SHALL PROVIDE
PERFORMANCE EQUAL TO, OR BETTER THAN THE SPECIFIED PRODUCTS. THE
PHOTOMETRIC REPORT MUST BE DONE IN ACCORDANCE WITH PUBLISHED I.E.S.
TESTING PROCEDURES AND CERTIFIED BY A REGISTERED ELECTRICAL ENGINEER.

d. A CURRENT ORIGINAL CATALOG DATA SHEET WITH LUMINAIRE CATALOG
NUMBERS SHALL BE PROVIDED. MODIFIED CATALOG DATA SHEETS WILL NOT BE
ACCEPTED.

e. ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL COSTS/PAYMENTS OF
ANY ESTABLISHED LIQUIDATED DAMAGES IF THE PROJECT SCHEDULE OR
COMPLETION OF PROJECT IS DELAYED DUE TO THE APPROVED SUBSTITUTION.

. PROVIDE INTERNAL DISCONNECT FOR ALL DOUBLE-ENDED FLUORESCENT

OR BALLASTED LIGHT FIXTURES THAT ARE SUPPLIED BY A MULTI-WIRE BRANCH CIRCUIT
AND CONTAIN BALLAST WHICH CAN BE SERVICED IN PLACE. PROVIDE AN INTERNAL
DISCONNECTING MEANS CAPABLE OF SIMULTANEOUSLY DISCONNECTING FROM THE
SOURCE OF SUPPLY ALL CONDUCTORS OF THE BALLAST, INCLUDING THE GROUNDING
CONDUCTOR IF ANY. THE LINE SIDE OF THE DISCONNECTING MEANS SHALL BE
GUARDED. THE DISCONNECTING MEANS SHALL BE LOCATED SO AS TO BE ACCESSIBLE
TO QUALIFIED PERSONS BEFORE SERVICING OR MAINTAINING THE BALLAST PER NEC
410.130(G). INTERNAL DISCONNECTS SHALL BE BY "IDEAL POWERPLUG DISCONNECTS",
"LINEAR DISCONNECT" OR EQUAL.
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