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SAFE DISPERSAL 
LOCATION

19' - 0"

7 ' - 0
"

50
' -

 3
"

EXISTING CURB RAMP
A#116903

EXISTING CURB RAMP
A#116903

SAFE DISPERSAL 
SIGNAGE PER 
DETAIL 16/A902

D100

D101

A102B

1A

3'
 - 

0"

3'
 - 

0"

1. FIELD VERIFY DIMENSIONS AND SLOPE PRIOR TO 
CONSTRUCTION.  

2. REFER TO CIVIL DRAWINGS FOR ADD'L INFORMATION.  

3. ALL (N) WORK TO CONFORM WITH 2019 CBC.  

4. PC PLANS TO MATCH THE PORTABLE CLASSROOM. 
PORTABLE CLASSROOMS WILL BE PROVIDED BY THE 
DISTRICT.  

5. PROVIDE 5% ACCESSIBLE SURFACE IN SAFE DISPERSAL 
AREA

(E) CONCRETE PAVING

PATH OF TRAVEL

(N) FIRE HYDRANT

(N) BUILDING/STRUCTURE

(E)

(N)

INDICATES EXISTING

INDICATES NEW

(N) FENCE PER 9/A500

(E) ASPHALT PAVING

(N) CONCRETE PAVING

(E) LIGHT POST

(E) FIRE HYDRANT

N

(N) RETAINING WALL PER S-100

(E) CHAIN LINK FENCE

A

(N) GUARDRAIL PER 1/A500

A

32
"

60" CLR. 24
"

60" CLR. TO 
BE 2% MAX 
SLOPE IN ALL 
DIRECTIONS
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As indicated

A102B

BASEBALL SITE PLAN

SCALE:  1" = 10'-0" 
REF: A101

A102B

1 BASEBALL SITE PLAN

KEYNOTES

LEGEND :

GENERAL NOTES :

GRAPHIC SCALE

Ref. N.

0' 5' 20'10'

SCALE: 1" = 10' - 0"    

1 (N) FIRE HYDRANT
2 (N) WATER FOUNTAIN, PER DETAIL 8/A820
3 (N) RAILING DETAIL PER 5/A500
4 (N) RETAINING WALL & RAILING CONNECTION PER DETAIL

2/S-100
5 (N) CATCH BASIN PER CIVIL, C-301

SAFE DISPERSAL AREA TOTAL:

12' x 40' = 480 SQ FT  / 20 NET = 24 OCCUPANCY

24 OCCUPANCY X  5 SQ FT = 120 SQ FT SAFE DISPERSAL AREA

"DESIGN PROFESSIONAL IN GENERAL RESPONSIBLE CHARGE STATEMENT:

THE POT IDENTIFIED IN THESE CONSTRUCTION DOCUMENTS IS COMPLIANT WITH THE 
CURRENT APPLICABLE CALIFORNIA BUILDING CODE ACCESSIBILITY PROVISIONS FOR 
PATH OF TRAVEL REQUIREMENTS FOR ALTERATIONS, ADDITIONS AND STRUCTURAL 
REPAIRS. AS PART OF THE DESIGN OF THIS PROJECT, THE POT WAS EXAMINED AND 
ANY ELEMENTS, COMPONENTS OR PORTIONS OF THE POT THAT WERE DETERMINED TO 
BE NONCOMPLIANT 1) HAVE BEEN IDENTIFIED AND 2) THE CORRECTIVE WORK 
NECESSARY TO BRING THEM INTO COMPLIANCE HAS BEEN INCLUDED WITHIN THE 
SCOPE OF THIS PROJECT;S WORK THROUGH DETAILS, DRAWINGS AND SPECIFICATIONS 
INCORPORATED INTO THESE CONSTRUCTION DOCUMENTS. ANY NON COMPLIANT 
ELEMENTS, COMPONENTS, OR PORTIONS OF THE POT THAT WILL NOT BE CORRECTED 
BY THIS PROJECT BASED ON VALUATION  THRESHOLD LIMITATIONS OR FINDING OF 
UNREASONABLE HARDSHIP ARE SO INDICATED IN THESE CONSTRUCTION DOCUMENTS. 

DURING CONSTRUCTION, IF POT ITEMS WITHIN THE SCOPE OF THE PROJECT 
REPRESENTED AS CODE COMPLIANT ARE FOUND TO BE NONCONFORMING BEYOND 
REASONABLE CONSTRUCTION TOLERANCES, THEY SHALL BE BROUGHT INTO 
COMPLIANCE WITH THE CBC AS A PART OF THIS PROJECT BY MEANS OF A 
CONSTRUCTION CHANGE DOCUMENT."

PATH OF TRAVEL, TECHNICAL REQUIREMENTS FOR ACCESSIBLE ROUTE

"ACCESSIBLE PATH OF TRAVEL AS INDICATED ON PLAN IS A BARRIER-FREE ACCESS 
ROUTE WITHOUT ABRUPT LEVEL CHANGES EXCEEDING 1/2" IF BEVELED AT 1:2 MAXIMUM 
SLOPE OR VERTICAL LEVEL CHANGES NOT EXCEEDING 1/4" MAXIMUM AND AT LEAST 48" 
IN WIDTH. SURFACE IS STABLE, FIRM, AND SLIP-RESISTANT. CROSS-SLOPE SHALL NOT 
BE STEEPER THAN 1:48 AND SLOPE IN THE DIRECTION OF TRAVEL SHALL NOT BE 
STEEPER THAN 1:20. ACCESSIBLE PATH OF TRAVEL SHALL BE MAINTAINED FREE OF 
OVERHANGING OBSTRUCTIONS TO 80" MINIMUM AND FREE OBJECTS PROTRUDING 
MORE THAN 4" FROM THE WALL, ABOVE 27" AND LESS THAN 80" ABOVE THE FLOOR. 
ARCHITECT SHALL VERIFY THAT THERE ARE NO BARRIERS IN THE PATH OF TRAVEL."

SCALE:  1/4" = 1'-0" 
REF: A102B

A102B

1A BB GATE DETAIL

A ADDENDUM A

1   GATE HINGE/CLOSER                               LOCINOX MAMMOTH 180
1    RIM EXIT DEVICE, STOREROOM            LC 16 43 5CH 525 8804 LESS PULL    US32D    SA
1    RIM CYLINDER                                          VERIFY WITH CAMPUS                        US32D
1    MORTISE CYLINDER                                VERIFY WITH CAMPUS                       US32D 
1    VANDAL RESISTANT TRIM                      VRT 24C                                                US32D     RO
1    DOOR STOP                                              462                                                         US32C     RO

DOOR NAME      DOOR WITH         DOOR HARDWARE                        COMMENTS
D100                        3'-0"                          DHWG 1
D101                        3'-0"                          DHWG 1
D102                        4'-0"                          DHWG 1

D
10

0

SEE GENERAL NOTE FOR DOOR 
HARDWARE FOR ALL GATES  



(E) BATTING CAGES

(E) ONE STORY  
APPROX. 920 SQ. FT

NON-SPRINKLER 
BUILDING
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APPROXIMATE LOCATION OF 

FUTURE PRESSBOX NIC

TOILET BUILDING

PC A#04-118238 
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SAFE DISPERSAL 

LOCATION

SAFE DISPERSAL 
SIGNAGE PER 
DETAIL 16/A902

15' - 0"

8' 
- 0

"

50' - 10"

DEMOLISH (E) CHAINLINK FENCE36"
D102

1. FIELD VERIFY DIMENSIONS AND SLOPE PRIOR TO 
CONSTRUCTION.  

2. REFER TO CIVIL DRAWINGS FOR ADD'L INFORMATION.  

3. ALL (N) WORK TO CONFORM WITH 2019 CBC.  
  

(E) CONCRETE PAVING

PROPOSED PATH OF TRAVEL 

(N) FIRE HYDRANT

(N) BUILDING/STRUCTURE

(E)

(N)

INDICATES EXISTING

INDICATES NEW

(E) CHAIN LINK FENCE

(E) ASPHALT PAVING

(N) CONCRETE PAVING

NIC. FUTURE BUILDING/STRUCTURE

(E) LIGHT POST

(E) FIRE HYDRANT

N

(N) FENCE PER 9/A500
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As indicated

A105A

SOFTBALL SITE PLAN

SCALE:  1" = 10'-0" 
REF: A101

A105A

1 SOFTBALL SITE PLAN

KEYNOTES

LEGEND :

GENERAL NOTES :

GRAPHIC SCALE

Ref. N.

0' 5' 20'10'

SCALE: 1" = 10' - 0"   

1 (N) FIRE HYDRANT
2 (N) PEDESTRIAN RAMP PER CIVIL
3 (N) WATER FOUNTAIN, PER DETAIL 8/A820

"DESIGN PROFESSIONAL IN GENERAL RESPONSIBLE CHARGE 
STATEMENT:

THE POT IDENTIFIED IN THESE CONSTRUCTION DOCUMENTS IS 
COMPLIANT WITH THE CURRENT APPLICABLE CALIFORNIA 
BUILDING CODE ACCESSIBILITY PROVISIONS FOR PATH OF TRAVEL 
REQUIREMENTS FOR ALTERATIONS, ADDITIONS AND STRUCTURAL 
REPAIRS. AS PART OF THE DESIGN OF THIS PROJECT, THE POT 
WAS EXAMINED AND ANY ELEMENTS, COMPONENTS OR PORTIONS 
OF THE POT THAT WERE DETERMINED TO BE NONCOMPLIANT 1) 
HAVE BEEN IDENTIFIED AND 2) THE CORRECTIVE WORK 
NECESSARY TO BRING THEM INTO COMPLIANCE HAS BEEN 
INCLUDED WITHIN THE SCOPE OF THIS PROJECT;S WORK 
THROUGH DETAILS, DRAWINGS AND SPECIFICATIONS 
INCORPORATED INTO THESE CONSTRUCTION DOCUMENTS. ANY 
NON COMPLIANT ELEMENTS, COMPONENTS, OR PORTIONS OF THE 
POT THAT WILL NOT BE CORRECTED BY THIS PROJECT BASED ON 
VALUATION  THRESHOLD LIMITATIONS OR FINDING OF 
UNREASONABLE HARDSHIP ARE SO INDICATED IN THESE 
CONSTRUCTION DOCUMENTS. 

DURING CONSTRUCTION, IF POT ITEMS WITHIN THE SCOPE OF THE 
PROJECT REPRESENTED AS CODE COMPLIANT ARE FOUND TO BE 
NONCONFORMING BEYOND REASONABLE CONSTRUCTION 
TOLERANCES, THEY SHALL BE BROUGHT INTO COMPLIANCE WITH 
THE CBC AS A PART OF THIS PROJECT BY MEANS OF A 
CONSTRUCTION CHANGE DOCUMENT."

PATH OF TRAVEL, TECHNICAL REQUIREMENTS FOR ACCESSIBLE 
ROUTE

"ACCESSIBLE PATH OF TRAVEL AS INDICATED ON PLAN IS A 
BARRIER-FREE ACCESS ROUTE WITHOUT ABRUPT LEVEL 
CHANGES EXCEEDING 1/2" IF BEVELED AT 1:2 MAXIMUM SLOPE OR 
VERTICAL LEVEL CHANGES NOT EXCEEDING 1/4" MAXIMUM AND AT 
LEAST 48" IN WIDTH. SURFACE IS STABLE, FIRM, AND SLIP-
RESISTANT. CROSS-SLOPE SHALL NOT BE STEEPER THAN 1:48 AND 
SLOPE IN THE DIRECTION OF TRAVEL SHALL NOT BE STEEPER 
THAN 1:20. ACCESSIBLE PATH OF TRAVEL SHALL BE MAINTAINED 
FREE OF OVERHANGING OBSTRUCTIONS TO 80" MINIMUM AND 
FREE OBJECTS PROTRUDING MORE THAN 4" FROM THE WALL, 
ABOVE 27" AND LESS THAN 80" ABOVE THE FLOOR. ARCHITECT 
SHALL VERIFY THAT THERE ARE NO BARRIERS IN THE PATH OF 
TRAVEL."

SAFE DISPERSAL AREA TOTAL:

12' x 40' = 480 SQ FT  / 20 NET = 24 OCCUPANCY

24 OCCUPANCY X  5 SQ FT = 120 SQ FT SAFE DISPERSAL AREA

A ADDENDUM A

A



1. LETTERS AND PICTOGRAM SYMBOL TO BE RAISED 1/32"
2. UPPER CASE CHARACTERS TO BE SANS SERIF, 5/8" MIN. 

TO 2" MAX. HT.
3. CHARACTER WIDTH TO HEIGHT RATIO TO BE BETWEEN 

3:5 AND 1:1
4. STROKE WIDTH TI HEIGHT RATIO TO BE BETWEEN 1:5 

AND 1:10
5. CHARACTERS & SYMBOLS SHALL CONTRAST WITH 

PICTOGRAMACCOMPANIED BY EQUIVALENT VERBAL 
DESCRIPTION DIRECTLY BELOW.

6. FIELD HEIGHT MINIMUM OF SIGN TO BE 6" X 6"
7. CHARACTERS AND BRAILLE SHALL BE FLUSH LFET OR 

CENTERED ON SIGNPER CBC SECTION 11B-701.

48" A.F.F. FROM BASLIE OF THE LOWEST BRAILLE CELL.
60" A.F.F. FROM THE BASILENE OF THE HIGHEST CHARACTERS 
11B-703.4.1.

NEW ROOM SIGN 
PLACED ON THE 
LATCH SIDE
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CLR. FLR SPACE 18"X18"
CENTERED ON TACTILE 
CHARACTERS PROVIDED 
BEYOND ARC OF ANY DOOR 
SWING BETWEEN CLOSED 
AND 45DEGREE OPEN 
POSITIONS

EQ EQ

GEOMETRIC DOOR 
DETAILS PER CBC 
11B-703.7.2.6 SEE 
SHEET A902

NEW 4" CONC. 
SIDEWALK W/
#3BARS @ 18" 
O/C EA. WAY

6"

4"
 M

A
X

.

6".

FRAMING PER
DETAIL 4/A500

#14 x 2" SMS (@ 
BACKING TRACK) 
MODIFIED TRUSS 
HEAD SCREW TYPE 
#17 TIP @ 16" O.C. 
TOP & BOT. MIN 2 W/ 
3/4" DIA. WASHERS 
AT EA. SCREW.

MARKER BOARD

4" MAX

S
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E
 E

LE
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. 
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.

36
"

A
F

F

(100# MAX. WT.)

WALL SURFACE 
PER PLAN

 HOLE

4" TO
HAND

13"

M
A

X
.

48
"

27
"

T
Y

P
.

1 
1/

4"

4A80BC

SQUARE TRIM

SECTION ELEVATION

MODEL4A80BC 
RECESSED FIRE-
EXTINGUISHER 
CABINET OR EQUAL

ROUGH OPENIG: 
25"Hx10 1/2"Wx4"D

CL

27
" 

M
A

X
.

WALL ANCHORING: AT MTL. 
STUD WALL USE: (4) #10 
SCREWS OR (4) 3/15" DIA. 
TAPCON TO CONCRETE, 1-1/2" 
EMBED PER ICC ESR-2202,
COORDINATE WITH 
MANUFACTURER.

3'
 -

 6
"

5' - 0" 5' - 0"

1 1/2" SCH. 40
ANODIZED
ALUMINUM PIPE

2
S-100

TYP.

18
"

20
"

MAX. O.C. PER MFRG.

8' - 0"

(4" MAX.)
3 3/4" TYP.

3'
 -

 4
"

H
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T

6'
 -

 0
"

V
A

R
IE

S
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R
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F

G
R

.
2"

TYP.

12" DIA.

1 3/4" TOP FORERUNNER "U"
RAIL PER MFGR. TYP.

2 1/2" SQ. POST PER
MFGR. TYP.

1" SQ. PICKET PER
MFGR. TYP.

1 3/4" BOTT. FORERUNNER 
"U" RAIL PER MFGR. TYP.

END CONNECTION 
BRACKET PER MFRG.

NOTE:
1.   ALL EXPOSED METAL TO BE GLAVANIZED AND PAINTED (COLORS
      TO BE SUBMITTED TO ARCHITECT AND OWNER FOR APPROVAL).
2.   REFER TO SPEC'S AND MANUFACTURER FOR ANY ADDITIONAL
      INFORMATION.
3.   FENCE MFGR./FABRICATOR TO BE RESPOSIBLE FOR ENGINEERING 
      AND STABILITY OF PROPOSED ROLLING GATED. CONTRACTOR 
      CONFIRM PRIOR TO FABRICATION & INSTALLATION.

TIE IN (E) CHAIN LINK FENCE
TO NEW POST WHERE 
OCCURS

R.O. PER DOOR SIZE

3'
 -

 4
"

H
E

IG
H

T

6'
 -

 0
" 4'

 -
 1

0"
TYP.

12" DIA.

METAL SCREEN PER 
MNFR. TYP.

1" SQ. PICKET MFGR. TYP.

END/GATE POST SIZE PER 
MNFR. TYP.

1 3/4" BOTT. FORERUNNER 
"U" RAIL PER MFGR. TYP.

END/SIDE GATE 
CONNECTION 
BRACKET PER MFRG.

NOTE:
1.   ALL EXPOSED METAL TO BE GLAVANIZED AND PAINTED (COLORS TO BE SUBMITTED TO ARCHITECT 
      AND OWNER FOR APPROVAL).
2.   REFER TO SPEC'S AND MANUFACTURER FOR ANY ADDITIONAL INFORMATION.
3.   COORDINATED HARWARE WITH FENCE MFGR. PRIOR TO DOOR FABRICATION & INSTALLATION.

1 3/4" WELD GATE TOP
FORERUNNER "U" RAIL PER
MFGR. TYP.

PER GATE SCHEDULE A102B

GATE SIZE3" LATCH CLR.
PER MFGR.

2 3/8" HINGE CLR.

36
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. 
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O
 4

2"
 M

A
X

.

10
"

(3
" 

M
A

X
.)

2"

36
" 

M
IN

. D
E

P
T

H

2'
 -

 0
"

DOOR CLOSURE
PER DOOR SCHED.
A702A

10" KICK PLATE ON 
INTERIOR & EXTERIOR

2" SQ. WELD GATE UPRIGHT 
PER MFGR. TYP.

PUSH BAR & HARDWARE 
PER DOOR SCHEDULES. 
COORDINATE W/MNFR. 
FOR INSTALLATION

7 
3/

8"

TOP/BOTT. WELD ON 
BOX HINGE PER 
MFRG. TYP.

8"

6"

6"

SET POST INTO 2"ØX8"
DEEP SLEEVE W/5000 PSI
NON-SHRINK GROUT, TYP.

3"

1 1/2"ØO.D. GALV. PIPE
RAIL POST

BASE PLATE SPOT
WELD UNDERSIDE, TYP.
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As indicated

A500

ARCHITECTURAL DETAILS

SCALE:  3/8" = 1'-0" A500

2 ACCESSIBLE DOOR SIGNAGE

SCALE:  1 1/2" = 1'-0" A500

3 CONCRETE WALK EDGE
SCALE:  3" = 1'-0" A500

6 MARKERBOARD MOUNTING

SCALE:  3/4" = 1'-0" A500

1 WALL MOUNT FIRE EXTINGUISHER CABINET

SCALE:  1/2" = 1'-0" A500

5 ALUMINUM PIPE RAILING

SCALE:  3/4" = 1'-0" A500

9

SCALE:  3/4" = 1'-0" A500

11 METAL

A

A

A ADDENDUM A

A

A

SCALE:  1 1/2" = 1'-0" A500

4 PIPE POST CONNECTION

NOT 
USED

 GATE

 METAL- FENCE



4
" 1/4" THICK 

ACRYLIC

SUBSURFACE 
GRAPHICS

1/8" MIN. - 1/4" MAX. 
CORNERS, TYP.
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1/4" THICK 
ACRYLIC

SUBSURFACE 
GRAPHICS
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1/4" THICK 
ACRYLIC

1/4" THICK 
ACRYLIC

SUBSURFACE 
GRAPHICS

1/8" MIN. - 1/4" MAX. 
CORNERS, TYP.
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APPLIES TO 
TOILET DOOR 
ONLY SEE 
SIGNAGE

18" MIN

4
5
.0

0
°

1
8
" 

M
IN

CENTERED ON 
TACTILE 

CHARACTERS

HINGE SIDE OF 
DOOR

11B-703.4.2 LOCATION. WHERE A TACTILE SIGN IS PRO-VIDED AT A DOOR, THE 
SIGN SHALL BE LOCATED ALONGSIDE THE DOOR AT THE LATCH SIDE. WHERE 
A TACTILE SIGN IS PROVIDED AT DOUBLE DOORS WITH ONE ACTIVE LEAF, THE 
SIGN SHALL BE LOCATED ON THE INACTIVE LEAF. WHERE A TACTILE SIGN IS 
PROVIDED AT DOUBLE DOORS WITH TWO ACTIVE LEAFS, THE SIGN SHALL BE 
LOCATED TO THE RIGHT OF THE RIGHT HAND DOOR. WHERE THERE IS NO 
WALL SPACE AT THE LATCH SIDE OF A SINGLE DOOR OR AT THE RIGHT SIDE 
OF DOUBLE DOORS, SIGNS SHALL BE LOCATED ON THE NEAREST ADJACENT 
WALL. SIGNS CONTAINING TACTILE CHARACTERS SHALL BE LOCATED SO 
THAT A CLEAR FLOOR SPACE OF 18 INCHES (457 MM) MINIMUM BY 18 INCHES 
(457 MM) MINIMUM, CENTERED ON THE TACTILE CHARACTERS, IS PROVIDED 
BEYOND THE ARC OF ANY DOOR SWING BETWEEN THE CLOSED POSITION 
AND 45 DEGREE OPEN POSITION. WHERE PROVIDED, SIGNS IDENTIFYING 
PERMANENT ROOMS AND SPACES SHALL BE LOCATED AT THE ENTRANCE TO, 
AND OUTSIDE OF THE ROOM OR SPACE. WHERE PROVIDED, SIGNS 
IDENTIFYING EXITS SHALL BE LOCATED AT THE EXIT DOOR WHEN 
APPROACHED IN THE DIRECTION OF EGRESS TRAVEL EXCEPTION: IN 
ALTERATIONS WHERE SIGN INSTALLATION LOCATIONS IDENTIFIED IN SECTION 
11B-703.4.2 ARE OBSTRUCTED OR OTHERWISE UNAVAILABLE FOR SIGN 
INSTAL-LATION, SIGNS WITH TACTILE CHARACTERS SHALL BE PERMIT-TED ON 
THE PUSH SIDE OF DOORS WITH CLOSERS AND WITHOUT HOLD-OPEN 
DEVICES. 

C
E

N
T

E
R

L
IN

E
 O

F
 T

H
E

 S
Y

M
B

O
L

5
8
" 

M
IN

 A
N

D
 6

0
" 

M
A

X

1. SIGN MATERIAL TO BE 1/8" THICK PLASTIC WITH 1/32" RAISED BORDER, 
GRAPHICS AND LETTERS. PROVIDE MECHANICAL MOUNTING WITH VANDAL 
RESISTANT FASTENERS. COMPLY WITH 4.30 AND A4.30 OF THE CBC. 

2. PROVIDE ONE SIGN WHERE INDICATED ON DOOR SCHEDULE OR PER 
PLANS. LOCATE SIGN MAXIMUM 12" AWAY FROM DOOR STRIKE SIDE, 
LOCATE SIGN 48" MIN. A.F.F. TO BOTTOM OF THE LOWEST BRAILLE AND 60" 
MAX. TO BOTTOM OF HIGHEST TEXT TACTILE LETTERING. SIGN SHALL BE 
CENTERED IN AN 18" X 18" CLEAR FLOOR SPACE BEYOND THE DOOR SWING 
ARC WITH 90 DEGREE INHIBITOR-TYPE CLOSER NEXT TO A TACTILE SIGN. 

3. CHARACTER TYPE: CHARACTERS ON SIGNS SHALL BE RAISED 1/32" 
MINIMUM AND SHALL BE SANS SERIF UPPERCASE CHARACTERS 
ACCOMPANIED BY GRADE 2 BRAILLE (SEE NOTE #7 BELOW).

4. CHARACTER SIZE: RAISED CHARACTERS SHALL BE A MINIMUM OF 5/8" AND 
A MAXIMUM OF 2" HIGH.

5. FINISH AND CONTRAST: CHARACTERS AND THEIR BACKGROUND SHALL 
HAVE A NON-GLARE FINISH. CHARACTERS SHALL CONTRAST WITH THEIR 
BACKGROUND WITH EITHER LIGHT CHARACTERS ON A DARK BACKGROUND 
OR DARK CHARACTERS ON A LIGHT BACKGROUND (CBC SECTION 
11B-703.5.1).

6. PROPORTIONS: RAISED CHARACTERS ON SIGNS SHALL BE SELECTED 
FROM FONTS WHERE THE WIDTH OF THE UPPERCASE LETTER "O" IS 60% 
MINIMUM AND 110% MAXIMUM OF THE HEIGHT OF THE UPPERCASE LETTER 
"I". STROKE THICKNESS OF THE UPPERCASE LETTER "I" SHALL BE 15% 
MAXIMUM OF THE HEIGHT OF THE CHARACTER. (CBC SECTION 11B-703.5.4)

7. PICTOGRAMS: PICTOGRAMS AND THEIR FIELD SHALL HAVE A NON-GLARE 
FINISH. PICTOGRAMS SHALL CONTRAST WITH THEIR FIELD WITH EITHER A 
LIGHT PICTOGRAM ON A DARK FIELD OR DARK PICTOGRAM ON A LIGHT 
FIELD. (CBC SECTION 11B-703.6.2)

8. BRAILLE: CALIFORNIA CONTRACTED GRADE 2 BRAILLE SHALL BE USED 
WHEREVER BRAILLE IS REQUIRED IN OTHER PORTIONS OF THESE 
STANDARDS. BRAILLE DOTS SHALL HAVE A DOMED OR ROUNDED SHAPE. 
THE INDICATION OF AN UPPERCASE LETTER OR LETTERS SHALL ONLY BE 
USED BEFORE THE FIRST WORD OF SENTENCES, PROPER NOUNS AND 
NAMES, INDIVIDUAL LETTERS OF THE ALPHABET, INITIALS, AND ACRONYMS. 
(CBC SECTION 11B-703.3.1)

9. POSITION: BRAILLE SHALL BE POSITIONED BELOW THE CORRESPONDING 
TEXT IN A HORIZONTAL FORMAT, FLUSH LEFT OR CENTERED. IF TEXT IS 
MULTILINED, BRAILLE SHALL BE PLACED BELOW THE ENTIRE TEXT. BRAILLE 
SHALL BE SEPARATED 3/8 INCH (9.5 MM) MINIMUM AND 1/2 INCH (12.7 MM) 
MAXIMUM FROM ANY OTHER TACTILE CHARACTERS AND 3/8 INCH (9.5 MM) 
MINIMUM FROM RAISED BORDERS AND DECORATIVE ELEMENTS. (CBC 
SECTION 11B-703.3.2) 

TABLE 11B-703.3.1 BRAILLE DIMENSIONS

MEASUREMENT RANGE
MIN. IN INCHES
MAX. IN INCHES

DOT BASE DIAMETER
0.059(1.5mm)

TO
0.063(1.6mm)

DISTANCE BETWEEN TWO DOTS IN THE SAME 
CELL

   0.100(2.5mm)

DISTANCE BETWEEN CORRESPONDING DOTS IN 
ADJECENT CELLS

0.300(7.6mm)

DOT HEIGHT
0.025(0.6mm)

TO
    0.037(0.9mm)

DISTANCE BETWEEN CORRESPONDING DOTS 
FROM ONE CELL DIRECTLY BELOW

0.395(10mm)
TO

0.400(10.2mm)

11B-703.7.2.6.4 EDGES AND VERTICES ON GEOMETRIC SYMBOLS.
EDGES SHALL BE EASED OR ROUNDED AT 1/16 INCH (1.59 MM) MINIMUM, OR 
CHAMFERED AT 1/8 INCH (3.2 MM) MAXIMUM. VERTICES SHALL BE RADIUSED 
BETWEEN 1/8 INCH (3.2MM) MINIMUM AND 1/4 INCH (6.4 MM) MAXIMUM.

1/8MIN - 1/4 MAX

3.2 - 6.4

RADIUS @ VERTICES

EDGES

..

1/8 MAX

3.2 

EASED / ROUNDED CHAMFERED

FIGURE 11B-703.7.2.6.4
EDGES AND VERTICES ON GEOMETRIC SYMBOLS
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FRONT ELEVATION

2" ALUMINUM POST

DIGITAL PRINT GRAPHICS
ON ALUMINUM COMPOSITE
PANEL (DIBOND OR OTHER)
WITH ANTI-GRAFFITI COATING,
ROUND CORNERS MIN. 1/2" RAD.
MOUNT TO POST WITH POST
CLAMP TOP & BOTTOM OF SIGN

No skateboards

No pets allowed 
on campus.

1' - 0"

1
' -

 0
"

2
' -

 0
"

ADDITIONAL REGULTORY 
INFORMATION MAY BE 
PROVIDED ON SINGLE 12"x12" 
PANEL MOUNTED BELOW

SMOKE 
FREE

Smoking and the use of 
tobacco products, 

including e-cigarettes is 
prohibited on all 

properties and in all 
vehicles owned or 
controlled by the 

District. Violation may 
result in a fine per 

SWCCD Policy 3570
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2" DIA. GALV. STL. STD. 
GAUGE FENCE POST 
EMBED 21" INTO 12" 
DIA. x 24" DP. CONC. 
FTNG.

TEXT ABOVE 70 INCHES TO BE 2" 
IN HEIGHT PER CBC 11B-703.5.5.

THIS DOOR TO REMAIN UNLOCKED DURING BUSINESS HOURS

NOTE:
MOUNT IN HEADER OF INTERIOR SIDE OF DOOR FRAME

7" MIN.
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SAFE 
DISPERSAL

AREA

WHITE SYMBOL COLOR 15090
PER FEDERAL STANDARD 595C

REFLECTORIZED SIGN 70 SQ.INCH 
MIN. -2" MIN. CHARACHTER HEIGHT 
WHEN HIGHER THAN +70" A.F.S.

* - REFER TO NOTE #2 DETAIL 
1/A921D FOR MOUNTING HEIGHT.

ALUMINUM 
SURFACE MOUNTED 
SIGN1

4
"

10"

EXTINGUISHER

FIRE

E
Q

.
E

Q
.

T.O. MOUNTED FIRE EXTINGUISHER

B.O. FINISHED CEILING

8
'-
0

" 
M

IN
.

1
'-
0

".
1

'-
6

".

2'-0". 1'-6".
6" MIN. HIGH, 1" MIN. STROKE
BUILDING NUMBER SIGN.

BUILDING ELEVATION-STREET SIDE

NOTES:
1.  BUILDING NUMBERS SHALL BE PLAINY VISIBLE AND LEGIBLE FROM 
     THE ROAD. NUMBERS SHALL CONTRAST WITH THEIR BACKGROUND AND
     COMPLY WITH CVFD GIUDLINES.

2.  CONFIRM NUMBERS WITH DISTRICT PRIOR TO FABRICATION.

3.  ATTACH TO BUILDING PER SIGN MANUFACTURER'S RECOMENDATION.
     COORDINATE WITH MODULAR COMPANY FOR REQUIRED BACKING.
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As indicated

A902

SIGNAGE DETAILS

SCALE:  3" = 1'-0" A902

2 MENS RESTROOM DOOR SIGN

SCALE:  3" = 1'-0" A902

3 WOMENS RESTROOM DOOR SIGN

SCALE:  3" = 1'-0" A902

4 UNISEX RESTROOM DOOR SIGN

SCALE:  1/2" = 1'-0" A902

1 SIGNAGE NOTES

GENERAL NOTES:
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6 MENS RESTROOM WALL SIGN
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7 WOMEN RESTROOM WALL SIGN
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9 TACTILE EXIT SIGN
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11 COLORS AND MATERIALS
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POST-MOUNTED
REGULATORY
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ELECTRICAL SYMBOLS AND

NOTES

1
DRAWING NOTE BUBBLE. SEE NOTES COLUMN SAME SHEET.

PVC               POLYVINYL CHLORIDE

MIN.               MINIMUM

A               AMPERE

AIC               AMPS INTERRUPTING CURRENT

AC               ASPHALT CONCRETE

N.T.S.               NOT TO SCALE

MFGR     MANUFACTURER

DETAIL REFERENCE.  DETAIL NUMBER

DETAIL REFERENCE,  SHEET DETAIL OCCURS ON

ØPH  OR

PHASE

SURFACE/STRUT MOUNTED PANELBOARD

POWER TRANSFORMER

GROUND

  NUMBER OF POLES

  SWITCH SIZE

   FUSE SIZE

DUPLEX RECEPTACLE, SURFACE MOUNTED, THE BOTTOM OF THE

OUTLET  SHALL BE INSTALLED NOT LESS THAN 15" AFF UNLESS

NOTED OTHERWISE.

FUSED SAFETY DISCONNECT SWITCH.  FUSES PER EQUIPMENT

MANUFACTURER RECOMMENDATION OR AS OTHERWISE NOTED.

SHALL NOT BE MTD. MORE THAN 48" AFF UON

FLUSH MOUNTED TELECOMMUNICATIONS OUTLET LOCATION.

PROVIDE 1-GANG PLASTER RING. WALL MOUNT AT 15" AFF UNLESS

OTHERWISE NOTED. PROVIDE CABLING AS SPECIFIED. "W"

INDICATES WALL PHONE LOCATION - MOUNT PLASTER RING AT 54"

AFF.

GENERAL PROJECT NOTES

1.  VERIFY EXISTING SITE CONDITIONS, ELECTRICAL SERVICE REQUIREMENTS, DIMENSIONS, ELEVATIONS, POINTS OF

CONNECTION AND PROJECT CONSTRUCTION LIMITS BEFORE SUBMITTING BID. SUBMITTAL OF BID INDICATES CONTRACTOR IS

COGNIZANT OF ALL JOB SITE CONDITIONS AND WORK TO BE PERFORMED. ANY DISCREPANCIES SHALL BE CALLED TO THE

ATTENTION OF THE OWNER'S REPRESENTATIVE.

2.  THESE DRAWINGS ARE DIAGRAMMATIC AND ONLY INDICATE THE INTENT OF OUTLETS, DEVICES, ETC., TO BE CONNECTED

AND THE CIRCUIT NUMBERS TO WHICH THEY ARE TO BE CONNECTED TO. CONTRACTOR SHALL INSTALL ALL REQUIRED J-BOXES

ETC., AS REQUIRED FOR A COMPLETE AND OPERATING SYSTEM WHICH FALLS WITHIN ALL LOCAL AND NATIONAL GOVERNING

CODES.

3.  LOCATIONS OF ALL EQUIPMENT SHALL BE VERIFIED PRIOR TO ROUGH-IN.

4.  ALL MATERIALS SHALL BE NEW, AND OF THE SAME MANUFACTURER FOR EACH CLASS OR GROUP OF EQUIPMENT. MATERIALS

SHALL BE LISTED AND APPROVED BY UNDERWRITERS' LABORATORIES, AND SHALL BEAR THE INSPECTION LABEL WHERE

SUBJECT TO SUCH APPROVAL. MATERIAL SHALL MEET WITH THE APPROVAL OF THE DIVISION OF INDUSTRIAL SAFETY, AND ALL

GOVERNING BODIES HAVING JURISDICTION. MATERIALS SHALL BE MANUFACTURED IN ACCORDANCE WITH APPLICABLE

STANDARDS ESTABLISHED BY A.N.S.I., U.L., N.E.M.A. AND N.B.F.U. INSTALL PER MANUFACTURERS' RECOMMENDATIONS.

5.  CONTRACTOR SHALL CARRY OUT HIS WORK IN ACCORDANCE WITH ALL GOVERNING STATE CODES, AND THE PRESENTLY

CALIFORNIA ELECTRICAL CODE (C.E.C.).

6.  THE COMPLETE ELECTRICAL SYSTEM SHALL BE GROUNDED IN ACCORDANCE WITH THE PRESENTLY ADOPTED EDITION OF

THE C.E.C., ART. # 250.

7. WHERE A CONFLICT OCCURS BETWEEN THESE PROJECT NOTES AND OTHER ELECTRICAL SPECIFICATIONS ISSUED AS PART

OF THESE DOCUMENTS, THE MORE STRINGENT REQUIREMENTS SHALL PREVAIL.

8. COORDINATE ALL ELECTRICAL WORK WITH THE OTHER TRADES. THE OWNER WILL MAKE NO SUBSEQUENT ALLOWANCE FOR

ELECTRICAL WORK REQUIRED BY OTHER TRADES. OBTAIN ALL OTHER PERTINENT INFORMATION REQUIRED TO MEET ACTUAL

BUILDING OR FIELD CONDITIONS.

9. ALL FINAL CONNECTIONS TO OWNER-FURNISHED EQUIPMENT SHALL BE MADE BY THE CONTRACTOR. CONNECTIONS TO ALL

EQUIPMENT FURNISHED BY OTHERS SHALL BE COORDINATED. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING

MANUFACTURER'S SHOP DRAWINGS PRIOR TO ROUGHING IN ALL CONDUIT TO THIS EQUIPMENT.

10. NOTIFY THE OWNER'S REPRESENTATIVE WHEREVER A DISCREPANCY IN QUANTITY OR SIZE OF CONDUIT, WIRE, EQUIPMENT

DEVICES, CIRCUIT BREAKERS, TRANSFORMERS, GROUND FAULT PROTECTION SYSTEMS, ETC. (ALL MATERIALS) THAT ARISES ON

THE DRAWINGS AND/OR SPECIFICATIONS. PROVIDE AND INSTALL ALL MATERIAL AND SERVICES REQUIRED BY THE STRICTEST

CONDITIONS NOTED ON DRAWINGS AND/OR IN THE SPECIFICATIONS TO INSURE COMPLETE AND OPERABLE SYSTEMS AS

REQUIRED BY THE OWNER AND ENGINEER.

11. ALL FEEDER AND BRANCH CIRCUITS SHALL BE PROVIDED WITH AN EQUIPMENT GROUNDING CONDUCTOR SIZED PER CEC,

AND RUN IN THE SAME RACEWAY OR CONDUIT SUPPLYING SUCH FEEDER OR BRANCH CIRCUIT.

12. EXACT ROUTING OF ALL FEEDERS, CONDUITS, ETC. SHALL BE FIELD VERIFIED AND APPROVED BY ARCHITECT PRIOR TO

INSTALLATION. COORDINATE THE INSTALLATION WITH OTHER TRADES.

13. COLOR CODING: CONDUCTORS AND CABLES SHALL BE COLOR CODED BY THE MANUFACTURER FOR THE ENTIRE LENGTH.

WRAPPING COLOR TAPES ARE NOT PERMITTED. COLOR CODING SHALL BE AS FOLLOWS:

120/208V SYSTEM

PHASE A: BLACK

PHASE B: RED

PHASE C: BLUE

NEUTRAL: WHITE

GROUND GREEN

CONDUIT TERMINATED AND CAPPED

WIRING OR CONDUIT CONCEALED IN WALL OR CEILING

WIRING OR CONDUIT EXPOSED

WIRING OR CONDUIT CONCEALED UNDERGROUND, OR IN FLOORS

 ABOVE GRADE LEVEL.

FLEXIBLE CONDUIT

SYMBOLS

BLDG               BUILDING

C                      CONDUIT

COMM             COMMUNICATIONS

FM                   FIRE MARSHALL

FPE                  FEDERAL PACIFIC ELECTRIC

GND                GROUND

ID                     INSIDE DIMENSION

POC                 POINT OF CONNECTION

P                      POLE

OM                   OTAY MESA

O.C.                 ON CENTER

SWC                SOUTH WESTERN COLLEGE

TYP.                TYPICAL

UL                    UNDERWRITERS LABORATORY

W/                    WITH

PIV                   POST INDICATOR VALVE

PRPN               BACKFLOW PREVENTER

(E)                   EXISTING TO REMAIN

ELECTRICAL SHEET INDEX

SHEET NUMBER SHEET TITLE

E-101 ELECTRICAL SYMBOLS AND NOTES

E-102 ELECTRICAL SINGLE LINE DIAGRAM

E-103 PANEL SCHEDULES

E-201 ELECTRICAL SITE PLAN

E-301 ELECTRICAL ENLARGED SITE POWER PLAN

E-401 ELECTRICAL BASEBALL SITE POWER PLAN - DEMO

E-402 ELECTRICAL BASEBALL SITE POWER PLAN - NEW

E-403 ELECTRICAL SOFTBALL SITE POWER PLAN - EXISTING

E-404 ELECTRICAL SOFTBALL SITE POWER PLAN - NEW

E-501 ELECTRICAL DETAILS

E-601 TELECOM

SOUTHWESTERN COLLEGE

BASEBALL & SOFTBALL FACILITIES REMODEL

900 OTAY LAKES ROAD, CHULA VISTA, CA 91910

DEMOLITION

NIC                  NOT IN CONTRACT

3P

60AS

100AF

SWITCH AND FUSE DESIGNATION

   NUMBER OF POLES

   FUSE SIZE

   SWITCH SIZE

ARE OF WORK

SITE- ELECTRICAL HANDHOLES

EXISTING UNDERGROUND ELECTRICAL UTILITIES

E E E E

WAP

WIRELESS ACCESS POINT (DISTRICT PROVIDED)

EXTERIOR WIRELESS ACCESS POINT (DISTRICT PROVIDED)

XX/XX/XX DELTA A

WAP
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E-201

ELECTRICAL SITE PLAN

ELECTRICAL SITE PLAN

AREA OF WORK

(BASEBALL)

E-402

1

EXISTING BASEBALL PANEL A

EXISTING

RECEIVING BUILDING

"RB SWBD"

EXISTING 4#4/0

E-401

1

AREA OF WORK

(SOFTBALL)

E-404

1

E-403
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EXISTING

PANEL S(LOT E)

E-601

1
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ELECTRICAL ENLARGED SITE

POWER PLAN

EXISTING ELECTRICAL ENLARGED SITE POWER PLAN

SHEET NOTES:

DRAWING SHOWN FOR REFERENCE

EXISTING SCORE BOARD CONTROLS

CONDUIT, STUBS UP TO SECOND FLOOR OF

EXISTING PRESS BOX.

PROVIDE 12-STRAND FIBER OPTIC CABLE

FROM BASEBALL PRESS BOX TO

MATH/SCIENCE BUILDING 60 IN EXISTING

UNDERGROUND CONDUIT.  COORDINATE

WITH DISTRICT EXACT LOCATIONS.

FIELD VERIFY EXISTING COMMUNICATION

HANDHOLE NEAR NEW PRESS BOX.  PROVIDE

NEW (2)-2" UNDERGROUND CONDUITS FROM

NEW PRESS BOX TO EXISTING

COMMUNICATION HAND HOLE VIA NEW

COMMUNICATION HANDHOLE.

EXISTING COMMUNICATION HANDHOLE, TO BE

FIELD VERIFIED.
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ELECTRICAL BASEBALL SITE

POWER PLAN - NEW

ELECTRICAL BASEBALL SITE POWER PLAN - NEW

PROPOSED BASEBALL

PRESS BOX

PROPOSED BASEBALL PRESS BOX

2

501

1

2

SHEET NOTES:

INTERCEPT AND EXTEND SCORE BOARD

CONTROLS TO NEW PRESS BOX.

PROVIDE HAND HOLE. SEE DETAIL

PROVIDE WP DISCONNECT SWITCH.

PROVIDE UNDERGROUND TRENCH PER

SINGLE LINE. SEE DETAIL

PROVIDE 2" CONDUIT FOR COMMUNICATIONS.

INTERCEPT AND EXTEND CONTROLS.  FIELD

COORDINATE EXACT LOCATION.

PROVIDE 3/4"-10' GROUND ROD AT

HANDHOLES. TYPICAL.  SEE DETAIL

PROVIDE HAND HOLE. SEE DETAIL

PROVIDE (2)-2" CONDUIT.
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PRESSBOX TELECOM

PROPOSED BASEBALL PRESS BOX TELECOM

1

SHEET NOTES:

PROVIDE WALL MOUNTED CABINET.  CABINET

SHALL BE A MINIMUM OF 4 UNITS.

COORDINATE WITH OWNER EXACT

LOCATIONS.

PROVIDE PATCH PANEL INSIDE CABINET.

DISTRICT TO PROVIDE SWITCH, CONTRACTOR

TO INSTALL SWITCH INSIDE CABINET.

CONTRACTOR TO PROVIDE ALL WIRING.

DISTRICT TO PROVIDE WAPS.  COORDINATE

LOCATIONS WITH THE DISTRICT.

DISTRICT TO PROVIDE EXTERIOR WAPS.

COORDINATE LOCATIONS WITH THE DISTRICT.

WAPS REQUIRE 1-1/2" CONDUIT BETWEEN

THE EXTERIOR OF THE BUILDING AND

ANTENNA.

PROVIDE (2)-2" CONDUIT.
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