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BEDROOM
(7'-2" x 9'-4")
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LIVING ROOM
(7'-11" x 7'-1")
8'-0" CEILING
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DISH
WASHER

CLOSET

BEDROOM
(7'-2" x 9'-5")
8'-0" CEILING

BATH
(6'-0" x 9'-6")
8'-0" CEILING

CLOSET CLOSET

NEW 4" SEWER LINE
TO (E) LATERAL

SHOWER
(72" x 30")

30" x 24" TOILET
CLEARANCE

SINK SINK

NEW ENCLOSURE OF RHEEM 40G WATER
HEATER W/ FULL LOUVER DOOR

DOWN SPOUT LOCATION

NEW 1" PVC SCHEDULE 40
DOMESTIC WATER

NEW CLEAN OUT

1. MIN. 14" PER FOOT SLOPE FOR WASTE PIPES PER SECTION 708 CPC

2. BUILDING DRAIN AND VENT PIPING MATERIALS SHALL COMPLY WITH
SECTIONS 701.0 AND 903.0 OF THE CALIFORNIA PLUMBING CODE.

3. ALL SANITARY SYSTEM MATERIALS SHALL BE LISTED BY AN APPROVED
LISTING AGENCY.

4. EACH VENT SHALL RISE VERTICALLY TO A POINT NOT LESS THAN SIX(6)
INCHES ABOVE THE FLOOD LEVEL RIM OF THE FIXTURE SERVED BEFORE
OFFSETTING HORIZONTALLY OR BEFORE BEING CONNECTED TO ANY OTHER
VENT.

5. ALL DRAINAGE WASTE AND VENT PIPE SHALL COMPLY WITH TABLE 703.2 CPC.

6. SHOWER AND TUB-SHOWER COMBINATIONS SHALL BE PROVIDED WITH
MIXING VALVES PER SECTION 408.3 CPC.

7. TOILETS SHALL BE ULTRA-LOW FLUSH TYPE (1.28 G.P.F. MAX.)

8. EACH SHOWERHEAD SHALL NOT EXCEED A WATER FLOW OF 1.8 GPM.

9. KITCHEN SINK FAUCET SHALL NOT EXCEED A WATER FLOW 1.8 GPM.

10. EACH LAVATORY FAUCET SHALL NOT EXCEED A WATER FLOW OF 1.2 GPM.

11. ALL SANITARY SYSTEM MATERIALS SHALL BE LISTED BY AN APPROVED
LISTING AGENCY.

12.   COPPER PIPING FOR ALL POTABLE WATER SYSTEMS.

13.  ALL DRAINAGE AND DOMESTIC WATER MATERIAL TO BE SCHEDULE 40.

1. ALL SURFACE WATER TO DRAIN AWAY FROM BUILDING AND PROPERTY LINE
TO ALLEY OR STREET.

2. CONTRACTOR TO COMPLY WITH ALL OSHA REQUIREMENTS..

3. STATE HEALTH & SAFETY CODE SEC. 17921.9 BANS THE USE OF
CHLORINATED POLYVINYL CHLORIDE (CPVC) FOR INTERIOR WATER-SUPPLY
PIPING.

4. VOC's ARE TO BE DOCUMENTED FOR ADHESIVES, PAINTS AND COATINGS,
CARPET, COMPOSITION WOOD PRODUCTS. DOCUMENTATION TO BE
PROVIDED BY PRODUCT CERTIFICATION AND SPECIFICATIONS. CHANIN OF
CUSTODY CERTIFICATIONS, OR OTHER MEANS ACCEPTABLE TO THE
ENFORCING AGENCY. CGBSC 4.504.2.

5. ALL SHOWER COMPARTMENTS, REGARDLESS OF SHAPE, SHALL BE CAPABLE
OF ENCOMPASSING A 30 INCH CIRCLE.

6. PERMANENT VACUUM BREAKERS SHALL BE INCLUDED WITH ALL NEW HOSE
BIBS.

7. ALL ABS AND PVC PIPING AND FITTINGS SHALL BE ENCLOSED WITHIN WALLS
AND FLOORS COVERED WITH 'TYPE 'X' GYPSUM BOARD OR SIMILAR
ASSEMBLIES THAT PROVIDE THE SAME LEVEL OF FIRE PROTECTION.
PROTECTION OF MEMBRANE PENETRATIONS IS NOT REQUIRED.

8. SHOWER COMPARTMENTS AND BATHTUBS WITH INSTALLED SHOWER HEADS
SHALL BE FINISHED WITH A NON-ABSORBENT SURFACE THAT EXTENDS TO A
HEIGHT OF NOT LESS THAN 6-FEET ABOVE FLOOR. (CRC R307.2)
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GENERAL REQUIREMENTS
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